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P L U G S ,  L A M P H O L D E R S ,  A N D  E X T E N S I O N  C O R D S  

1. General.  Except as modified by this specification, each plug, connector, receptacle, lampholder, and extension cord 
shall comply with the latest revisions of the Federal Specifications, ANSI, and NEMA Standards in the descriptions below. 

2. Plugs,  Connectors, and Lampholders.  All electrical parts shall be brass.  The wiring terminals shall be suitable for the 
capacity of the device.  All wiring clamps shall have their pressure maintained by screws.  The bodies of these devices 
shall be built of materials that withstand high impact and crushing forces, and shall be resistant to grease, oil, solvents, 
moisture, and temperature extremes.  The plug, connector, and portable lampholder bodies shall have a suitable means 
of clamping the cable.  There shall be no protruding metal or other sharp edges to cut or damage personnel and 
equipment.  The completed assembly shall be corrosion resistant. 

3. Cordsets.  The plugs and connectors shall comply with the description of their corresponding units.  The completed 
assembly shall comply with the latest revision of UL Standard 817. 

 
 

Approved Manufacturers 

Stock  
No. Description  

Arrow 
Hart Bryant Ericson Hubbell Leviton 

Wood–
head 

733099 LAMPHOLDER, weatherproof 
with 4½" #14AWG copper 
pigtails, 600V, 300W.   
Fed. Spec. WL 142 

 – – 44W – – 600 

733125 PLUG, parallel blade, 15A, 
125V 
NEMA configuration 1–15P 
ANSI Std. C73.10 
Fed. Spec. WC 596/3A 

 – – 1505-PW HBL  
5866-VY 

111 1404 

733129 PLUG, crowfoot, 20A, 
125/250V 
NEMA configuration 10–20P 
ANSI Std. C73.13,  
Fed Spec WC 596/26A

 9151N 9320 – HBL  
9977-C 

9151-N – 

733132 PLUG, locking, 20A, 250V 
NEMA configuration L2–20P 
ANSI Std. C73.32 
Fed. Spec. WC 596/75–1 

 7102N 7102N – HBL 
7102C 

– – 

733135 PLUG, polarized, 20A, 250V 
NEMA configuration 2–20P 
ANSI Std. C73.21 
Fed. Spec. WC 596/23A 

 – – – HBL  
9758-VY 

– – 

733136 PLUG, crowfoot, 50A, 
125/250V 
NEMA configuration 10–20P 
ANSI Std. C73.25 
Fed Spec WC 596/37

 4524-N 7513 – – 9450-P – 

733137 PLUG, parallel blade with ground, 
15A, 125V 
NEMA configuration 5–15P 
ANSI Std. C73.11 
Fed. Spec. WC 596/13 

 5266-N 5266 
NCR 

1510-PW HBL  
5266-C 

5266-C 5266 
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Approved Manufacturers 

Stock  
No. Description  

Arrow 
Hart Bryant Ericson Hubbell Leviton 

Wood–
head 

733138 PLUG, locking 3–wire, 20A, 
250V 
Non–standard 

 9965-C – – HBL  
9965-C 

7311 2608 

733139 PLUG, tandem blade with ground, 
15A, 250V 
NEMA config. 6–15A 
ANSI Std. C73.20 
Fed.Spec. WC 596/17–1 

 5666-N 5666 
NSY 

1514-PW HBL  
5666-CY 

5666-C 5666 

733140 PLUG, 2 wire with ground, 
weather resistant, 20A, 125V 
NEMA config. 5–20P 

 – – – 14W33 – 14W33 

 

   Coleman Ericson Hubbell McGill Woodhead 

733611 LAMPHOLDER, hand portable with 
reflector guard, SW 
and grounded 
outlet, 25 ft. #16/3 cord, 100W, 15A, 
125V, Fed.Spec. WL 142 

– – – 5025-SRG 276USA-163 

761750 CORD, extension, 3/C, #14 
AWG, SO, 600V, copper with 
dead–front NEMA 5–15P Plug 
and 5–15R receptacle, 25 ft. 

 – 1510 
PW143A 

– – 14W47A143 

761755 CORD, extension, 3/C, #14, 
AWG, SO, 600V, copper with 
dead–front NEMA 5–15P plug 
and 5–15R receptacle, 50 ft. 

 – 1510 
PW143B 

– – 14W47B143 

761760 CORD, extension, #12/3 
SJEOW–A Yellow, with NEMA 
5–15P plug, tri–source NEMA 
5–15R receptacle and plug–
mounted GFCI, 120V, 15A, 
1800W, 25 ft. 

 02837 – – – – 

761765 CORD, extension, #12/3 
SJEOW–A Yellow, w/ NEMA 
5–15P plug, tri–source NEMA 
5–15R receptacle and plug–
mounted GFCI, 120V, 15A, 
1800W 50 ft. 

 02838 – – – – 

761770 CORD, extension, #14/3 
SJTW–A Yellow, with NEMA 
5–15P plug and single GFCI 
NEMA 5–15R receptacle, 
120V, 15A, 18 in. 

 – – GFP4C15M – – 

 

Reference:  Federal Specs. WC 596 and WL 142, ANSI C73 series, NEMA WD–1, UL 817. 

Note:  See Material Standard 7330.0 for receptacles. 
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