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H E A T  S H R I N K  T U B I N G  
 
 

 

THIN WALL HEAT SHRINK TUBING 

Description:  Thin wall, 
heat shrink type tubing, 
uncoated, 48-inch 
lengths. 

 

 

 

Diameter, as supplied, minimum: 0.250 in 
Diameter, recovered, maximum: 0.125 in 
Recovered wall thickness, nominal: 0.025 in 

Application: Thin wall heat shrink tubing is for general, 
nonelectrical use.  Tubing may be used for wire jacket 
marking. 

SCL Matl. Std.:  7374.65 

Stock Unit:  EA 

Stock No:  012476 
 

MEDIUM WALL HEAT SHRINK TUBING 

Description:  Medium wall, 
heat shrink type tubing, black, 
cross-linked polyolefin.  Splice 
cover interiors are lined their 
full length with a smooth 
coating of thermoplastic (hot 
melt) adhesive. 

Application: Medium wall heat shrink tubing is applied 
over broken-out, taped-shielded cable to provide 
mechanical and environmental protection. Cables of this 
type are exclusive to the Network system. Medium wall 
heat shrink tubing may also act as primary insulation for 
systems rated 600 volts and below. Product is 
considered non-flame retardant. Use only an approved 
propane torch, Stock Number 765897, to install heat 
shrink products. 

SCL Matl. Std.:  7374.70 

Stock Unit:  EA 

Body Use 
Diameter, in 

Stock 
Number 

Cut Piece  
Length, 
Nominal, in Min Max 

Recovered 
Wall 
Thickness, 
Nominal, in 

010414 48 0.50 1.25 0.08 

737622 48 0.65 1.70 0.08 

737623 48 1.00 2.90 0.11 

 

HEAVY WALL HEAT SHRINK TUBING 

Description:  Heavy wall, 
heat shrink type splice 
covers, black, cross-linked 
polyolefin. Splice cover 
interiors are lined their full 
length with a smooth 
coating of thermoplastic 
(hot melt) adhesive. 

Application: Splice covers, also known as shrink tubes or 
shrinks, are used to seal, insulate, and protect cable joints 
and terminations. They are appropriate for submersible and 
direct burial installations. Splice covers may also act as 
primary insulation for systems rated 600 volts and below. 
Product is considered non-flame retardant. Use only an 
approved propane torch, Stock Number 765897, to install 
heat shrink products. 

SCL Matl. Std.:  7374.75 

Stock Unit:  EA 

Stock 
Number 

Length, 
Nominal,  
in 

Expanded 
Internal 
Diameter 
Min, in 

Recovered 
Internal 
Diameter 
Max, in 

Recovered 
Wall 
Thickness, 
Nominal,  
in 

737450E 09 1.10 0.37 0.120 

737451 12 0.75 0.24 0.090 

737452E 12 1.50 0.50 0.140 

737453 12 1.10 0.37 0.120 

737455E 12 2.00 0.75 0.160 

737456E 12 3.00 1.25 0.160 

737601 48 1.29 0.37 0.120 

737602 48 1.50 0.50 0.160 

737603 48 2.00 0.75 0.160 

737604 48 3.00 1.25 0.160 

 
HIGH VOLTAGE HEAT SHRINK TUBING, Red 

Application:  For insulating 1/4″x 3″ bar or 2″ diameter bus 
or cable and for marking grounded standoff bushings. 

SCL Matl. Std.:  none 

Stock Unit:  IN 

Stock No Dia, in Length Raychem Cat. No. 

737457 3 50 foot roll,  
cut to length 

BPTM-100/40 A/U 

 

 


	Dia, in
	Length
	Raychem Cat. No.

