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CHEMICALS AND PETROLEUM PRODUCTS

CHEMICALS AND COMPOUNDS, MISCELLANEOUS
Stock No Stock Unit Description

726028 GL ALCOHOL, denatured, 200 proof industrial solvent;
Central Solvent "Solox Anhydrous 200",
Commercial Solvent "Fotocol A-2 Anhyd”,
Georgia-Pacific “Pugetso A Anhydrous",
Union Carbide "Anhydrol PM4083",
Van Waters & Rogers "Vanzol A Anhyd",
Wm. Barr & Co. “Klean Strip” GSL-26.

723030 EA NEATS-FOOT OIL, for leather.
726290 LB ICE REMOVAL COMPOUND, "Ice Foe" used on walks, harmless to plants.
726670 BX SODA, baking.
726682 CN WINDSHIELD DE-ICER, pressurized can, 14 oz with scraper.
726684 QT PRIMER, PVC, purple, for use with sump discharges;
Carlon #VC9932
Oatey #30806
ADHESIVES
Stock No Stock Unit Description
722020 TU ADHESIVE, for waterproofing splices and-terminations;
GE A50P68,
3M-847, 5 oz tube.
726548 EA ADHESIVE; Loctite Super Bonder 495 (Crazy Glue) or approved equal for use on joints
for Nitrile rubber gaskets.
726550 LB GLUE, plastic resin, Weldwood.
726555 PT GLUE, transparent, waterproof, EImer’s Glue-All.
726680 CN CEMENT, PVC solvent, in 1 pint brush cans;

Carlon VC9923 Medium Bodied Gray
United Elchem 40446S Medium Clear

726685 PT CEMENT, PVC pipe, clear, in 1 pint dauber cans, Christy’s Red Hot Blue Glue
RH-RHBG-PT. For joining sump pump discharge pipes and hoses.

COMPOUNDS AND OILS, PLUMBING

Stock No Stock Unit Description
726350 CN PIPE JOINT, "Mitee". not for use on oil.
726366 LB LUBRICANT, packing gland, John Crane pipe joint compound only.

736690 RL PIPE THREAD SEALANT, Teflon tape, 1/2" x 260", Permacel "Ribbon Dope".
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