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TRAFFIC SAFETY CONE 

Description:  Traffic safety cone, polyvinyl chloride 
(PVC), 28 inches tall, fluorescent retroreflectorized.  
Cone has a nominal weight of 8 pounds and a standard 
profile.  

Application: Traffic safety cones are used to channelize 
road users, divide opposing vehicular traffic lanes, divide 
lanes when two or more lanes are kept open in the same 
direction, and delineate short duration maintenance and 
utility work.  Cones are appropriate for day or night time 
use on low-speed roadways or freeways.  To minimize 
the possibility of being blown over or displaced by 
moving vehicular traffic, cones may be doubled up to 
increase their weight. 
 

SCL Matl. Std.:  7611.10 

Stock Unit:  EA 

Stock No.:  761125 
  
 
 
 
 
 

 

CONE MOUNTED WARNING SIGN 
Description:  Plastic, 
reflective orange.  Snaps onto 
28-inch traffic cones. 

SCL Matl. Std.:  none 012245 012246 

Stock Unit:  EA  
Stock No. Size, in AW Direct 

012245 12-3/4 x 10-1/2 RCS-7, 1A Arrow 

012246 12-3/4 x 10-1/2 RCS-7, 2D Slow 
 
 

REFLECTIVE TRIANGLE, Flare Kit 
Description:  set of 3 in storage box 

Per DOT Spec.:  MVSS-125 

SCL Matl. Std.:  none 

Stock Unit:  EA 

Stock No.:  762410 
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