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S L I N G S  
  
 
 

WIRE ROPE SLINGS 

Description:   Type 1, Class 2, Construction 4 of 6 x 19 
improved plow steel wire rope, with independent wire rope 
core,  right regular lay, and uncoated finish (bright). 

Application:  Used to rig and hoist loads.  Before starting 
a job, sling users shall be trained in the selection, 
inspection, cautions to personnel, effects of the 
environment, and rigging practices cited in ANSI/ASME 
B30.9.  Refer to material standard for rated capacity 
information. 

SCL Matl. Std.:  7654.5 

Stock Unit:  EA 

 

 

 

Stock  
No. 

Rope  
Diameter, in 

Length,  
ft 

765420 3/8 02 

765424 3/8 03 

765428 3/8 04 

765432 3/8 05 

765434 3/8 06 

765440 3/8 12 

   

765454 1/2 03 

765458 1/2 04 

765462 1/2 05 

765464 1/2 06 

765470 1/2 12 
 

 

NYLON SLINGS 

Description:  Yellow, 2-inch-wide, type IV (twisted-eye), 
nylon slings, also known as synthetic webbing slings. 

Application:  Slings are used to rig and hoist loads.  
Before starting a job, sling users shall be trained in the 
selection, inspection, cautions to personnel, effects of the 
environment, and rigging practices cited in ANSI/ASME 
B30.9.  Refer to material standard for rated capacity 
information. 

SCL Matl. Std.:  7654.80 

Stock Unit:  EA 

 

 

 

 
Stock  
No. 

Length,  
ft Construction 

765480 03 one-ply 

765484 04 one-ply 

   

765485 05 two-ply 

765486 06 two-ply 

765488 08 two-ply 

765490 10 two-ply 

765492 12 two-ply 

 

 
 

 
 


