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EMBOSSING TOOL, HAND 
 
 
 
 
 
 

 
 
 Plastic Embosser Metal Embosser 
 

Hand Embossing Tools shall be of the general configuration show, and shall be Type III, single line, hand 
portable, in accordance with Federal Specification 00-E-491.  Embossing tools for metal tape shall be Type 
III, Class A, Style 2, with square cutoff.  Embossing tools for plastic tape shall be Type III, Class B, Style 2, 
with square cutoff. 

Tapes:  Embossing tapes shall be 1/2-inch in width.  Plastic tapes shall have a glossy finish, and shall meet 
the requirements of Federal Specification UU-T-94.  Metallic tapes shall be stainless steel or aluminum 
without adhesive. 

Packaging:  Packaging shall be in accordance with the manufacturer's commercial practice to ensure safe 
delivery without damage. 

Reference Specifications:  Fed. 00-E-491, UU-T-94, latest revisions 
 
Tool Stock Unit:  EA 
Tape Stock Unit:  RL 
 

EMBOSSING TOOL 

Approved Manufacturers Stock 
Number Tape Type Federal Tool Classification Dymo Rotex 

765886 Plastic Type III, Class B, Style 2 
1540-00 
1570-00 

600-68 

765887 Metal Type III, Class A, Style 2 1011-05 – 

 
 TAPE TAPE 

Stock Number Color  Stock Number Color 

723359 Black  723365 Blue 

723360 Yellow  723366 Green 

723362 Red  723370 Stainless 

723364 Gray  723372 Aluminum 

 
 
Approved Manufacturers of Tape:  Dymo, General, Rotex 
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