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Lag Screws 

Lag Screws, Gimlet Point 
Description: Zinc-coated steel, square head, gimlet-point; used in overhead line 

construction and where the applied load is primarily a tensile load. 
Gimlet-point lag screws are generally twisted into wood members. 

 

Matl. Std.: 7852.10 
Stock Unit: EA 

Stock No. Size, nominal (in) Length (in)   
785211 E 1/4 1-1/4   
785212 E  2   
785213 E  2-1/2   
785214 E  3   
785215 E  3-1/2   
785226 E 5/16 1-1/2   
785227 E  2   
785229 E  3   
785241 E 3/8 1-1/2   
785242 E  2   
785243 E  2-1/2   
785244 E  3   
785245 E  3-1/2   
785259 E 1/2 3   
013746 E  4   

 
Lag Screws, Fetter Drive 
Description: Zinc-coated steel, square head, fetter-drive; used in overhead line  

construction and where the applied load is primarily a tensile load. 
Fetter-drive lag screws are generally installed with a hammer. 

 

Matl. Std.: 7852.10 
Stock Unit: EA 

Stock No. Size, nominal (in) Length (in)   
785246 E 3/8 4   
785261 E 1/2 4   
785265 E  6   

 
 

 


	Length (in)
	Size, nominal (in)
	Stock No.
	2
	785212 E
	2-1/2
	785213 E
	3
	785214 E
	3-1/2
	785215 E
	1-1/2
	5/16
	785226 E
	2
	785227 E
	3
	785229 E
	1-1/2
	3/8
	785241 E
	2
	785242 E
	2-1/2
	785243 E
	3
	785244 E
	3-1/2
	785245 E
	3
	1/2
	785259 E
	4
	013746 E
	Length (in)
	Size, nominal (in)
	Stock No.
	4
	3/8
	785246 E
	4
	1/2
	785261 E
	6
	785265 E

