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N U T S  
 

 

HEX NUTS, Brass 
Description:  Brass nuts with unified course threads, 
conforming to ASME B1.1. 
Application:  Smaller sizes for general use. 
SCL Matl. Std.:  none 
Stock Unit:  EA 
Nominal 
Size 

Threads 
per in 

Stock  
No.  

Nominal 
Size 

Threads 
per in 

Stock  
No. 

4 40 783222 E  1/4 20 783231 E 
6 32 783225 E  5/16 18 783302 E 
8 32 783226 E  3/8 16 783303 E 
10 32 783227 E     
10 24 783228 E     
12 24 783229 E     
 

HEX NUTS, Brass, Jam 
Description:  Brass jam nut with unified course threads, 
conforming to ASME B18.2.2, Table 3. 
Application:  Used in combination with a thicker nut to 
provide resistance to loosening. 
SCL Matl. Std.:  none 
Stock Unit:  EA 
Nominal 
Size (in) 

Threads 
per in Manufacturer Catalog No. 

Stock  
No. 

5/8 11 Fasteners Inc. 0103.062. 01.17 783311 E 
 

HEX NUTS, Silicon Bonze 
Application:  Silicon bronze hardware is used to make 
up electrical connections.  Refer to Construction 
Guideline D14-4/NSV-20.  Silicon bronze hardware is 
also used in situations where high-strength and 
corrosion-resistance is desired. 
SCL Matl. Std.:  7833.3 
Stock Unit:  EA 
Nominal 
Size (in) 

Threads 
per in Stock No. 

1/4 20 783321 E 
5/16 18 783322 E 
3/8 16 783323 E 
1/2 13 783325 E 
5/8 11 783326 E 
3/4 10 783327 E 
 

HEX NUTS, Steel, Zinc-Coated 
Description:  Zinc-coated, steel nuts with unified course 
threads, conforming to ASME B1.1. 
Application:  Smaller sizes for general use. 
SCL Matl. Std.:  none 
Stock Unit:  EA 
Nominal  
Size 

Threads  
per in 

Stock  
No. 

 Nominal  
Size (in) 

Threads  
per in 

Stock  
No. 

4 40 783262 E  10 32 783267 E 
6 32 783265 E  10 24 783268 E 
8 32 783266 E  12 24 783269 E 

 

HEX NUTS, Steel, Zinc-Coated 
Application:  Hex nuts are used in the underground 
system, networks, substations, and in a variety of  
other applications. 
SCL Matl. Std.:  7829.90 
Stock Unit:  EA 
Nominal  
Size (in) 

Threads  
per in 

Stock  
No. 

1/4 20 782982 E 
5/16 18 782983 E 
3/8 16 782984 E 
7/16 14 012283 E 
1/2 13 782986 E 
5/8 11 010162 E 
3/4 10 782989 E 

 

HEX NUTS, Steel, Zinc-Coated, HDG 
Application:  Hex nuts are used in the underground 
system, networks, substations, and in a variety of other 
applications. One-inch heavy duty hex nuts  
(Stock No. 013508) are used in conjunction with cross  
plate anchors (Stock No. 562058). 
SCL Matl. Std.:  7829.90 
Stock Unit:  EA 
Nominal  
Size (in) 

Threads  
per in 

Stock  
No. 

3/8 16 783114 E 
1/2 13 783116 E 
5/8 11 783118 E 
3/4 10 783119 E 
1 8 783121 E 
1 8 013508 
 

SQUARE NUTS, Steel, Zinc-Coated, HDG 
Application:  Square nuts are generally used in the 
overhead system. 
SCL Matl. Std.: 7829.90 
Stock Unit:  EA 
Nominal  
Size (in) 

Threads  
per in 

Stock  
No. 

1/2 13 783076 E 
5/8 11 783078 E 
3/4 10 783079 E 
7/8 9 012652 E 
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