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Masonry Anchors, Stud Bolts 

Anchor, Stud Bolt, 304/316 Stainless Steel, Wet Environments 

Description: 304/316 stainless steel type. Provides masonry anchoring for 
permanent installations in wet environments. Masonry anchors 
are also known as expansion anchors. Includes stainless steel 
nuts and washers. 

304 type anchors are for use in non-corrosive environments.  
316 type anchors are for use in corrosive environments. Both are 
seismically qualified. 

For allowable loads, see the Hilti Kwik Bolt Stainless Steel 
304\316 Product Technical Guide. For ratings of older versions of 
Kwik Bolt, contact Standards. 

 

Matl. Std.: 7800.95 

Stock Unit: EA 

Stock No. Size (in) Type  

780032 1/2 x 3-3/4 304  
013666 1/2 x 4-1/2 "  
780147 5/8 x 3-3/4 "  
780033 3/4 x 7 "  
780141 1/2 x 3-3/4 316  
780143 1/2 x 5-1/2 "  
780034 5/8 x 4-3/4 "  
780145 5/8 x 6 "  

 

Anchor, Stud Bolt (Kwik Bolt 3), Carbon Steel, Dry In-Building 

Description: Carbon steel type. Provides masonry anchoring for permanent, 
dry in-building installations. Masonry anchors are also known as 
expansion anchors. 

For allowable loads, see the Hilti Kwik Bolt Stainless Steel 
304\316 Product Technical Guide. For ratings of older versions of 
Kwik Bolt, contact Standards. 

 

Matl. Std.: 7800.96 

Stock Unit: EA 

Stock No. Size (in) 

780104 E 3/8 x 3 
780105 E 3/8 x 3-3/4 
780111 E 1/2 x 3-3/4 
780113 E 1/2 x 5-1/2 
780024 E 5/8 x 4-3/4 
780115 E 5/8 x 6 
780023 E 3/4 x 7 

 

Anchor, Stud Bolt (Kwik Bolt 3), Carbon Steel, Light Duty 

Description: Carbon steel type. For light-duty, temporary masonry anchoring. 
Masonry anchors are also known as expansion anchors. 

For allowable loads, see the Hilti Kwik Bolt 3-Carbon Steel 
Product Technical Guide. For ratings of older versions of Kwik 
Bolt, contact Standards. 

 

Matl. Std.: 7800.97 

Stock Unit: EA 
Stock No. Size (in) 
780091 1/4 x 1-3/4 
780092 1/4 x 2-1/4 
780095 1/4 x 3-1/4 
780103 3/8 x 2-1/4 
780022 1/2 x 2-3/4 

 


