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ALUMINUM CAP SCREWS AND NUTS AND PREPACKAGED BOLTED
ELECTRICAL CONNECTION KITS

ALUMINUM HEX HEAD CAP SCREW, Heavy PREPACKAGED BOLTED ELECTRICAL
Application: Aluminum hardware is : CONNECTION KITS

used to make up bolted aluminum-to- Description: Kits contain one 1/2-inch 13 UNC bolt,
aluminum and aluminum-to-copper one nut, two flat washers, and one Belleville spring

electrical connections. Refer to washer.

Construction Guideline D14-4/ ; Application: The assembly kits are used for making
NSV-20. This includes connections to integral web bolted copper and aluminum electrical connections.
channel bus (IWCB) in the Network, transformer and Replacement stainless steel parts are supplied

bus terminals, and aluminum lugs in stations and separately.

elsewhere. Aluminum fasteners are anodized and SCL Matl. Std.: 7820.0

lubricated for corrosion resistance and to prevent

. o Stock Unit: EA
galling and seizing.

SCL Matl. Std.: 7846.10 Nominal Bolt
Stock Unit: EA Bolt Size, Length, Stock
in. in. Material No.

Nominal Threads Length, Stock .

Size, in. per in. in. NO. 1/2 1-1/2 stainless 782042

5/8 11 1 781819 2 stainless 782040
2.1/2 781815 2-1/2 stainless 782041

3-1/2 aluminum 782052

ALUMINUM HEX NUT, Heavy

Application: Aluminum hardware is

used to make up bolted aluminum-to-
aluminum and aluminum-to-copper

electrical connections. Refer to Construction
Guideline D14-4/NSV-20. This includes connections to
integral web channel bus (IWCB) in the Network,
transformer and bus terminals, and aluminum lugs in
stations and elsewhere. Aluminum fasteners are
anodized and lubricated for corrosion resistance and to
prevent galling and seizing.

SCL Matl. Std.: 7846.15
Stock Unit: EA

Nominal Threads Stock
Size, in. perin. No.

1/2 13 783558
5/8 11 783560
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