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N U T S :  S T R U T / S P R I N G ,  W I N G  A N D  P A L N U T  
 
 

NUTS FOR STRUT NUTS FOR STRUT
 

NUTS, STUD, with Spring,  
for 1-5/8˝ x 1-5/8˝ Strut 

Application:  Unistrut channel P-1000 series. 
SCL Matl. Std.:  none 
Stock Unit:  EA 

 

Stock  
No. 

Stud Size,  
in. 

Unistrut  
Cat. No. 

Wesanco  
Cat. No. Spring

723610 3/8-16 x 2 1/8 P-2380-6 W-6-6 SN long 

723611 1/2-13 x 2 1/8 P-2381-7 W-8-6 SN long 
 

NUTS,  w i th Spr ing,   
for  1-5/8 ˝  x  1-5/8 ˝  Strut  

Application:  Unistrut channel P-1000 series. 
SCL Matl. Std.:  none 
Stock Unit:  EA 

Stock  
No. 

Stud Size,  
in. 

Unistrut  
Cat. No. 

Wesanco 
Cat. No. Spring

723606E 1/2-13 P-1010 W-2-8 long 

723609 3/8-16 P-1008-SS W-2-6 long 

723613 5/8-11 P-1012S W-2-10 long 
 

NUTS,  TWIRL,  CONE (Top Lock Nut)  

Application:  Channel B-Line systems. 
SCL Matl. Std.:  none 
Stock Unit:  EA 

 

Stock  
No. 

Stud  
Size, in. 

B-Line 
Cat. No. 

Unistrut  
Cat. No. 

Wesanco 
Cat. No. 

723633 3/8 - 16 B-22,  
B-54 

P-1000,  
P-3300,  
P-4000 

W-2-6TL 

 

W I N G  N U T S  

PLAIN WING, BRASS,  TYPE A 

Per ANSI:  B 18.17 
Stock Unit:  EA 

Stock No. Size, in. 

783376E 1/4-20 
 

 

NUTS,  w i th Spr ing,  for  7 /8 ˝  x  1-5/8 ˝  Strut  

Application:  Unistrut channel P-3300  
series (7/8˝ x 1-5/8˝) and P-4000 series  
(7/8 x 1-5/8 cast in vault walls). 
SCL Matl. Std.:  none 
Stock Unit:  EA 

Stock  
No. 

Stud  
Size,  
in. 

Unistrut  
Cat. No. 

Wesanco  
Cat. No. Spring

723603 8-32 P-4006-0832 W-5-0832 short 

723604 10-24 P-4006-1024 W-5-1024 short 

723605 1/4-20 P-4006-1420 W-5-4 short 

723608 3/8-16 P-4008 W-5-6 short 

723607E 1/2-13 P-4010 W-5-8 short 

723615 5/8-11 P-4012S W-5-10 short 
 

NUTS, with Spring, for 13/32˝ x 13/16˝ Strut 

Application:  Unistrut channel P-7000 series. 
SCL Matl. Std.:  none 
Stock Unit:  EA 

Stock  
No. 

Stud 
Size,  
in. 

Unistrut  
Cat. No. 

Wesanco  
Cat. No. Spring 

723620 8-32 P-7006-0832 W-7-0832 very short 

723622 10-24 P-7006-1024 W-7-1024 very short 

723624 14-20 P-7006-1420 W-7-4 very short 
 

P A L N U T S  

PALNUTS, Steel, Zinc-Coated 

Description:  Regular, zinc-coated, steel palnuts. 
Application:  May be used alone in 
light-duty assemblies or on top of 
ordinary nuts to assure tightness of 
high-stress assemblies.  Palnuts are 
reusable and much less expensive 
than traditional nuts. 
SCL Matl. Std.:  none 
Stock Unit:  EA 

Stock  
No. 

Nominal 
Size, in. 

Approved 
Manufacturer

783477 5/8 Palnut Co. 
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