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W A S H E R S  -  A L U M I N U M ,  C O P P E R  A N D  B R A S S  
 

 
 

FLAT PLAIN, Aluminum 
Description:   Plain flat washers 
conforming to ANSI B18.22.1, 
Table 2, for Type B Plain, Regular.  
Alloy 2024-T4 or T6. 
Application:   Aluminum hardware 
is used to make up bolted 
aluminum-to-aluminum and 
aluminum-to-copper electrical 
connections.  Refer to Construction 
Guideline D14-4/NSV-20.  This 
includes connections to integral 
web channel bus (IWCB) in the 
Network, transformer and bus 
terminals, and aluminum lugs in 
stations and elsewhere. 
SCL Matl. Std.:  none 
Stock Unit:  EA 

Size,  
in. 

Minimum 
Thickness, 
in. 

Stock 
No. 

1/2 0.102 788253 
5/8 0.102 788254 

 

FLAT PLAIN, Copper Alloy 
Application:  Copper alloy 
washers are used in conjunction 
with silicon bronze cap screws and 
nuts to make up electrical 
connections. Refer to Construction 
Guideline D14-4/NSV-20. Silicon 
bronze hardware is also used in 
situations where high-strength and 
corrosion-resistance is desired. 
SCL Matl.  Std.: 7880.2 
Stock Unit:  EA 
Size, in. Stock No. 
1/4 788022E 
5/16 788025E 
3/8 788024E 
1/2 788026E 
5/8 788027E 
3/4 788028E 

 

 

FLAT PLAIN, Brass 
Description:  Plain brass flat 
washers conforming to ANSI 
B18.22.1, Table 2, for Type B 
Plain, Regular. 
Application:  For general use. 
SCL Matl. Std.:  none 
Stock Unit:  EA 

Size, in. No. Stock No. 
1/4 14 788006E 
1/2 34 788010E 
 

SPLIT LOCK, Helical Spring, 
Aluminum 
Description:   Plain flat washers 
conforming to ANSI B18.22.1, 
Table 2, for Type B Plain, Regular.  
Alloy 7075-T6. 
Application:   Aluminum hardware 
is used to make up bolted 
aluminum-to-aluminum and 
aluminum-to-copper electrical 
connections.  Refer to Construction 
Guideline D14-4/NSV-20.  This 
includes connections to integral 
web channel bus (IWCB) in the 
Network, transformer and bus 
terminals, and aluminum lugs in 
stations and elsewhere. 
SCL Matl. Std.:  none 
Stock Unit:  EA 
Size, in. Stock No. 
1/2 788273 
5/8 788274 

 

SPLIT LOCK, Helical Spring, 
Copper Alloy 
Description:  Copper alloy, helical 
spring, split lock washers 
conforming to ASME B18.21.1, 
Section 2, and Table 1 (Regular). 
Application:  Smaller sizes for 
general use. 
SCL Matl. Std.:  none 
Stock Unit:  EA 
Number Size, in. Stock No. 
06 0.138 788117E 
08 0.164 788118E 
10 0.190 788119E 
 

 

SPLIT LOCK, Helical Spring, 
Copper Alloy 
Application:  Copper alloy 
washers are used in conjunction 
with silicon bronze cap screws 
and nuts to make up electrical 
connections. Refer to 
Construction Guideline D14-
4/NSV-20. Silicon bronze 
hardware is also used in 
situations where high-strength 
and corrosion-resistance is 
desired. 
SCL Matl. Std.:  7880.2 
Stock Unit:  EA 
Size, in. Stock No. 
1/4 788121E 
5/16 788122E 
3/8 788123E 
1/2 788125E 
5/8 788126E 
3/4 788127E 
 

EXTERNAL TOOTH LOCK, 
Copper Alloy 
Application:  Copper alloy 
washers are used in conjunction 
with silicon bronze cap screws 
and nuts to make up electrical 
connections.  Refer to 
Construction Guideline D14-
4/NSV-20. Silicon bronze 
hardware is also used in 
situations where high-strength 
and corrosion-resistance is 
desired. 
SCL Matl. Std.:  7880.2 
Stock Unit:  EA 
Size, in. Stock No. 
1/4 788101E 
5/16 788102E 
3/8 788103E 
1/2 788104E 
5/8 788105E 
 
 

 


