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26/34.5 kV Upright Switch, 1200 A, 3 Pole, Gang Operated, 
for Wood Pole Mounting 

Not for new construction. For maintenance of existing facilities only. 
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Material List 

Item Quantity Description Stock No. 
1 1 SWITCH, 1200 A, loadbreak 250152 
2 6 INSULATOR, suspension, composite, 21" 690233 
4 50' WIRE, aluminum, stranded, 954 kcmil 600126 
5 6 CLAMP, deadend, strain, 954 kcmil 694294 
6 6 TERMINAL, compression, alum., 954 AAC 651224 
7 12 BOLT ASS'Y, 2-1/2"' x 1/2"', stainless steel 782041 
8 6 TAP, Ampact, per SCL D14-1 651107 
9 12 BOLT, machine, 5/8" x L, galvanized 780845 through 781046 
10 12 WASHER, square, curved, 4" x 4" 584775 
11 12 WASHER, split, lock, 5/8" 584260 
12 1 BOARD, number, SCL shop made per SCL D8-10 – 
13 1 HOLDER, switch tag 581799 
14 2 PADLOCK, SNM-1 – 
15 3' CHAIN, weldless sash 726992 
16 1 GROUND ROD, 5/8" x 8' 564238 
17 2 ANGLE CROSSARM BRACE, steel, 72" X 22" (centers) 563010 
18 2 CROSSARM BRACE, Al, 5' 563013 

Notes: 
1. See erection drawing supplied with switch for switch and handle mounting details. 
2. For S&C brand switches only: The distance from the centerline of the operating handle to the bottom of the switch 
crossarm must not exceed 48'-9½″. To comply with this limit on taller poles, the operating handle shall be mounted higher 
than 42″ above ground, and the design engineer shall note on the work order that this switch must always be operated with 
a bucket truck. Generally speaking, this situation will occur with wood poles more than 60' in overall length. 


