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A P P L I C A T I O N  D A T A  F O R  H E A T - S H R I N K A B L E  
S P L I C E  C O V E R S  A N D  C A B L E  C A P S  

 

1.  Connector and Tubing List 
 

Refer to Guideline U5-1.02/NCB-80 for splicing details. 
 S p l i ce  C over  for  E l im ina t ion  o f  Tap ing  

Cable Size 
600 V Cable Connectors Tubing 

AWG / 
kcmil OD (in) Stock No. OD (in) 

Stock  
No. 

ID (in) 

Length 
(in) 

Min. 
Expanded 

Max. 
Recovered 

C o p p e r        

1/0-4/0 0.530 – 0.690 677359 to 677362 0.510 – 0.690 737450 1.10 0.37 09 

250-500 0.770 – 1.010 677363 to 677367 0.750 – 1.060 737452 1.50 0.50 12 

A l u m i n u m        

1/0-4/0 0.580 – 0.684 650104 0.906 737450 1.10 0.37 09 

350 0.879 650609 1.125     

500 1.114 650611 1.320 737452 1.50 0.50 12 

750 1.340 650613 1.590 737455 2.00 0.75 12 
 

2 .  Cable Limiters 

Limiters size 1/0 through 750 kcmil. 

Stock No. 
ID (in) 

Length (in) Min. Expanded Max. Recovered 
737456 3.00 1.25 12 

 

3 .  Caps for Temporary Insulat ion of  Cable Ends 

Stock No. 
ID (in) Approximate 

Length (in) Min. Expanded Max. Recovered 
737475 0.79 0.36 2.2 
737477 1.37 0.70 3.5 
737479 2.17 1.00 5.7 
737481 4.70 2.76 5.7 
737483 3.94 1.77 6.4 
737485 2.87 1.26 6.7 
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