
Packer Test Results Table

Time (min) Pressure (psi) Loss  (gpm)
0.0 15 0.00
2.0 25 0.00
2.5 40 0.00
4.5 55 0.00
5.5 0.00
6.5 0.00
7.5 0.00
8.5 115 0.00

11.0 125 0.00
17.0 0.33
15.0 0.33
15.5 0.33
17.0 0.10
20.0 0.13
22.0 0.20
24.0 0.20
24.5 0.00
25.0 0.00

Depth to water (ft): 400.0
Height of swivel above ground (ft): 3.20
Borehole inclination (deg): 60
Date tested: 9/14/2009
Corrected depth to water: 346
Depth tested (ft): 285 to 385

Result: K  = 2x10-6 cm/s
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B-2: 285 to 305 ft



Packer Test Results Table

Time (min) Pressure (psi) Loss  (gpm)
21 0* 12
15 0* 20

* Unable to force water level to ground surface at maximum pumping.

Depth to water (ft): 400
Height of swivel above ground (ft): 3.2
Borehole inclination (deg): 60
Date tested: 9/12/2009
Corrected depth to water: 346
Depth tested (ft): 701 to 800

Result: Conductivity exceeds capacity of test.
NOTE: At maximum pressure, borehole took 20 gpm water with
no apparent pressure response in gauge at surface.

B-2: 701 to 800 ft



Packer Test Results Table

Time (min) Pressure (psi) Loss  (gpm)
2 2.85
3 2.8
4 3.1
5 2.8
5 Step up
6 4.1
7 4.4
8 4.2
9 4.3

10 3.8
10 Step up
11 4.9
12 4.7
13 4.7
14 4.5
15 4.5
15 Step down
16 3.2
17 2.5
18 2.7
19 2.7
20 2.4
20 Step down
21 0.1
22 -1
23 -1.1
24 -1
25 -0.2
26 0

Depth to water: Artesian
Height of swivel above ground (ft): -3.1 (Relative to borehole)
Borehole inclination (deg): -5
Date tested: 9/22/2009
Depth tested (ft): 270 to 290

Result: Fracture system is tight. K  >3x10-3 cm/s (lower limit of test).

B-3: 270 to 290 ft

10

15

10

20

15



Packer Test Results Table

Time (min) Pressure (psi) Loss  (gpm)
0 3.4
1 3.3
3 3.1
4 3.3
5 3.3
5 Step up
6 4
7 4.8
8 4.5
9 4.8

10 4.4
10 Step up
11 5.4
12 5
13 5
14 5.1
15 5.2
15 Step down
16 4.5
17 4.5
20 4.3
20 Step down
21 2.8
23 2.55
25 2.5

Depth to water (ft): Flowing
Height of swivel above ground (ft):
Borehole inclination (deg): -5
Date tested: 9/17/2009
Depth tested (ft): 356 to 376

Result: K  > 4x10-3 cm/s.
Note: K calculated from first 5 minutes of test, prior to decrease in water take.

B-3: 356 to 376 ft
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Packer Test Results Table

Time (min) Pressure (psi) Loss  (gpm)
NA 100 0

Depth to water: Dry
Height of swivel above ground (ft): -2 (relative to borehole)
Borehole inclination (deg): -3
Date tested: 10/7/2009
Depth tested (ft): 221.7 to 245.7

Result:  Conductivity below measurable limit of testing equipment (K  < 4x10-6 cm/s).

B-5: 221.7 to 245.7 ft



Packer Test Results Table

Time (min) Pressure (psi) Loss  (gpm)
1 11.5
2 8.7
3 9.2
4 9
5 8.8
5 Step up
6 10.6
7 10.6
8 10.8
9 10.8

10 10.7
10 Step up
11 13
12 12.9
13 13.5
14 13.2
15 12.8
15 Step down
16 10.4
17 10.5
18 9.6
19 9.9
20 9.9
20 Step down
21 8.7
22 8.3
23 8.3
24 8.1
25 8.4

Depth to water: Dry
Height of swivel above ground (ft): -2 (relative to borehole)
Borehole inclination (deg): -3
Date tested: 10/10/2009
Depth tested (ft): 305.7 to 325.7 ft

Result: Conductivity exceeds capacity of test (K > 1x10-1 cm/s).

B-5: 305.7 to 325.7 ft
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Packer Test Results Table

Time (min) Pressure (psi) Loss  (gpm)
1 10
2 10.1
3 9.2
4 9.2
5 9.2
5 Step up 
6 11.7
7 11.8
8 11.7
9 11.7

10 11.8
10 Step up
11 14.4
12 14.4
13 14.6
14 14.5
15 14.8
15 Step down
16 12.1
17 11.8
18 12.1
19 12.2
20 12
20 Step down
21 10
22 10
23 9.8
24 9.6
25 9.9

Depth to water: Dry
Height of swivel above ground (ft): -2 (relative to borehole)
Borehole inclination (deg): 0
Date tested: 10/10/2009
Depth tested (ft): 244.3 to 273.3 

Result: Conductivity exceeds capacity of test (K > 1x10-1 cm/s).

B-6: 244.3 to 273.3 ft
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Packer Test Results Table

Time (min) Pressure (psi) Loss  (gpm)
50 25 9.1

Depth to water: Dry
Height of swivel above ground (ft): -2 (relative to borehole)
Borehole inclination (deg): 0
Date tested: 10/11/2009
Depth tested (ft): 279.3 to 299.3

Result: Conductivity exceeds capacity of test (K > 1x10-1 cm/s).

B-6: 279.3 to 299.3 ft


