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TREE CLEARANCE :
SIDE PRUNING - DECIDUOU

SINGLE PHASE DISTRIBUTION POWERLINE
TREE CLEARANCE
SIDE PRUNING — CONIFER
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1. VEGETATION CLEARANCE CRITERIA IS BASED ON
WAC-296-24—-960, RCW 64.12.035 AND. SEATTLE
CITY UGHT BEST PRACTICE

CONDUCTOR TYPE

A. PRIMARY DISTRIBUTION, 4KV—-26KV
AND TRANSFORMER, SWITCHES &
ELECTRICAL EQUIPMENT ON THE POLE ...10°

B. SECONDARY, FIBER OPTIC, CABLE TV

CLEARANCE

AND TELEPHONE CABLE ........cccecee 3
C. TRANSMISSION CONDUCTOR,

VOLTAGE>26KV (NOT SHOWN)

APPLICABLE IN SOME LOCATIONS ......... 16.5'

2. ILLUSTRATION IS SHOWN FOR A TYPICAL 47' POLE,
AND CLEARANCE AT THE POLE. ABOVE CRITERIA
ALSO APPLY TO OTHER POLE HEIGHTS AND TO
%g)gbsulgl;?R/WIRE TO TREE CLEARANCE ALONG
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