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ENAMELED CAST IRON

AKRON SERVICE SINK
« Enameled cast iron (inside only enameled)
- Supplied with wall hanger and rim guard
- Available with plain back or drilled back
for faucet
+ Shown with 8340.234 Heritage faucet (not
included) and 7798.176 P-trap.

[ 7695.018 drilled for faucet through back

[ 7696.016 plain back

Nominal Dimensions: 610 x 508mm (24" x 20")

Bowl sizes:

505mm (19-7/8") wide, 416mm (16-3/8") front to
back, 267mm (10-1/2") deep

Fixture Dimensions conform to ANSI Standard
A112.19.1M

FINISHED /
AT

o {
To Be Specified
s (S

260mm
{o-1ia)

Faucet: 8340.242 service sink faucet
with vacuum breaker, rough chrome finish
s10mm
o

T Faucet: 8341.075 service sink faucet

with vacuum breaker and stops in shanks, a8

rough chrome finish HANGER

]
[ Faucet: 8340.234 rough chrome finish i 15z
i

(shown) Al
o5 e SUPPLIES

O Alternative Faucet:

127mm

O Trap Standard: 7798.176 with strainer gsamm

268mm
EINISHED  (14-172)
FLooR

NOTES:

PLUMBER NOTE: Provide sultable reinforcement for al wall supports.

SHOWN WITH SERVICE SINK FAUCET & 7798.176 TRAP STANDARD.

These measurements are subject to change or cancellation. No responsibilty is assumed for use
of superseded or voided pages.

SPS 7695
KSS-018

Revised 2-93 ©1998 American Standard Inc.
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Wall Mounted Drinking Fountains

Model 1025 is a wall mounted, barrier-free, single
bubbler, 11 gauge fabricated steel drinking fountain with
green powder coated finish over a galvanized substrate.
Fountain includes recessed push button valve with
adjustable stream control, stainless steel receptor,
polished chrome-plated brass bubbler head with steel
guard, vandal-resistant bottom plate, and 1-1/2" NPT
trap. Waste strainer allows for top down access. Integral
bracket included for mounting. Ideal for highway rest
areas, correctional facilites and many other vandal
prone locations. Model 1025 meets current Federal
Regulations for the disabled including those in the
Americans with Disabilities Act. Haws manufactures
drinking fountains, electric water coolers and electric
drinking fountains to be lead free by all known
definitions including ANSI/NSF Standard 61, Section 9,
California Proposition 65 and the Federal Safe Drinking
Water Act.

Components:

Bubbler Head: Model 5703M, polished chrome plated
forged brass, integral basin shank, shielded, anti-squirt,
vandal-resistant bubbler head.

In-Line Strainer: Model 6420, bowl type strainer with
positive rubber seals molded onto a fine 60 micron
mesh screen.

Valve: Model 5872, push button activation, front
adjustable, automatic diaphragm pressure regulation
with fully adjustable flow.

Waste Strainer: Model 6466, polished chrome-plated
vandal-resistant waste strainer that allows for top down
access to the interior of the fountain for ease of
maintenance.

Push Button: Model PBA4, push button assembly has a
polished chrome plated finish.

Bottom Plate: Model PBM1025, heavy gauge
galvanized steel bottom plate with vandal resistant
SCrews.

Trap: 0005987000 - 1-1/2" IPS satin chrome plated
brass trap.

1025 &

Options & Accessories: (Additional cost)

Wall Mounted Drinking Fountain: ~ Model 1025G, wall
mounted, barrier-free, single bubbler, 11 gauge
fabricated steel drinking fountain with galvanized finish.

Filter: Model 6426, 12" x 2", in-line lead removal
element that reduces lead from incoming water supply
to levels below 15 ppb for up to 500 gallons.

Mounting: Model 6700, mounting plate with all thread
studs, nuts and washers.

Support Carrier: Model 6800, in-the-wall struts for
fountains that may be subjected to excessive leverage.
Must be used with mounting plate (not included with
carrier).

Chiller: Model HCRS8, chiller provides for instantaneous
cooling to meet a continuous demand for chilled water.
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Pedestal Mounted Drinking Fountains

Model 3380 is ideal for pedestrian and wheelchair
access. This contemporary pedestal drinking fountain
has a green powder-coated finish over the galvanized
substrate to add a modern element to any setting. It
features front push button and polished chrome-plated
brass bubbler head and waste strainer, No. 4 satin
finish stainless steel receptor, heavy 11- gauge steel
pedestal with access plates and vandal-resistant
screws, push button valve and 1-1/2" NPT screwdriver
stop. Mounting includes mounting base with four bolt
holes. Anchor bolts are furnished. Model 3380 meets
all current Federal Regulations for the disabled
including those in the Americans with Disabilities Act.
Haws manufactures drinking fountains, electric water
coolers and electric drinking fountains to be lead free by
all known definitions including ANSI/NSF Standard 61,
Section 9, California Proposition 65 and the Federal
Safe Drinking Water Act.

Components:

Bubbler Head: Model 5705, sculpted, polished chrome
plated brass, shielded, anti-squirt, integral basin shank,
vandal-resistant bubbler head features laminar flow to
prevent splashing.

In-Line Strainer: Model 6420, bowl type strainer with
positive rubber seals molded onto a fine 60 micron
mesh screen.

Valve: Model 5872, push button activation, front
adjustable, automatic diaphragm pressure regulation
with fully adjustable flow.

Waste Strainer: Model 6463 is a satin chrome-plated
vandal-resistant waste strainer with anti-airlock draining
feature. Includes fiber washer and 1-1/2" locknut, 1-1/2"
NPS.

Push Button: Model PBA4, push button assembly has a
polished chrome plated finish.

Model 6449 is a lead-free brass

Screwdriver Stop:
1/4" NPT(F) or

screwdriver stop. 1/2" NPT(F) inlet x
3/8" NPT(M) outlet.

Options & Accessories: (Additional cost)

Pedestal Drinking Fountain: Model 001A is a barrier free pedestal
fountain with a high-polished stainless steel receptor and galvanized
steel pedestal with a Fountainbleu powder-coated finish.

Pedestal Drinking Fountain:  Model 3380G, barrier-free, pedestal
drinking fountain with No. 4 satin finish stainless steel receptor and
steel pedestal with galvanized finish.

Freeze Resistant Pedestal Drinking Fountain: Model 3380FR,
freeze-resistant, barrier-free, pedestal drinking fountain with No. 4
satin finish stainless steel receptor and curved 11 gauge steel
pedestal with green powder-coated finish.

Freeze Resistant Pedestal Drinking Fountain: Model 3380FR,
freeze-resistant, barrier-free, pedestal drinking fountain with No. 4
satin finish stainless steel receptor and galvanized steel pedestal with
green powder-coated finish.

Colors & Finishes: Haws standard fashion plate colors and satin or
high polished finishes available. Specify model with color and/or finish
by name.

Sand Trap: Model 6611, sand trap for installing adjacent to pedestal
drinking fountains to help prevent debris and contaminants from
clogging waste line.
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Pedestal Mounted Drinking Fountains

Model 3511 is a "Hi-Lo", dual height, antique style
historical fountain made of a heavy-duty cast aluminum
with a powder-coated finish. It is suited for architectural
styles exhibiting an "old town" ambiance, as well as
playgrounds and parks. The standard color is black.
Model 3511 meets all current federal regulations for the
disabilities act. Haws manufactures drinking fountains,
electric water coolers and electric drinking fountains to
be lead free by all known definitions including
ANSI/NSF  Standard 61, Section 9, California
Proposition 65 and the Federal Safe Drinking Water Act.

Components:

Bubbler Head: Model 5705, sculpted, polished chrome
plated brass, shielded, anti-squirt, integral basin shank,
vandal-resistant bubbler head features laminar flow to
prevent splashing.

In-Line Strainer: Model 6420, bow! type strainer with
positive rubber seals molded onto a fine 60 micron
mesh screen.

Valve: Model 5872, push button activation, front
adjustable, automatic diaphragm pressure regulation
with fully adjustable flow.

Waste Strainer: Model 6463 is a satin chrome-plated
vandal-resistant waste strainer with anti-airlock draining
feature. Includes fiber washer and 1-1/2" locknut, 1-1/2"
NPS.

Push Button: Model PBA4, push button assembly has a
polished chrome plated finish.

3511

Options & Accessories: (Additional cost)
Freeze Resistant Pedestal Drinking Fountain: ~ Model
3511FR, barrier-free, "hi-lo", freeze-resistant, antique
style historical fountain made of a heavy-duty cast
aluminum with a powder-coated finish.

Colors & Finishes: Haws standard fashion plate colors
and satin or high polished finishes available. Specify
model with color and/or finish by name.

Valve Box: Model 6625, ground box with lid for
freeze-resistant valve models 6518FR and 6518.2FR.

1455 Kleppe Lane, P.O. Box 2070, Sparks, NV 89432-2070
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Wall Mounted Drinking Fountains

Model 1109 is a wall mounted, barrier-free stainless
steel drinking fountain with No. 4 satin finish that
includes a push button valve, polished chrome-plated
brass bubbler head and waste strainer, vandal-resistant
bottom plate and 1-1/4" NPT trap. It features a one
piece stamping with a rounded bowl designed for
durability and easy maintenance. Model 1109 meets all
current Federal Regulations for the disabled including
those in the Americans with Disabilities Act. Haws
manufactures drinking fountains, electric water coolers
and electric drinking fountains to be lead free by all
known definitions including ANSI/NSF Standard 61,
Section 9, California Proposition 65 and the Federal
Safe Drinking Water Act.

Components:

Bubbler Head: Model 5703M, polished chrome plated
forged brass, integral basin shank, shielded, anti-squirt,
vandal-resistant bubbler head.

In-Line Strainer: Model 6420, bow! type strainer with
positive rubber seals molded onto a fine 60 micron
mesh screen.

Valve: Model 5872, push button activation, front
adjustable, automatic diaphragm pressure regulation
with fully adjustable flow.

Waste Strainer: Model 6462, polished chrome-plated
brass vandal-resistant combination waste strainer and
tailpiece assembly.

Push Button: Model PBA2, push button assembly has a
polished chrome plated finish.

Bottom Plate: Model PBM1109, bottom plate with
vandal resistant screws.

Trap: Model 0005982900, low profile trap.

1109

Model 1109BP shown. Modal shown with optional Back Panel.

Options & Accessories:  (Additional cost)

Wall Mounted Drinking Fountain: Model 1109.14, single bubbler, wall mounted,
barrier-free, 14 gauge stainless steel drinking fountain with No. 4 satin finish.

Wall Mounted Drinking Fountain: Model 11098P, single bubbler, wall mounted
}mthhback panel, barrier-free, stainless steel drinking fountain with No. 4 satin
inish.

Wall Mounted Drinking Fountain:  Model 1109FR, freeze-resistant, wall
mounted with back panel, barrier-free, 18 gatige, Type 304, No. 4 satin finish
stainless steel drinking fountain.

Barrier Free Electric Drinking Fountain:  Model H1109.8, barrier-free, wall
mounted, stainless steel electric water cooler with No. 4 satin finish.

Fiter: Model 6426, 12° x 2", in-line lead removal element that reduces lead
from incoming water supply to levels below 15 ppb for up to 500 gallons.

Mounting: Model 6700, mounting plate with all thread studs, nuts and washers.

Model 6800, in-the-wall struts for fountains that may be

Support Garrier:
WMust be used with mounting plate’(not

subjected to excessive leverage.
included with carrier).

Chiller.  Mode! HCR8, chiller provides for instantaneous cooling to meet a
continuous demand for chilled water.
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Wall Mounted Drinking Fountains

Model 1001 is a barrier-free, stainless steel drinking
fountain with round sculpted bowl. Bubbler, waste
strainer and push button are polished chrome-plated
brass. Model includes vandal-resistant bottom plate,
special mounting plate, and 1-1/4" O.D. waste arm. It is
manufactured in 18 gauge, Type 304, No. 4 satin finish
stainless steel for easy maintenance and provides the
perfect finishing touch to any project. Model 1001 meets
the Americans with Disabilities Act. Haws manufactures
drinking fountains, electric water coolers and electric
drinking fountains to be lead free by all known
definitions including ANSI/NSF Standard 61, Section 9,
California Proposition 65 and the Federal Safe Drinking
Water Act.

Components:

Bubbler Head: Model 5705, sculpted, polished chrome
plated brass, shielded, anti-squirt, integral basin shank,
vandal-resistant bubbler head features laminar flow to
prevent splashing.

In-Line Strainer: Model 6420, bow! type strainer with
positive rubber seals molded onto a fine 60 micron
mesh screen.

Valve: Model 5872, push button activation, front
adjustable, automatic diaphragm pressure regulation
with fully adjustable flow.

Waste Strainer: Model 6463 is a satin chrome-plated
vandal-resistant waste strainer with anti-airlock draining
feature. Includes fiber washer and 1-1/2" locknut, 1-1/2"
NPS.

Push Button: Model PBA2, push button assembly has a
polished chrome plated finish.

Bottom Plate: Model PBM1000, stainless steel bottom
plate for 1000 series "swirl" bowl bracket.

Mounting: Model 6700, mounting plate with all thread
studs, nuts and washers.

i3

1001

Options & Accessories:  (Additional cost)

Wall Mounted Drinking Fountain: Model 1001MS, barrier-free, No. 4 satin finish
stainless steel drinking fountain with sculpted bowl.

Wall Mounted Drinking Fountain: _Model 1001BP, barrier-free, No. 4 satin finish
stainless steel drinking fountain with sculpted bowi and back panel

Wall Mounted Drinking Fountain: Model 1001FR, freeze-resistant, barrier-free,
wall mounted, No. 4 satin finish stainless steel drinking fountain.

Wall Mounted Drinking Fountain: _Model 1001HPS, barrier-free, high polished
stainless steel drinking fountain with sculpted bowl.

Barrier Free Electric Drinking Fountain:  Model H1001.8, barrier free, satin
finish, Type 304 stainless steel, electric water cooler with round sculpted bowl.

Filter: Model 6426, 12" x 2", in-line lead removal element that reduces lead
from incoming water supply to levels below 15 ppb for up to 500 gallons.

Access Panel: Model 6603, No. 4 satin finish stainless steel access panel
Includes frame and screws.

Model 6800, in-the-wall struts for fountains that may be

Support Carrier:
Must be used with mounting plate (not

subjected to excessive leverage.
included with carrier).

Chiller:  Model HCR8, chiller provides for instantaneous cooling to meet a
continuous demand for chilled water.

1455 Kleppe Lane, P.0. Box 2070, Sparks, NV 89432-2070
V775350 4712 1.775.350.7424
&. haws @hawsco.com website. www.hawsco.com
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Wall Mounted Drinking Fountains

Model 1119.14 is a "Hi-Lo", dual height, wall mounted
drinking fountain with 14 gauge, Type 304, No. 4 satin
finish stainless steel. It includes push button valves,
polished chrome-plated brass bubbler heads and waste
stainers, matching stainless steel back panel,
vandal-resistant bottom plates and 1-1/4" NPT traps.
Bowls feature a non-piece 14 gauge stamping with
rounded design and integral 1/4" stainless steel
mounting plates for extral durability and easy
maintenance.Model 1119.14 meets all current Federal
Regulations for the disabled including those in the
Americans with Disabilities Act. Haws manufactures
drinking fountains, electric water coolers and electric
drinking fountains to be lead free by all known
definitions including ANSI/NSF Standard 61, Section 9,
California Proposition 65 and the Federal Safe Drinking
Water Act.

Components:

Bubbler Head: Model 5703M, polished chrome plated
forged brass, integral basin shank, shielded, anti-squirt,
vandal-resistant bubbler head.

In-Line Strainer: Model 6420, bowl type strainer with
positive rubber seals molded onto a fine 60 micron
mesh screen.

Valve: Model 5872, push button activation, front
adjustable, automatic diaphragm pressure regulation
with fully adjustable flow.

Waste Strainer: Model 6462, polished chrome-plated
brass vandal-resistant combination waste strainer and
tailpiece assembly.

Push Button: Model PBA2, push button assembly has a
polished chrome plated finish.

Bottom Plate: Model PBM1105, bottom plate with
vandal resistant screws.

Bottom Plate: Model PBM1109, bottom plate with
vandal resistant screws.

Trap: Model 0005982900, low profile trap.

1119.14

Hor]

Options & Accessories: (Additional cost)

Barrier Free Electric Drinking Fountain: Model H1119.8, barrier-free,
"Hi-Lo", wall mounted, stainless steel electric water cooler with No. 4
satin finish.

Filter:  Model 6426, 12" x 2", in-line lead removal element that
reduces lead from incoming water supply to levels below 15 ppb for up
to 500 gallons.

Cane Touch Skirt: Model SK1, #4 finish stainiess steel cane touch
skirt for installation on high unit to comply with ADA protruding objects
guidelines.

Mounting: Model 6700.4, mounting plate with all thread studs, nuts
and washers.

Support Carrier: Model 6800, in-the-wall struts for fountains that may
be subjected to excessive leverage. Must be used with mounting
plate (not included with carrier).

Chiller:  Model HCR8, chiller provides for instantaneous cooling to
meet a continuous demand for chilled water.

1455 Kleppe Lane, P.O. Box 2070, Sparks, NV 8
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Wall Mounted Drinking Fountains

Model 1011 is a "Hi-Lo", dual height, 18 gauge, Type
304, No. 4 satin finish stainless steel drinking fountain
with polish chrome-plated brass bubbler heads, push
buttons and waste strainers. Model includes matching
back panel, vandal-resistant bottom plates, 1-1/4" O.D.
waste arms and special mounting plate. Model 1011
meets the Americans with Disabilities Act. Haws
manufactures drinking fountains, electric water coolers
and electric drinking fountains to be lead free by all
known definitions including ANSI/NSF Standard 61,
Section 9, California Proposition 65 and the Federal
Safe Drinking Water Act.

Components:

Bubbler Head: Model 5705, sculpted, polished chrome
plated brass, shielded, anti-squirt, integral basin shank,
vandal-resistant bubbler head features laminar flow to
prevent splashing.

In-Line Strainer: Model 6420, bowl type strainer with
positive rubber seals molded onto a fine 60 micron
mesh screen.

Valve: Model 5872, push button activation, front
adjustable, automatic diaphragm pressure regulation
with fully adjustable flow.

Waste Strainer: Model 6463 is a satin chrome-plated
vandal-resistant waste strainer with anti-airlock draining
feature. Includes fiber washer and 1-1/2" locknut, 1-1/2"
NPS.

Push Button: Model PBA2, push button assembly has a
polished chrome plated finish.

Bottom Plate: Model PBM1000, stainless steel bottom
plate for 1000 series "swirl" bowl! bracket.

Mounting: Model 6700.4, mounting plate with all thread
studs, nuts and washers.

1011

Options & Accessories: (Additional cost)

Wall Mounted Drinking Fountain: Model 1011HPS, Hi-Lo, high
polished stainless steel drinking fountain.

Wall Mounted Drinking Fountain: ~Model 1011HPSMS, Hi-Lo, high
polished stainless steel drinking fountain with mounting system.

Wall Mounted Drinking Fountain: Model 1011MS, Hi-Lo, No. 4 satin
finish stainless steel drinking fountain.

Barrier Free Electric Drinking Fountain: Model H1011.8, barrier free,
satin finish, Type 304 stainless steel, dual height, electric water cooler
with round sculpted bowl.

Filter:  Model 6426, 12* x 2", in-line lead removal element that
reduces lead from incoming water supply to levels below 15 ppb for up
to 500 gallons.

Cane Touch Skirt: Model SK3, #4 finish stainless steel cane touch
skirt for installation on high unit to comply with ADA protruding objects
guidelines.

Support Carrier: Model 6800, in-the-wall struts for fountains that may
be subjected to excessive leverage. Must be used with mounting
plate (not included with carrier).

Chiller:  Model HCRS, chiller provides for instantaneous cooling to
meet a continuous demand for chilled water.

1455 Kileppe Lane, P.O. Box 20;
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SEATHE FIRKS
ANDRECREATION

DESIGN STANDARDS FOR: PLUMBING FIXTURES FOR BUILDINGS

PART 1 - GENERAL

1.01

1.02

General

A. All new construction or substantial development shall comply with current
applicable Seattle Building Code. Programs for specific projects will indicate
additional requirements for Barrier Free Accessibility. For renovation of existing
facilities, design to meet the intent of these (ADA) regulations wherever feasible
and review such situations with the appropriate Agencies.

B. All construction shall be in accordance with the current applicable plumbing
codes and all other related codes.

C. All water and sewer piping, traps, clean-outs, etc., for toilets, urinals, and
lavatories shall be accessible from behind where feasible. Use approved access
panels where not feasible.

D. Pipes in the pipe alley must be installed as close to the wall as possible in order to
allow maximum clear work space in the pipe alley.

E. Plumbing contractor shall be responsible for obtaining all necessary permits.

F. All work shall be performed by a licensed and bonded plumbing contractor. The
plumbing contractor shall be licensed in the State of Washington.

G. All plumbing work shall be inspected by, but not limited to, the Seattle King
County Health Department Inspector and the Seattle Parks and Recreation (SPR)
maintenance staff.

Submittals: Provide catalog cuts (fittings, fixtures, etc.), for SPR review

PART 2 - PRODUCTS

2.01

Freeze Protection (Unsupervised Facilities): Freeze protection shall be provided to all
water using items in the "Unsupervised Facilities" and "Outside Restrooms" of the
community centers. Use "Hot Pot™ function and heat tape methods; "Hot Pot" for toilets,
and heat tape on pipes in alley. Provide insulation over heat tape (with thermostat under
insulation). Heat tape should also cover top of flush valve and expansion risers or
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bumper dampeners. Heat tape shall be Smith Gates - VMC Heat Tape, FP1-8, 120 volts.
Use the most energy efficient methods and fixtures. Hard wire heat tape directly to
junction box. "Hot Pot" functions to be one "Chromalox" screw-in heater unit #SCB-200
per toilet, and one "East Heat" capillary tube thermostat #AWT per pipe alley or
approved equal. No plastic pipe may be used to connect toilet to the main sanitary sewer,
where a heating element is used.

2.02 Toilets

A

E.
2.03 Urinals

A.

Unsupervised Facilities: Acorn # M2105-E500-W-1-CN-HS-WO03 modified toilet
(includes solid plastic seat) with back supply. Use Acorn # 2725 cap nut (4 per
toilet) and Acorn # 9892 wrenches (1 per Comfort Station). These toilets require
3-1/2 gallon flushometers. Use recessed Sloan Royal push button valve # 605.
PVC pipe not permitted to connect toilet to wall hangar, it must be metal.

Supervised Facilities: American Standard Afwall #2477.016 (top spud); Afwall
#2257.103 (top spud); Instanto #2512.010 (top spud), OR water closets made by
Kohler or Crane as approved.

Rough-In:

On existing facilities contractor shall verify the rough-in dimensions.
On new facilities Parks standard rough-in dimensions shall be used.

Carriers: Carriers for water closets to be Wade W/M 28 modification (metal
nipple and adapter - no plastic nipples), or approved.

Toilet Seats: Provide solid white plastic seat with open front.

Unsupervised Facilities: Acorn #2167-W-1-CFR with Acorn # 2898 flush valve
access panel. Appropriate drain adapter shall be provided.

Supervised Facilities: American Standard Trimbrook #6561.017 (top spud) and
Washbrook #6501.010 (top spud), or approved.

2.04  Flushometers

A.

B.

Unsupervised Facilities: Sloan Royal Flush w/vacuum breaker - back supply.

Supervised Facilities: Sloan Royal Flush w/vacuum breaker - top supply.

2.05 Lavatories

A.

Unsupervised Facilities: Acorn #1953-ADA-1-9-H1-GE or approved. (single hole
lavatory - cold water supply only). Provide Chicago “Tip-Tap” faucets # 409-
E12. Use galvanized steel hangers (see SPR Std. Detail #15440.53).
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B. Supervised Facilities: American Standard Lucerne #0356 or approved (hot and
cold water supply).

C. Hangers: Bolting through the wall is required.
Faucets

A. Unsupervised Facilities: Chicago "Tip Tap™ Model #409-E12 (single basin
faucet).

B. Supervised Facilities: Chicago "Tip Tap" Model #797A-335.

C. Wheelchair Lavatories: Chicago "Tip Tap" Model #797A-335.

Drinking Fountains

A. General: All drinking fountains to have manual controls. No constant flow.

B. Indoor Use Drinking Fountains: Haws {Haws Corporation — 1-800-640-4297
www.hawsco.com } Model #1011-“Hi-Low” OR #1119.14-“Hi-Low”, OR #1109
or approved.

C. Outdoor Use Drinking Fountains: Haws Model #1025 or 1109 (wall mounted),
and # 3380 (pedestal mounted) OR # 3511-“Hi-Lo” (pedestal mounted — for
historic sites).

Stop and Waste Control Valves: All drinking fountains to have stop and waste control
valves.

Service Sinks: American Standard Florwell Service Sink #7741.000, or approved.
Kitchen Sinks: Elkay with Chicago faucets.

Shower Valves: Shower valves shall be Simmons' "Shower Off" or approved Acorn
shower valves with key operated spray control. Shower water temperature shall be
controlled with a tempering valve with a temperature range of 65° to 115°F. There shall
be a re-circulating pump for the temperature valve.

Floor Drains: Zurn, J.R. Smith, Wade, or approved.

Gate Valves: To be 150 psi (min.)-300 WOG. Ohio Brass, Nibco, Wolverine, or
approved equal.

Grease Traps: J.R. Smith #8035, or approved.
Clay Trap: J.R. Smith #8715, or approved.

Pumps: Bell & Gossett, Gould, Armstrong.
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2.17  Anchors: No equipment anchors shall be plastic. Through bolting is preferred.

2.18 All Toilet Facilities

Water Supply:

Above grade - Type L copper
Below grade - Type K copper

2.19 Waste Lines: Cast iron, or approved.

PART 3 - EXECUTION - Not Used

END OF SECTION





