Attachment #2

Contract #0000000573

Contract Date: 06/30/04 through 07/31/05

ALPINE PRODUCTS INC

117 “G” ST SW

AUBURN WA 98001

TEL:  253-351-9828

FAX:  253-735-6303

PAVEMENT MARKING POWDER, TAPE AND RELATED SUPPLIES
Pricing, Terms and Conditions per current King County, Washington Contract #IT12362-VJL.

Specifications and Pricing

ITEM




DESCRIPTION



                         UNIT

NO                                                                                                                                                                   PRICE
1. Thermoplastic Striping Powder per attached specs.                              $.3875lb.

Note:  Purchased in minimum increments of 8,000 pounds, palletized in 2000 pounds lots.  



Payment Terms:

Net 30

2. Temp Tape highway white 4” X 100 yard, foil back.  Flex-o-line        $47.31per roll
`

200 construction grade or approved equal. AS Spec.   .

3.
`

Temp Tape highway yellow, 4” X 100 yard, foil back. Flex-o-line      $47.31per roll



200 construction grade or approved equal.  AS Spec.
4.                                  Heat applied Pavement Strips .1’ X 30’ X 125 white.  Magna Flame   $84.15-roll

                                       Tape or approved equal.  AS Spec. 
                                       Fifteen percent (15%) sir charge shall be added to orders totaling less than $200.00.

1. Description:  The striping powder shall be a dry, free flowing plastic type, pavement marking powder,  

        which is premixed with glass spheres for reflectorization.  When the marking powder is sprayed to clean  

        portland cement or asphaltic concrete road surfaces through a suitable thermo-mechanical striper, the 

        result is a rapid dry adherent, reflectorized marking capable of resisting deformation by traffic.

2. Performance Characteristics:  The following performance characteristics cover white and yellow 

        Thermoplastic marking compound approved by the Materials Laboratory of the Washington State 

        Department of Highways.

        Specific Gravity:

2.15 maximum

        Color:


White – 75% daylight reflectance





Yellow – 45% daylight reflectance (yellow shall match Federal Specification 1





3538)

        Dry Time:


10 minutes maximum @ 90*F (32*C)

         



2 minutes maximum @ 50*F (10*C)

       Bond Strength:

Exceed 180PSI

       Cracking Resistance:
No cracks after heating to 425*F (218*C),        





And cooling to 15*F _+3*F, (-9.4*C_+1.7*C)

       Impact Resistance:

10 inch pounds

       Softening Point:

215*F_+15*F (102.5*C _+ 9.5*C)

       Yellowness Index

0.12 white only

       Flowability


Maximum percent residue 18% - White, 21% - Yellow,





After heating 4 hours @ 425*F (218*C)

       Storage Life:

Material must meet the requirement of this specification for one year.

3.     Application:

The thermoplastic material shall readily apply for extrusion or spray extrusion 

                                                    at temperatures of 425-440*F (217-227*C) from approved equipment to 

                                                    produce a line 1/8 inch to 3/16 inch (3.2 to 4.8mm) thick, which shall be 

                                                    applied to clean, dry pavement at substrate and air temperatures of 50*F 

                                                    (10*C) and above. 

        The material shall not exude fumes which are toxic, obnoxious or injurious to persons or property when it 

        is heated during application.

4  General Characteristics and Packaging:  The finished powder shall be delivered ready for use, packaged in 

        containers clearly identified as to manufacturer, color, contents, and quality.  The powder shall be free of 

        clumps, foreign particles or other matter.  Containers employed for packaging shall withstand normal 

        handling and shall have a suitable protective inner-liner to resist moisture absorption.  The powder, as 

        supplied, may be stored at temperatures not to exceed 90*F (32*C) for up to one year, without any adverse 

        effect on the physical properties stated in this specification.

5. All materials and workmanship shall conform to all applicable requirements of the Manual on Uniform 

      Traffic Control Devices (MUTCD and the Washington State Standard Specifications for Road and Bridge 

      Construction, latest editions.)

F.O.B:


Destination

Freight:


Prepaid & Allowed

Buyer:


Wiley Thompson, Senior Program Purchasing Specialist




700 3rd Avenue




Seattle, WA 98104




206-684-4515
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