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ATTACHMENT # 1

Vendor Contract # 0000000933
09/13/2002 through 09/30/2003

INSTALLATION OF TRAFFIC SAFETY LOOPS
SECTION I:  PURPOSE
The purpose of this Vendor Contract # 0000000933 is to establish an annual vendor contract with SIGNAL ELECTRIC, Inc., for  INSTALLATION OF TRAFFIC SIGNAL LOOPS, to be used City of Seattle, Seattle Transportation, on an “as Needed” basis.  The term of this contract, as a result of the request for quotation, shall be for an initial one (1) year term with the option to extend, by mutual agreement, for three (2) year terms.
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SECTION III:  DETAILED MATERIAL SPECIFICATIONS

INSTALLATION OF TRAFFIC SIGNAL LOOPS

1. SCOPE OF WORK

To install traffic signal loops per City of Seattle Specifications, which may include handhole and entrance conduit as deemed necessary by Seattle Transporations Engineers. Must be able to respond to requests for loop installation which has been damaged by contractors, other City agencies, and/or failures, within one week of notice. Contractor shall bring loop wires to handhole and coil there, identifying each wire per lane and position in lane. Inspection and/or authorizated amount will be by signal engineer. Splices in handholes and/or finish hook up in control box to be done by Seattle Transportation Signal Electricians.  The contractor will be responsible to notify the “One Call” system for underground utility location prior to digging.
2.
MINIMUM STANDARDS
These Minimum Standards are extracted from the City of Seattle, Seattle Public Utilities, Standard Engineering Specifications. The requirements hereunder are to be strictly adhered to in the Installation of Traffic Signal Loops.   All work shall conform to the current edition of the City of Seattle Standard Specifications and Standard Plans.
	8-31.3(5) 
	DETECTOR LOOPS 


	8-31.3(5)A 
	LOOP WIRE 

	Vehicle loop detectors indicated on the Drawings are located schematically and actual loop detector locations will be verified by the Engineer prior to sawcut or installation. The Contractor shall mark out proposed detector loops on the roadway at least 3 working Days before any sawcut or installation occurs. The location of stop bar pavement marking shall be obtained by the Contractor prior to sawcut or loop detector installation. In general, loop locations shall be located behind existing or proposed stop bar pavement marking, and shall not be located where pavement dowel or tie bars or metal supports within the pavement are located. Loops located within or beyond the stop bar pavement marking will not be allowed. The Contractor shall not begin sawcutting pavement until loop locations have been approved by the Engineer. When parallel to a pavement joint or edge, the sawcut shall be at least 1 foot away from the edge or joint. All saw cuts shall be cleaned of debris as approved by the Engineer.

See Section 8-22.3(1) for loop detector and pavement marking coordination.

The Contractor shall install 6 ft. diameter, circular detector loops, sawcutting the pavement to a depth which provides a minimum 1 inch cover between the top of loop wire and pavement surface.

One single continuous length of loop wire shall be used to form a loop with the number of turns indicated on the loop schedule on the Drawings. The wire shall be placed by tamping it into the saw cut with a blunt wooden stick, taking care not to damage the insulation. To reduce abrasion of the insulation, the Contractor shall sawcut all corners at least once to reduce the corner angle. This corner angle shall then be filed or smoothed acceptably free of sharp edges.

The sawcut in concrete shall be filled with a quick-drying high strength Highway concrete patching Material.

In asphalt installations, the loop wire shall be sealed with an asphaltic sealant approved by the Engineer. Sealing shall not be performed when the pavement is damp.

When placing loops across joints or cracks in pavement, the portion of wires across the joint or crack shall be protected by placing it in tubing as indicated on the Standard Plans. The tubing shall be sliced open to insert the wire in the tubing and then placed across the joint or crack extending a minimum six inches each side of the joint or crack.

Loop wire, from the loop to the lead-in splice, shall be twisted a minimum of 3 turns per foot. Care shall be taken so that the twists are uniform.

A minimum of 60 inches of loop wire shall be brought into the handhole and spliced to the lead-in cable with a crimped soldered, waterproof splice per Standard Plans.
The loop wire shall be IMSA 51-5 #14 in asphalt surfaces, and #14 USE-2 loop wire in concrete.  
The loop sealant used shall be 3M brand 5000 silicone sealant.  Jetset may be used in concrete.

Entrance conduits shall be shedule 80, 1-1/2”, with a maximum of 60% fill.

Handholes shall be Type II, per Standard Plans.


	8-31.3(5)B 
	LOOP LEAD-IN CABLE 

	The Contractor shall sawcut pavement to a depth which provides a minimum 1 inch cover between the top of loop wire and pavement surface.



Each loop lead-in wire shall have a permanent cloth or plastic tag with the label number shown on the loop detector wiring chart specified on the Drawings. These tags shall be placed at handhole splice and controller cabinet terminations.

A dated as built drawing, provided by the Contractor, of the complete loop system indicating their size, direction, lane location, inductance reading and identifying number assigned shall be installed in the controller cabinet.


	8-31.3(5)C 
	INDUCTANCE TESTING AT THE HANDHOLE 

	Before splicing, an inductance test shall be performed by the Engineer to ensure the inductance is within the acceptable range of plus or minus 15 percent of the calculated inductance. If the inductance does not fall within the acceptable range, the Contractor shall take necessary corrective measures until the desired readings are obtained or as approved by the Engineer. Inductance readings shall be recorded on the as-built Drawings showing the reading for each loop, with one copy filed in the controller cabinet.


	8-31.3(5)D 
	LOOP CONTINUITY TESTING 

	The completed loop and lead-in configuration after splicing shall be checked for continuity by the engineer, using a tester that does not exceed the voltage rating of the lead-in and loop wire.

The Contractor shall also perform a megger test on the loop configuration to make certain that the resistance to ground is 10 megohms or greater. If resistance to ground prior to placing the sealant is less than 10 megohms, all splices and wires should be checked for insulation damage. Corrective measures shall be taken as directed by the Engineer. After the slot has been sealed, the Contractor shall perform the resistance and continuity tests again. If the continuity and resistance tests do not meet the above-mentioned requirements, the Contractor shall take corrective measures at the direction of the Engineer until acceptable readings are obtained. 


	
	

	


	
	

	








PRICING FORM
AND LABOR RATES

     
The per hourly rates (items 2-10) are included in the cost of the Traffic Loops – Cost Per Loop and are identified here for the purposes of determining compliance with the State of Washington Prevailing Wage Rate
	ITEM 
	DESCRIPTION
	Discount/Labor Rate

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	1
	TRAFFIC LOOPS – COST PER LOOP
	$450.00

	
	
	

	
	
	

	
	
	

	2
	Electrician(Straight time) /per hour 
	$46.99

	3
	Electrician(Nights and Weekends) /per hour 
	$65.17

	4
	Electrician(Holidays) /per hour 
	Included in benefits

	5
	Foreman/Supervisor (Straight time) /per hour 
	$50.63

	6
	Foreman/Supervisor (Nights and Weekends) /per hour 
	$70.62

	7
	Foreman/Supervisor (Holidays) /per hour 
	Included in benefits

	8
	General Laborer (Straight time) /per hour 
	$34.21

	9
	General Laborer (Nights and Weekends) per hour 
	$47.53

	10
	General Laborer (Holidays) /per hour 
	Included in benefits

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



NOTE: ABOVE PRICE TAX EXEMPT - The Proposers(s) will not be exempt from the Washington State Tax on materials and services. The Owner is exempt from all Federal excise taxes on materials, appliances, etc., which are incorporated into and become a part of the finished improvement.


PREVAILING WAGE RATES: Job will be subject to Prevailing Wage, Retainage, Intents & Affidavits and proof of insurance.  
The Contractor or any Subcontractor shall not pay any laborer, worker or mechanic less than the applicable prevailing hourly wage rates and fringe benefits for said worker's classification per the Washington State prevailing wage rate for King County as issued with RFQ# TRN-27.

All necessary permits are to be provided by the Contractor and cost included in the quoted price.
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