Attachment #2, Specification

Vendor Contract #0000001316

Contract Term:  09/01/04 through 08/31/08


DETACHABLE CONTAINERS

SPECIFICATIONS
I.
GENERAL
A. The specifications detail 1‑cubic yard, 1.5‑cubic yard and 2‑cubic yard capacity rear‑load/
front load containers.  Three cubic yard, 4 cubic yard cubic yard front load containers may be 

added at some future point and time.   Rear-load containers are to be set up for use with a Leach-style

packer with an option (sleeves) to work with front-load trucks. All containers must conform to the

minimum requirements as specified below.  
B.
All containers furnished shall be new and unused.  Containers shall conform to the best

practices known to the trade in design, quality of material and workmanship.  Assemblies,

sub‑assemblies and component parts shall be standard and interchangeable throughout the

entire quantity of containers of specified size.
.I

C.
The containers are to be delivered in accordance with the container delivery section of this specification.

II.
DIMENSIONS.

A.
Interior dimensions shall be approximately:



1. 
1-cubic yard container:




Length: 
Top 63", bottom 59,,

Width: 

Top 25", Bottom 22"

Height:

Front 39", Back 34"


2.
1.5-cubic yard container:




Length: 
Top 63", Bottom 59" 

Width: 

Top 34", Bottom 31”

Height:

 Front 39", Back 34"



3.
2‑cubic yard container:

Length: 
Top 64", Bottom 60" 

Width:

Top 39", Bottom 35"


Height:

Top 41”, Back 41 "

B.
Exterior dimensions shall be approximately:



1.
1 cubic‑yard container:

Length:

Top 78", Bottom 59"

Width:

Top 28", Bottom 30". 

Height:

Front 39", Back 34"



2.
1.5‑cubic yard container:




Length: 
Top 78", Bottom 59"

Width:

Top 37", Bottom 31”

Height: 
Front39", Back 34"



3.
2‑cubic yard container:



Length:

Top 78", Bottom 60"

Width:

Top 42 ", Bottom 35”

Height:

 Front 41", Back 41”

4.
3-cubic yard container:


Length:

Top 72", Bottom 72"


Width (Depth)
 43"


Height;

Front 48", Back 40"

5. 4-cubic yard container:

Length:

Top 72" Bottom 72"

Width (Depth)
51"

Height:

Rear 48" Front 46"

NOTE: For exterior dimensions (rear-loaders), the length includes the length of the pivot bar and the

bottom width includes the length of the outriggers.

III.
CONSTRUCTION


A.
The container box material shall be mild steel construction, not less than 14



gauge. The container shall be tapered to facilitate dumping.


B.
The front, bottom and back of the container box shall be formed from a single



sheet of steel.


C.
The top edge of the front and rear shall have 3/4" lips to form a lap joint and



the top edge of the rear shall have a reinforcing channel and pivot bar.


D.
The side plates shall be constructed of a single piece of steel formed with



flange's on each side to allow the side plates to fit inside the front and back.


E.
The rear‑top reinforcing channel is to be not less than 10‑gauge steel formed



into a "C" shape


F.
The top reinforcing side stiffener is to be not less than the following:



1.
1‑cubic yard container: 1/4" x 4" flat bar



2.
1.5‑cubic yard container: 1/4" x 4" flat bar



3.
2‑cubic yard container: 5/16" x 4" flat bar


G.
Container bumper guards are to be full length 10‑gauge mild steel formed into



an "L" shape with 4" of surface on the front edge and 2" of surface on the side.


H.
The top edge of the front shall have a pivot bar of not less than 1.25" diameter



solid mild steel properly reinforced with gussets of not less than 1/4" mild steel



plate.


I.
The container shall have a 1.5" drain, made with standard flange and threaded



plastic plug located in the right side of the floor.

___
J.
Container handles shall be not less than 3/4" round rod.

IV.
LIDS



A.
Container shall be equipped with two (2) 16‑gauge steel lids.

B.
Lid construction:




1.
Hinge rolled edge on all sides and cross broke across diagonals for





strength and rigidity.




2.
A minimum 3/8" diameter hinge rod with proper reinforcing at all stress





points including four (4) equally spaced brackets.




3.
.No bare or sharp edges.

V.
CASTERS


The container shall have two (2) swivel and two (2) rigid casters.  Casters shall have


1/4" forks, 1/4" base plates, double ball bearings in the swivel, roller bearings in the


axle, and 5/8" king pins.  Wheels shall be a metal hub with rubber tread molded on


and be rated for 485 lbs. each.  Grease fittings shall be provided in the swivel base


and axle.  The initial greasing is to be done by the seller prior to delivery.  Casters


shall be mounted to a 10‑gauge full length outrigger support plate.

VI.
WELDS


All interior seams shall be solidly welded and exterior seams shall be welded at



standard intervals sufficient to ensure adequate strength.

VII.
PAINTING


All weld slag shall be removed and all rough edges shall be ground prior to painting



The total surface area, interior and exterior, shall be painted with two (2) coats of a



rust preventative metal etching primer.  The container exterior shall be finished with



two (2) coats of a weather‑resistant outdoor industrial enamel.  The color will be royal blue
VIII.
SERIAL NUMBERNG



All containers shall be consecutively numbered with a seven (7)‑character serial



number on the right side of the container.  The serial number shall be composed



according to the schemes listed below.  The serial numbers are to be stenciled on in



two (2)‑inch high characters using a contrasting weather‑resistant outdoor industrial



enamel  The color will be determined by the City at a later date.



1.
I‑cubic yard container:  Three characters "SWA" followed by a 4‑digit number




starting with 000 1 (i.e., SWA0001, SWA0002, etc.)



2.
1.5‑cubic,yard container: Three characters "SWC" followed by a 4‑digit




number starting with 000 1 (i.e., SWC0001, SWC0002, etc.)



3.
2‑cubic yard container: Three characters ."SW'B" followed by a 4‑digit number




starting with 0001 (i.e., SWB0001, SWB0002, etc.)

IX.
TERMS OF DELIVERY



1.
All containers shall be delivered fully assembled and ready for use to sites

within Seattle, as designated by the collection contractor when they place each




order. The containers shall not be stacked.

2.
Containers will be ordered on an as‑needed basis by the collection contractors.




a.
Containers will be ordered directly by the two apartment collection

contractors.  Complete and accurate records of containers delivered, by size

of containers and serial numbers of containers, shall be sent with invoices to:

Seattle Public Utilities

Community Services Division

P.O. Box 34018

Seattle, Washington  98124-4018

Attention: Hans Van Dusen





Failure to provide proper documentation with the invoice will result in





payment delays.





Containers will be ordered with a maximum 30‑day delivery requirement.





Containers shall be delivered in accordance with this contract in





sufficient quantities, as required by the contractors.





Failure to deliver within the 30-day delivery time period will result in a penalty of





Twenty dollars ($20.00) per container per day after the 30 day time period.

X.
WARRANTY

___

A warranty of one year for workmanship and parts is required, except in cases of fire



or vandalism.

XI.
SAFETY 
___

All containers must comply with A.N.S.I Z245.3 standards.
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