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State of Washington

Current Contract Information

Revision Date: April 23, 2004, 2004
	Contract number:
	02803
	Commodity code:
	

	Contract title:
	Technical Rescue Equipment (Homeland Security)

	Purpose:
	Reassign Contract to Search Systems, Inc.

	Original award date:
	06/11/03

	Current extension period:
	06/11/03
	through:
	06/10/05

	Contract term:
	Not to exceed  6 years or 06/10/09

	Contract type:
	This contract is designated as mandatory use.

	Scope of contract
	This contract is awarded to multiple contractors.

	Primary user agency(ies):
	Washington State Military Department 

	For use by:
	General use: All State Agencies, Political Subdivisions of Washington and Oregon State, Qualified Non-profit Corporations, Materials Management Center, Participating Institutions of Higher Education (College and Universities, Community and Technical Colleges).



	Contractors:
	Sea Western
Search Systems, Inc



This page contains key contract features.  Find detailed information on succeeding pages.  For more information on this contract, or if you have any questions, please contact your local agency Purchasing Office, or you may contact our office at the numbers listed below.

	State Procurement Officer:
	Connie Stacy
	Assistant:
	Pati Sandstrom

	Phone Number:
	(360) 902-7435
	Phone Number:
	(360) 902-7443

	Fax Number:
	(360) 586-2426
	Fax Number:
	(360) 586-2426

	Email:
	cstacy@ga.wa.gov 
	Email:
	psandst@ga.wa.gov 


Visit our Internet site: http://www.ga.wa.gov/purchase
	Products/Services available:
	Thermal Imagers, Listening Devices and Accessories

	Ordering information:
	See attached

	Ordering procedures:
	See attached

	Related product contracts:
	Other Homeland Security Contracts

	Shipping destination:
	Free On Board (FOB) Destination

	Freight:
	Prepaid and included in unit pricing

	Contract pricing:
	See attached

	Term worth:
	$260,000.00

	Current participation:
	$0.00 MBE
	$0.00 WBE
	$260,000.00 OTHER
	$0.00 EXEMPT

	
	MBE 0%
	WBE 0%
	OTHER 100%
	Exempt 0%


Notes:

I. Best Buy: The following provision applies to mandatory use contracts only.  This contract is subject to RCW 43.19.190(2) & RCW 43.19.1905(7): which authorizes state agencies to purchase materials, supplies, services, and equipment of equal quantity and quality to those on state contract from non-contract suppliers.  Provided that an agency subsequently notifies the Office of State Procurement (OSP) State Procurement Officer (SPO) that the pricing is less costly for such goods or services than the price from the state contractor.

If the non-contract supplier's pricing is less, the state contractor shall be given the opportunity by the state agency to at least meet the non-contractor's price.  If the state contractor cannot meet the price, then the state agency may purchase the item(s) from the non-contract supplier, document the transactions on the appropriate form developed by OSP and forwarded to the SPO administering the state contract. (Reference General Authorities document)

If a lower price can be identified on a repeated basis, the state reserves the right to renegotiate the pricing structure of this agreement.  In the event such negotiations fail, the state reserves the right to delete such item(s) from the contract.

II. State Agencies: Submit Order directly to Contractor for processing.  Political Subdivisions: Submit orders directly to Contractor referencing State of Washington contract number.  If you are unsure of your status in the State Purchasing Cooperative call (360) 902-7415.  

III. Only authorized purchasers included in the State of Washington Purchasing Cooperative (WSPC) and State of Oregon Cooperative Purchasing Program (DASCPP/ORCPP) listings published and updated periodically by OSP and DAS may purchase from this contract.  It is the contractor’s responsibility to verify membership of these organizations prior to processing orders received under this contract.  A list of Washington members is available on the Internet http://www.ga.wa.gov/servlet/PCACoopListSv, and a list of the Oregon members is available at http://tpps.das.state.or.us/purchasing/cooperative/coop-menu.html contractors shall not process state contract orders from unauthorized users.

IV. Contract Terms: This Document includes by reference all terms and conditions published in the original IFB, including Standard Terms and Conditions, and Definitions, included in the Competitive Procurement Standards published by OSP (as Amended).

Special Conditions: 

1. 04/23/04:  Search Systems, Inc. purchased Delsar Inc. and has agreed to assume the contract, contingent with pricing shown on the attached. Please note: any liability issues related to shipments from Delsar, Inc. are not the responsibility of Search Systems, Inc.
2. All other pricing, terms and conditions remain unchanged.
SPECIFICATIONS – 

Thermal Imager
Warranty

The vendor shall warrant the entire thermal imager free of defects in material and workmanship, under normal use and service for a period of one year effective upon delivery. In addition, the imager shell will be warranted for the lifetime of the product or until the shell is no longer available. 

Service: 

The manufacturer must provide a dedicated Continental U.S. location/service center for timely and efficient processing of any service related issue(s) concerning the imager(s). This includes a guaranteed 48 hour turnaround of any imager repairs from the time of receipt at the service center to the time that the manufacturer ships the imager out. 

Quality: 

Manufacturer must ensure quality and design manufacturing methods through third party certification to ISO 9001 or equivalent. To ensure that the product is of the highest quality, documentation must be presented illustrating a battery of tests that have been conducted to certify water resistance, heat durability and shock/impact. 

Physical Configuration: 

Imaging unit shall be a hand held design, with battery, 4-inch LCD display screen, internal charging system, carry strap/handle, pistol grip, side strap, shoulder/neck strap, wrist strap and bump guards. Total weight shall not exceed 6 lbs. In addition, vendor shall furnish a storage case including one extra battery, battery charger and training video. 

Technology: 

The imaging technology shall be 320x240 uncooled microbolometer detector. The heat sensitivity of the detector shall be a minimum of .05°C for temperature definition. The basis for the camera portion of the thermal imager shall be Lockheed Martin technology. The proposed imager shall exhibit an ability to evade whiteout or blooming conditions when subjected to direct flame or sun. Clarity of the image must not deteriorate by either type of exposure during normal operations. 

Outer Shell Case: 

Imaging unit shall be ergonomically designed with heat resistant Ultem thermoplastic construction. As a result of daily use, color pigment shall be applied to the thermoplastic resin during the manufacturing process to aid in preserving the appearance of the unit by masking indiscriminate scratches. 

Colors: 

The imager should be available in no less than seven scratch resistant colors to allow for color-coding as needed by the department. Colors include: Red, Yellow, Black, White, Orange, Blue, and Lime-Yellow. 

Monitor/Screen: 

Four (4) flexible shock attenuation mounts shall secure a 4" diagonal fluorescent backlit Liquid Crystal Display (LCD) screen. It shall be required that a minimum pixel range of 89,622 and a dot format of 234 x 380 dots be produced for high quality resolution. The screen must be visible in thick smoke to both operator and nearby firefighters from a variety of distances from the face, including arms length. In addition, the LED lights and monitor screen must have added protection with an anti-scratch coated polycarbonate shield. This shield must be field replaceable. 

Lens: 

The unit shall possess an 18mm lens fabricated of germanium or industry standard and have a field of view of no less than 55°. The lens shall be recessed in an Ultem bezel to avoid any direct contact by foreign matter. 

Visual Indicators: 

All thermal imaging units shall be equipped with LED indicators for at least the following: 
Wireless Transmission

Light will appear indicating the channel the thermal imager is transmitting on 
Battery –
Battery display will indicate the progression of power supply usage. A low-warning symbol will appear to indicate the battery needs to be charged. 

Standby/Sleep – 
Minimum of one amber LED light to indicate when the unit is in power-saving mode 
Temperature Gauge –

Indicates the temperature of the surrounding area

Switches: 

All activation switches shall be: 

Dome style 
Operational with gloved hands 
Sealed at the case and terminal connections 
Dust tight and water tight with minimum of 1,000,000 cycles 

Handle/Strap Systems: 

The handle/strap system must be field replaceable and shall be constructed with the following: 
1 inch Kevlar adjustable hand strap on the right side of the unit with a stainless steel D-ring. 
1 inch Kevlar handle on the top of the unit with a stainless steel D-ring at each end of the strap. 
1½ inch Kevlar shoulder strap with removable spring clips at both ends. 
A Kevlar wrist strap to fit over sleeve of turnout gear and attach to any D-ring located on the thermal imager. 
The handle shall be part of the unit and constructed of Ultem Thermoplastic. It shall be designed to be ergonomically correct. 

Power Supply: 

A minimum of two (2) batteries shall accompany each unit. Each battery shall be a 10-volt NiMH providing a minimum of 1½ hours of continuous use with all functions excluding wireless transmission options. Each battery must be capable of a minimum of 1,000 charges. The battery must be easily changed with a gloved hand. Battery life shall be preserved with a sleep/standby switch. The battery door shall be designed so that it closes only if battery is installed properly.

Internal Battery Charging System: 

The thermal imager shall be equipped with an internal direct charge system. This system will allow the battery to be charged while in the camera and at the same time will charge a spare battery in the battery charger. This system can be run from AC or 12 volt power and does not require any other components for charging. 

Wireless Transmission: 

Thermal Imagers must be able to sustain wireless communications capabilities compliant with FCC part 90 while operating at a range of 2.4 GHz. Wireless capabilities shall be inclusive of a minimum of four (4) frequencies per unit. The unit shall house a dipole antenna inside of the case to protect the antenna from possible damage. Each wireless unit must have a receiver and antenna that can be positioned for best reception, and must be able to receive a signal from at least 300 feet through non-combustable cinder block and fire-resistant construction. The manufacturer must have available with the wireless transmitter a 9" AC/DC TV/VCR with internally mounted receiver to simplify the operation of remote video transmitter. 

Truck Mount: 

The manufacturer shall make available a truck mounting system to mount the imager and internal charging system in a truck or on the wall of the fire station. This unit will be equipped with all necessary mounting equipment, a direct charge system, and power cords that enable the use of AC/24V/12V. 

Tripod and Clamp System: 

The manufacturer shall make available a tripod and/or clamp system. The tripod system is designed to hold the thermal imager in place for extended periods of time. The clamp system is designed to allow the thermal imager to clamp to ladders, light towers, and command vehicles. 

Training:

A product familiarization class will be available through the manufacturers authorized distributor. Each unit must ship with a training video covering product use and application. 

Durability:

The imager shall remain operational after being submerged under 3 feet of water for 30 seconds. The Thermal Imager shall withstand a 3-foot drop onto a concrete surface and remain operational. The Microbolometer detector assembly shall be encased within a urethane foam impact liner. The imager shall incorporate 3 heavy-duty rubber bumpers to allow the firefighter to effectively crawl while using the unit. The 4" screen shall be attached with four flexible shock attenuation mounts.
Carrying Case 

Dimensions:  18.5" x 15" x 7.5" 

Weight: Empty Approx. 8 pounds

Overall TI Unit

Weight: With battery 5.40 pounds without battery 4.75 pounds 

Dimensions: Height : 12 " Length : 10 " Width : 6 "

Heat Test: 650°F (343°C) for 5 minutes

Impact / Drop Test: Dropped 3 consecutive times from 3 feet with no noted physical or operational damage

Casing

Shell Material: Ultem Thermoplastic

Sealing; Silicone

Strap Material: Kevlar & Leather

Display Cover: Polycarbonate

Heat Test; 650°F (343°C) for 5 minutes

Impact / Drop Test: Dropped 3 consecutive times from 3 feet with no noted physical or operational damage

Core / Detector

Type: Uncooled Microbolometer

Resolution: 320 x 240 array

Sensing Material: Vanadium Oxide

Spectral Response; 8 - 14 Microns

Thermal Stabilization: Thermoelectric Cooler

Update Rate: 60 Hz

Temperature Sensitivity: 0.05° C

Video Output; (1.4 volts P-P) RS-170 Signal

Lens

Material: Germanium

Lens Size: 18 mm

Field of View: 55°

Distances Optimal Focus

3 feet (1 meter) to infinity

Electrical System

Power Source: NiMH Rechargeable Battery

Output: 10V

Capacity: 1100 mA.hr

Operating Time: 1.5 hours

Charger Single Battery: 120 VAC or 12 VDC

Switch Cycle Test: 1,000,000 cycles

Battery Life: 1,000 charge cycles

Battery Weight: 0.75 pounds

Display

Type: Liquid Crystal Display (LCD)

Size: 4"

Dot Pitch: .259mm (V) x .210mm (H)

Dot Format: 234 X 380 Dots

Pixels: 89,622

Pixel Configuration: RBG Delta Configuration

Display Method: TFT Active Matrix

Input Signal Level: 1.0V P-P (Positive) 75 Ohm

Back Light: CCFT Backlight

Transmitter

Mounting: Internal

Signal Type: Analog

Antenna Type: Dipole

Transmitting Frequency: 2.4 GHz

Power Output: 400 mW

Power Supply: Internal

Power Consumption: 2.8 W

Frequency Selection: 4 Channel Switch

FCC License: 17dBI 

LISTENING DEVICE

MAIN UNIT, 

Input for sensor/intercom/microphone, 

Seismic sensor input impedance , 6 kW

Directional microphone input impedance , 2 kW

Intercom probe input impedance , 2 kW

Headset output, 

Headphones; (1¤4" stereo jack) output power, variable, 0.13W/60W

Aux connector, circular, 6 poles DIN 45322 

2 channel analog outputs for connection to speaker, audio or hard-copy recorder or computer remote control data input/output,  

Frequency range:

1 Hz to 3000 Hz

Filters:, 

Fixed, Switchable  ,  

“Rumble”, high pass 100 Hz

“PWR”,  notch 50 Hz and 60 Hz

“Hiss”,  low pass 600 Hz

Signal display:
Any 2 channels or sum of all channels, range 60 dB, LED bargraph

Seismic/acoustic sensor position insensitive, 

Frequency range  , 1 Hz to 3000 Hz

Suitable for daisy-chaining of sensors, 

Power supply

Battery operated, low battery alert Battery pack #1, alkaline battery type, 6 C-size

Operating time
At approx 20°C , 24 hours

Ext DC input , 10.8 to 28.8 VDC
Auxiliary battery pack #2
Alkaline battery type , 6 D-size

Operating time at approx 20°C , 60 hours

AC/DC converter, AC line frequency  , 47 to 63 Hz

Wall-plug, nominal AC line voltage  , 120 VAC

Ambient temperature, 

Storage and transport

40 to +70°C

Nominal operating range

-30 to +60°C

Dimensions 

Main Unit (w´h´d)

(7.5"´x3.5"x´5. 75") 190´x89x´146mm

Weight

Approximately 3.35lbs 1.5kg
Sensor (dia. x h)

2.5"´x 3.2" 62 x 86mm

Weight

Approximately 0.9 lbs/410 g

Transport case (w x h x d)

24"´x 21" x´9" 610 x´533 x´229mm

Shipping Weight
6 sensor system, <45 lbs/20.7 kg

optional (desktop, nominal AC line voltage 100 to 240 VAC), 

Detector Main Unit Accessories

	Accessory Description
	Amount

	AC/DC converter wall plug, 120 VAC
	1

	Sensor spike 
	6

	Spools for 10m sensor cable 
	7

	Sensor 1
	1

	Sensor 2 
	1

	Sensor 3 
	1

	Sensor 4
	1

	Sensor 5
	1

	Sensor 6
	1

	Magnetic clamp for sensor
	2

	T-cable junction 
	1

	Sensor connecting cable (10m) 
	7

	Pair of headphones/splash-proof
	2

	Intercom probe
	1

	Battery connecting cable
	1

	Battery pack #1 for 6 C-cells installed in the main unit 
	1

	Case, storage and shipping
	1

	Protective caps pack or 12 (spares, new units)
	1

	Carry bag 
	1

	Adapter, dual headset
	1

	Manual
	1


Contractor Information

	Contractor:
	Sea Western

	Contact:
	Brian Morris
	Alternate Contact:
	Russ Morris

	Phone:
	1-800-327-5312
	
	1-800-327-5312

	Fax:
	(425) 823-0636
	
	(425) 823-0636

	Email:
	info@seawestern.com 
	
	info@seawestern.com 

	Internet address:
	www.seawestern.com 

	Federal ID No.:
	91-0998307

	Supplier No.:
	4483

	Contract worth:
	$220,000.00

	Payment address:
	Sea Western Inc., PO Box 51, Kirkland WA 98083

	Order placement address:
	Sea Western Inc., PO Box 51, Kirkland WA 98083

	Order Placement:
	Susan Doyle

	Phone:
	1-800-327-5312
	Fax:
	(425) 823-0636

	Email
	info@seawestern.com 

	Credit card acceptance:
	Yes

	Delivery time:
	15 days After Receipt of Order (ARO)

	Payment terms:
	.5 % 30 days

	Shipping destination:
	Freight on Board (FOB) destination

	Freight:
	Prepaid and included


PRICE SHEETS

	Item #
	Commodity Code
	Description
	MFG  
	Stock #
	Price

	1. 
	4240
	Thermal Imager, to include carrying case, 

Imager to include (2) Rechargeable NiMH Battery Packs, (1) Shoulder Strap, (1) Vehicle Charger, and (1) Manual.
	MSA
	Evolution 40000

Stock # 10036335
	$__10,723.00_

	2. 
	4240
	Back-Up Battery, for use with item #1, Thermal Imager.
	MSA
	Stock # 10016001

	$____105.00___

	3. 
	4240
	MSA Evolution 5000 Thermal Imaging Camera. Complete with;

 (2) Rechargeable Lithium Ion Battery Packs. Charger Kit includes 110 AC & Cigarette 12V Adapter.

Carabineer Only. One Year Warranty.


	MSA
	ATO #A-EV5000-100011-0000
	$____7,900.00___

	4. 
	4240
	Heat Seeker Option. Allowing the User to Easily Locate Hot Spots and the Seat of the Fire with Red Identification.
	$____250.00___

	5. 
	4240
	Quick Temp Indicator Gives User a Temperature Scale Measurement.
	$590.00

	6. 
	4240
	Sun Shroud: Velcro-On Display Shroud Giving Use a Shaded Display in Sunny Conditions
	$50.00

	7. 
	4240
	Truck Mounted Charging System 
	$445.00

	8. 
	4240
	Non-Charging Truck Mounting Bracket 
	$135.00

	9. 
	4240
	Additional Rechargeable Lithium Ion Batteries 
	$85.50

	10. 
	4240
	Retractable Lanyard 
	$40.50

	11. 
	4240
	Extended Warranty per additional year up to 2 additional years.
	$595.00


	Contractor:
	Search Systems, Inc.
PO Box 80307

Bakersfield, CA  93380-0307

	Contact:
	Lori Park
	
	

	Phone:
	(661) 399-3284
	
	

	Fax:
	(661) 399-7107
	
	

	Email:
	lorip@searchsystems.com
	
	

	Internet address:
	

	Federal ID No.:
	

	Supplier No.:
	

	Contract worth:
	$44,000.00

	Payment address:
	Same as above

	Order placement address:
	Same as above

	Credit card acceptance:
	No

	Delivery time:
	30 to 90 days After Receipt of Order (ARO)

	Payment terms:
	Net 30 days

	Shipping destination:
	Freight on Board (FOB) destination

	Freight:
	Prepaid and included


PRICE SHEETS

	Item #
	Commodity Code
	Description
	MFG  
	Stock #
	Price

	3.
	4240
	Listening Device
	Search Systems, Inc.
	Stock # 9197/LD6C
	$11,463.00


PERFORMANCE REPORT FOR
Purchasing & Contract Administration
To OSP Customers:

Please take a moment to let us know how our services have measured up to your expectations on this contract.  Please copy this form locally as needed and forward to the Office of State Procurement Purchasing Manager.  For any comments marked unacceptable, please explain in remarks block.

	Procurement services provided:
	Excellent
	Good
	Acceptable
	Unacceptable

	· Timeliness of contract actions
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	· Professionalism and courtesy of staff
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	· Services provided met customer needs
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	· Knowledge of procurement rules and regulations
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	· Responsiveness/problem resolution
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	· Timely and effective communications
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 



Comments: 















	Agency:
	
	Prepared by:
	

	Contract No.:
	02803
	Title:
	

	Contract Title:
	Technical Rescue Equipment
	Date:
	

	
	
	Phone:
	


Send to:

Purchasing Manager

Office of State Procurement

PO Box 41017

Olympia, Washington 98504-1017

 PERFORMANCE REPORT FOR
CONTRACTOR PRODUCT/SERVICE

Complete this form to report problems with suppliers or to report unsatisfactory product or services.  You are also encouraged to report superior performance.  Agency personnel should contact suppliers in an effort to resolve problems themselves prior to completion and submission of this report.

Contract number and title: 02803, Techincal Rescue Equipment
Supplier’s name: 





 Supplier’s representative: 




	PRODUCT/SERVICE


	 FORMCHECKBOX 

	Contract item quality higher than required
	 FORMCHECKBOX 

	Damaged goods delivered

	 FORMCHECKBOX 

	Contract item quality lower than required.
	 FORMCHECKBOX 

	Item delivered does not meet P.O./contract specifications

	 FORMCHECKBOX 

	Other:
	
	

	SUPPLIER/CONTRACTOR PERFORMANCE


	 FORMCHECKBOX 

	Late delivery
	 FORMCHECKBOX 

	Slow response to problems and problem resolution

	 FORMCHECKBOX 

	Incorrect invoice pricing.
	 FORMCHECKBOX 

	Superior performance

	 FORMCHECKBOX 

	Other:
	
	

	CONTRACT PROVISIONS


	 FORMCHECKBOX 

	Terms and conditions inadequate
	 FORMCHECKBOX 

	Additional items or services are required.

	 FORMCHECKBOX 

	Specifications need to be revised
	 FORMCHECKBOX 

	Minimum order too high.

	 FORMCHECKBOX 

	Other:
	
	


Briefly describe situation: 



























	Agency Name:
	Delivery Location:

	Prepared By:
	Phone Number:
	Date:
	Supervisor:

	
	
	
	

	Address:
	Email:
	
	

	
	
	
	


Send To:

connie stacy
STATE PROCUREMENT OFFICER

OFFICE OF STATE PROCUREMENT

PO BOX 41017

OLYMPIA WA  98504-1017

Washington State Department of General Administration 
Office of State Procurement, PO Box 41017, Olympia, WA 98504-1017

The State of Washington is an equal opportunity employer.  To request this information in alternative formats call (360) 902-7400, or TDD (360) 664-3799.
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