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SECTION I:    SCOPE OF WORK
1.
GENERAL

This vendor contract is for  DRILLING SERVICES FOR SOIL TEST BORINGS.  The primary department within the City of Seattle to use this service is Seattle Public Utilities. However, any contract issued as a result of this Request for Quotation may be utilized by any authorized City of Seattle Department Representative requiring the service.

2.
DETAILED PART A

CONTRACT A -  TRUCK & TRACK-MOUNTED DRILLING RIGS

Driller shall be licensed in accordance with Washington State Department of Ecology Regulations (173-162 WAC).  Test borings and instrument installations (e.g. monitoring wells, piezometers and inclinometers) shall be performed in accordance with 173-160 WAC.

City shall provide Contractor with number of test borings, preferred drilling method, approximate drilling depths, sampling intervals, and sampling method(s).

City shall mark test boring locations, identify underground utilities in the test boring vicinity, obtain access permits, and provide traffic control.

Contractor shall remove and restore surface pavements, including installing surface protection for instruments, in accordance with City standards.

Standard sampling interval shall be 5 feet.  Standard sampling method shall be Standard Penetration Test (SPT) per ASTM D1586, Standard Test Method for Penetration Test and Split-Barrel Sampling of Soils.  Unit prices for alternate sampling intervals (extra samples) and methods (e.g. Shelby tubes, Pitcher sampling, Dames & Moore sampling) shall be supplied.

Contractor shall provide bid for standard work items listed in Tables 1 and 2 for Truck and Track-mounted drilling operations, respectively.  Non-standardized work items shall be negotiated on a case-by-case basis.

TABLE 1 - TRUCK MOUNTED DRILL RIG 
	ITEM DESCRIPTION
	UNIT
	COST PER UNIT

	1In-City Mobilization
	 LS
	

	Mobilization to Watershed or outlying areas of King, Pierce or Snohomish Counties
	LS
	350.00

	Added mobilization for Air Rotary drilling
	LS
	500.00

	Drilling with up to 4-in. ID hollow-stem auger drilling under 100 blows per foot
	Per foot
	12.00

	Drilling with up to 4-in. ID hollow-stem auger drilling over 100 blows per foot
	Per foot
	14.00

	Up to 6-inch diameter mud-rotary drilling 
	Per foot
	16.00

	Air rotary drilling
	Per foot
	35.00

	Standby
	Per hour
	300.00

	Extra SPT samples
	Ea
	25.00

	Shelby samples, including tube
	Ea
	40.00

	Dames & Moore samples, including rings and tubes
	Ea
	40.00

	Pitcher samples, including tube
	Ea
	100.00

	Instrument Installation or well development
	Per hour
	150.00

	1” dia Sched 40 PVC casing
	Per foot
	1.75

	1” dia Sched 40 PVC well screen
	Per foot
	3.25

	2” dia Sched 40 PVC casing
	Per foot
	3.75

	2 ” dia Sched 40 PVC well screen
	Per foot
	4.75

	50 lb. Sack filter media
	Ea
	14.00

	50 lb. Sack bentonite chips
	 Ea
	14.00

	50 lb. Sack bentonite powder
	Ea
	14.00

	50 lb. Sack quick-set concrete
	Ea
	22.00

	Flush-mount traffic rated well cover (monument)
	Ea
	100.00

	55-gallon drum
	Ea
	125.00

	Dispose one 55-gallon drum of clean soil
	Ea
	125.00


TABLE 2 - TRACK MOUNTED DRILL RIG

	ITEM DESCRIPTION
	UNIT
	COST PER UNIT

	In-City Mobilization
	LS
	

	Mobilization to Watershed or outlying areas of King, Pierce or Snohomish Counties
	LS
	450.00

	Added mobilization for Air Rotary drilling
	LS
	500.00

	Drilling with Hollow-Stem Auger, Mud rotary under 100 blows per foot
	Per hour
	200.00

	Drilling with Air rotary drilling over 100 blows per foot
	Per hour
	400.00

	Standby
	Per hour
	400.00

	Shelby samples, including tube
	Ea
	40.00

	Pitcher samples, including tube
	Ea
	100.00

	Dames & Moore samples, including rings and tubes
	Ea
	40.00

	Instrument Installation or well development
	Per hour
	150.00

	1” dia Sched 40 PVC casing
	Per foot
	1.75

	1” dia Sched 40 PVC well screen
	Per foot
	3.25

	2” dia Sched 40 PVC casing
	Per foot
	3.75

	2 ” dia Sched 40 PVC well screen
	Per foot
	4.75

	50 lb. Sack filter media
	Ea
	14.00

	50 lb. Sack bentonite chips
	Ea
	14.00

	50 lb. Sack bentonite powder
	Ea
	14.00

	50 lb. Sack quick-set concrete
	Ea
	22.00

	Flush-mount traffic rated well cover (monument)
	Ea
	100.00

	Above-ground monument w/o bollards
	Ea
	175.00

	55-gallon drum
	Ea
	125.00

	Dispose one 55-gallon drum of clean soil
	Ea
	125.00


3.
DETAILED PART B

CONTRACT B – LIGHT & LIMITED ACCESS DRILLING RIGS 

Driller shall be licensed in accordance with Washington State Department of Ecology Regulations (173-162 WAC).  Test borings and instrument installations (e.g. monitoring wells, piezometers and inclinometers) shall be performed in accordance with 173-160 WAC.

City shall provide Contractor with number of test borings, preferred drilling method, approximate drilling depths, sampling intervals, and sampling method(s).

City shall mark test boring locations, identify underground utilities in the test boring vicinity, obtain access permits, and provide traffic control.

Contractor shall remove and restore surface pavements, including installing surface protection for instruments, in accordance with City standards.

Standard sampling interval shall be 5 feet.  Standard sampling method shall be Standard Penetration Test (SPT) per ASTM D1586, Standard Test Method for Penetration Test and Split-Barrel Sampling of Soils.  Unit prices for alternate sampling intervals (extra samples) and methods (e.g. Shelby tubes, Pitcher sampling, Dames & Moore sampling) shall be supplied.

Contractor shall provide bid for standard work items listed in Table 1.  Non-standardized work items shall be negotiated on a case-by-case basis.

TABLE 1- LIGHT DUTY AND LIMITED ACCESS DRILL RIG

	ITEM DESCRIPTION
	UNIT
	COST PER UNIT

	In-City Mobilization
	LS
	N/A

	Mobilization to Watershed or outlying areas of King, Pierce or Snohomish Counties
	LS
	N/A

	Drilling with portable drill rig (Acker), including standby and instrument installation
	Per hour
	N/A

	Drilling with light duty trailer-mounted, track-mounted or skid rig, including standby and instrument installation
	Per hour
	N/A

	Shelby samples, including tube
	Ea
	N/A

	Instrument Installation or well development
	Per hour
	N/A

	1” dia Sched 40 PVC casing
	Per foot
	N/A

	1” dia Sched 40 PVC well screen
	Per foot
	N/A

	2” dia Sched 40 PVC casing
	Per foot
	N/A

	2 ” dia Sched 40 PVC well screen
	Per foot
	N/A

	50 lb. Sack filter media
	Ea
	N/A

	50 lb. Sack bentonite chips
	Ea
	N/A

	50 lb. Sack bentonite powder
	Ea
	N/A                              

	50 lb. Sack quick-set concrete
	Ea
	N/A

	Flush-mount traffic rated well cover (monument)
	Ea
	N/A

	Above-ground monument w/o bollards
	Ea
	N/A

	55-gallon drum
	Ea
	N/A

	Dispose one 55-gallon drum of clean soil
	Ea
	N/A
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