Attachment #1

VENDOR CONTRACT #0000001462 Change Order #1
Contract Period:  06/09/2009 through 06/30/2010

FOG TITE METER SEAL INC.

4819 W Marginal WAY SW

Seattle, WA  98106

PH:  206-935-8000

FX:  206-935-8333


FOG-TITE HANDHOLES & MISC. PRODUCTS

	Item #
	SCL Stock #
	Description
	Fog-Tite#
	Price Per Each

	1.
	720388
	2’ x 3’ x 3' Handhole
	DG-1SL
	$725.00

	2.
	720391
	Handhole w/cover, 17” x 28”
	J-11 Type 2
	$245.00

	3.
	720402
	Handhole Extension w/o Frame or Cover
	J-11 Type 2 Ext.
	$  32.00

	4.
	720303
	17” x 30” x 24” to 26” Handhole
	
	$195.60

	5.
	720397
	17” x 30” Cover
	
	$  52.80

	6.
	720394
	24” x 36” x 18” Handhole
	
	$208.50

	7.
	720399
	24” x 36” Cover
	
	$136.70

	8.
	720386
	11” x 17” x 12” deep, Handhole w/aluminum cover stamped “STREET LIGHT”
	B9-T
	DELETE

	9.
	012945
	17” x 22” x 12” deep, Handhole w/5/16” non-skid galv. Cover.
	J-11 Type I
	$224.00


Per Seattle City Light Material Standard #’s 7203.8 eff. 01/25/08, 7203.10, eff. 05/10/06, 

and Stock Catalog 70-25 eff. 07/11/08, and:

Vault/Hatch Requirements:

(A) 42”inch” rnd. Solid and vented grates shall have cast “SCL” cast “ELECTRIC or any other identifications as specified by the ordering department.  Vented grate spacing to be 5/8” max.  The 42” rnd. Solid cover shall have 7-1 inch dia. Smooth lift holes (previously 3 were threaded) y around the circumference and 1 in the center.

(B) All square and rectangular frame and grates with surrounding visible concrete collars (or integral to top) shall have SCL/or Seattle City Light, or any other markings as specified by the ordering department, molded into the concrete collar and easily readable, on vaults and handholes.

(C) The vault supplier shall include and provide for delivery or all bid items including the setting of vaults 712 and smaller at no additional charge during normal working hours.  Reach restrictions to be 10 feet.

(D) All sealing gasket material supplied between vault sections and assemblies shall assure that the center line spacing tolerance between adjacent unistrut channel across vault sections shall be spaced maximum of 22-1/2 inch plus/minus 3/8 inch.

(E) Solid plate covers shall be Steel Algrip by Ross Tech Corp., or Steel SlipNOT made by the Molnar Co.  Melbac is no longer approved for covers.  The steel substrate shall meet the minimum requirements of ASTM-A-569 C.Q. and shall have the thickness and strength equal to the standard diamond plate covers.  Uniformly disbursed abrasive grit particles shall be encapsulated in a metal matrix and metal bonded to the substrate by electric arc spray process using carbon steel wire.  The grit surface shall be uniform and free from areas of minimal or no grit to ensure anti-slip performance.  The product shall be hot dip galvanized after fabrication.  On the underside of the cover the year of manufacture and the material used shall be bead welded or otherwise permanently affixed for easy future identification.  The lettering shall be approximately 2 inches high.  Example:  M3 1998.

(F) Pulling Iron Rating:  For all 712 and larger vaults, pulling irons shall have a 40,000# breaking strength rating.  The manufacturer shall provide verification test report results at the request of the utility.

(G) For all 814 vaults and larger utilizing 4 ft. section risers (ring risers) to provide specified height, all knockouts in the 4 ft. section shall be 18 inch w x 36 inch min. in height, 2 on each side of 4 sides.  The manufacturer shall provide acceptance drawings to the utility or ordering department prior to vault delivery.

(H) All vault trench sumps shall be provided with galvanized cover grating flush to the floor.

Guidelines and Consideration for a Evaluation and Testing

Standards:
ASTM

C857





C858     
Plant requirements


AASHTO

H10/H20
Tests for wheel loading


ACI


318-95

Reinforced concrete-building code

      General:
(1)  Civil/Mechanical Design Certification PE Approved

(2) Testing/Certified

(3) Quality control/plant audits

(4) Application/Limitations

(5) Users list approval

(6) Delivery/Installation

(7) Lead time/reliability schedules

(8) Cover loading limitations – 5 feet

(9) Engineering access and field support/field revisions, etc.

(10)   Compatible units

FOB Destination, Freight Prepaid and Allowed.

Escalation:

Pricing shall be fixed and firm for the first two (2) years.  At that time, the Vendor may submit a written request for a price increase.  The written request is to be at least 45-days in advance.  

Thereafter, written request for price increases shall only be considered upon the contract anniversary date (at least 45-days prior to the contract anniversary date). 

Such requests shall consider the following:

· Price request shall be no greater than the total of changes to the CPI Index for King County or other pricing index appropriate to the particular product herein;

· Not produce a higher profit margin than that on the original contract; 

· Clearly identify the items impacted by the increase;

· Be accompanied by documentation acceptable to the Buyer sufficient to warrant the increase;

· And remain firm for a minimum of 365 days.

The request shall be considered by the Buyer and may be accepted or rejected.  Failure to submit a price request at least 45-days prior to the contract anniversary date, shall result in a continuation of all existing pricing on the contract until the next contract anniversary date.  The decision to accept any price increase will be at the sole discretion of the Buyer.  

The Buyer may exempt these requirements for extraordinary conditions that could not have been known by either party at the time of bid or for other circumstances beyond the control of both parties, in the opinion of the Buyer.

Payment Terms:  Net 30 days.

