
Attachment #1

VENDOR CONTRACT #0000001814    

03/01/04 through 11/11/07
_______________________________________________________________________________________
DECCAN INTERNATIONAL 
5935 Cornerstone Court West, Suite 230
San Diego CA 92121

TEL:   858-764-8400

FAX:   858-764-8401
TOLL FREE #:  888.deccan.9
SOFTWARE MAINTENANCE FOR FIRE/EMS ADAM , CAD ANALYST & MUM
COST PROPOSAL:

Deccan offers to sell both Fire/EMS ADAM as well as CAD Analyst turn key to the Seattle Fire Department (SFD).  The Following is the cost breakdown for both software.  See Attachment 1A
For Move Up Module (MUM).
	
	Cost of License
	Items

	
	
	

	Fire/EMS ADAM by itself*
	$50,000
	(2) Licenses

	CAD Analyst by itself*
	$15,000
	(2) Licenses

	
	
	

	OR
	
	

	
	
	

	Fire/EMS ADAM & CAD Analyst if bought together*
	$55,000
	(2) Licenses

	Travel
	$1,000
	

	Documentation
	$0
	(2) Sets

	Training---will be trained

(SFD will provide the training site and hardware; Deccan will provide the software.)
	$0
	(5) Seattle Personnel

	Technical Support
	$0
	Free for the first year

	MapInfo

(SFD will need MapInfo in order to run either Fire/EMS ADAM or CAD Analyst.  If CAD Analyst is installed on the same machine as Fire/EMS ADAM then SFD will only need to buy one copy of MapInfo per license.)
	$1,000
	(2) Copies


*provided  required CAD data can be given to us in a simple ASCII or equivalent format.

ANNUAL MAINTENANCE COST:

Annual plans would be purchased at contract signing.

Fire/EMS ADAM:







$10,000

Services provided under this maintenance plan:

1) Two downloads of the data from the CAD ever year

2) All upgrades of Fire/EMS ADAM

3) Technical support for three years

4) All documentation changes associated with the upgrades

5) Two re-generations per year of distance tables to reflect street network changes

6) Two re-calibrations per year to incorporate protocol and/or workload changes

CAD Analyst:








 $6,000

Deccan would provide the Seattle Fire Department a quarterly service where Deccan would receive downloaded data, burn it on a CD and send it to the Fire Department.  This would include any documentation upgrades.

If CAD Analyst and Fire/EMS ADAM are bought together, then Deccan can offer maintenance for both together at a cost of $10,000 per year.

FIRE/EMS ADAM HAREWARE REQUIREMENTS:

To fully exploit the FIREADAM’s potential, Seattle Fire Department would need two machines.  The first is a desktop PC for conducting deployment analysis.  This machine would be used to create, store, and analyze numerous scenarios and print their evaluations.  In this manner, it would be the primary machine for FIREADAM.  The second is a laptop computer that would be used by the Fire Chief.  Using this laptop, the Fire Chief would be able to pull out previously analyzed scenarios and review their evaluations.  Additionally, he would have at the click of a mouse the workload, response apparatus, and response performance information of any zone within the city.  By having the FIREADAM laptop with him wherever he goes, the Chief would be able to explain, at the drop of a hat, Seattle Fire’s deployment to anybody or in any meeting.

The hardware specification for the tow machines are listed below:

Fire/EMS ADAM Hardware Specifications:

Desktop Machine:

1. Pentium 166 MHz processor with 512K external RAM Cache

2. 32 MB RAM

3. 2 GB Hard Drive

4. 19” Super VGA Video Monitor

5. 8 Speed CD-ROM

6. High Quality Color Printer, such as, HP DeskJet 855Cse Printer

7. 28.8K/V.34 Data/Fax Modem

8. 3.5” floppy drive

9. Keyboard

10. Mouse

The 166 MHz processor and 32 MB RAM are needed for ensuring that re-deployment analysis can be completed within 5 minutes for any new scenario.  The 2GB Hard drive is needed to save deployment scenarios.  Typically, a deployment analysis session could generate over 40 scenarios.  The 17” Super VGA monitor is needed to display the entire Seattle’s response area without scrolling.  The CD-ROM is needed to load software such as MapInfo.  The high quality printer is needed to print out deployment analysis maps.  The Fax/Modem is needed to receive Fire/ADAM upgrades.

Laptop:

1. Pentium 133 or higher MHz processor with 256K external RAM Cache

2. 32MB RAM

3. 1.2 GB Hard Drive

4. 1MB Video RAM

5. 11.3” SVGA Color display

6. 4 Speed CD-ROM

7. 28.8K PCMCIA Fax/Modem

8. 3.5” floppy drive

9. Carrying Case

Payment Terms:
Net 30

FOB:


Destination

Freight:

Prepaid & Allowed
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