Attachment 1

ANNUAL CONTRACT #B31042, Change Order 2

9/01/99 through 12/31/00


WASSER HIGH-TECH COATINGS

8041 S. 2298th St.

Kent, WA 98032

PH:  253-850-2967

FAX: 253-850-3098

BRIDGE PAINT

Estimated annual usage is 250 gallons, total, of the three products listed.  Material to be per Specification Page 2.

Material


Brand/ID Number


Price

Primer



MC-Miozinc _____________

$  39.50/Gallon










$197.50/5-Gallon Pail

Intermediate Coat

MC-Ferrox B _____________

$  29.90/Gallon










$139.50/5-Gallon Pail

Top Coat


MC-Ferrox A _____________

$  54.90/Gallon










$274.50/5-Gallon Pail

Prices Firm Thru:

12/31/00

FOB:



8041 S. 228th St, Kent WA 98032

Freight:



Prepaid & Add to Invoice

Payment Terms:

Net 30 Days

Minimum Order:
20 Gallons; Custom Color Topcoat requires 100 gallon minimum or  $100,00 per line item charge for custom topcoat colors less than 100 gallons.

All orders are limited to $5,000.00 each.  The City of Seattle will not authorize payment for any 

order exceeding that amount without prior approval of the Buyer, Drelda Mayes on 684-0222.

This contract may be further expanded to include any related items normally stocked by the 

contractor, so long as the price of such additional items are based on the same cost/profit formula

as the listed items.

A temporary solvent surcharge of  .60 per gallon for paint and $1.25 per gallon for Thinner will 

be added to the invoice.
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              ROADWAY STRUCTURES

      STANDARDS FOR STEEL STRUCTURES COATING SYSTEMS

The Coating System shall meet the specifications in SSPC-PA1, “Shop, Field and Maintenance 

Painting” and the following Coating Systems Standards and Specifications.

1. The Coating System shall coat the steel surfaces with three (3) single component moisture-

cured polyurethane coats.

2. Coating Systems for steel surfaces must not have a maximum recoat, window on the primer of greater than seven (7) days.

3. Coating Systems shall incorporate a primer capable for being applied at humidities up to 98

percent steel and air temperatures between 35F and 110F.

The Specifications for Spot Primer, Intermediate Coat (Full Primer) and Top Coat are as follows:

PRIMER:  (Spot Primer)

Generic Type:
Micaceous Iron oxide/zinc-rich, single component, moisture-cured polyurethane

Vehicle Type:

Moisture-cured polyurethane

Pigment Type:

Micaceous iron Oxide/Zinc dust

Pigment Content:
80% minimum zinc by weight in dry film

Volume Solids:

60% minimum

Coverage:

3 mils DFT minimum

VOC:


Not to exceed 2.8 lb/gal.

Weight per Gallon:
Minimum 196 lbs/gal.

All primer shall be tinted sufficiently with color so as to easily distinguish the dry primer from the blast cleaned steel surface.

ITERMEDIATE COAT:  (Full Coverage)
Generic Type:
Micaceous iron oxide filled, single component, moisture-cured, polyurethane.

Vehicle Type:

Moisture-cured, polyurethane

Pigment Type:

4.0 lbs/gal micaceous iron oxide

Volume Solids:

Flat (low gloss)

Color:


Tinted to distinguish from primer and topcoat.

TOPCOAT:  (Full Coverage)

Generic Type:
Micaceous iron oxide-filled single component, moisture-cured, Polyurethane

Vehicle Type:

Moisture-cured polyurethane

Pigment Type:

2.5-4.5 lbs/gal micaceous iron oxide depending upon color

Volume Solids:

60% minimum
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