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                                       City Purchasing          General Information 206-684-0444

Current Contract Information


ALERTS

This contract is not intended for anything that is more properly classified as Public Works.  

This contract is limited to only those items expressly provided for in this contract.

Do not use for federally funded purchases without a specific review for your grant funding requirements. 
	Contract Title  SCL HANDHOLES & MISC. PRODUCTS
	Contract #  1462

	Buyer
	Name:  Sharon Rothwell
	 Phone:  684-8310
	E-Mail:  sharon.rothwell@seattle.gov

	Vendor 

	Name:  FOG-TITE METER SEAL INC
	ID#  0000001410

	Vendor Address

	Street:  4819 W Marginal WAY SW, Seattle WA
	Zip  98106

	Vendor Contact
	Name:  Donald Glidden                                                              

	
	Phone:  206-935-8000               
	Fax:  206-935-8333
	E-Mail:  fogtite@fogtiteinc.com

	WMBE Status
	 FORMDROPDOWN 


	Description


	· This contract is a result of a sole source negotiation.


	Contract Term
	07/01/2010 through 06/30/2015


	Future Extension Option
	Yes, sole source.

	Freight Terms
	Destination, prepaid & allowed

	Prompt Pay Discount
	 Net 30 days

	Delivery ARO
	

	Order Instructions
	For Use By: All City Departments
	Order Limit:  None

	Contracting Options
	· This is the only City contract for Fogtite handholes, etc.  The only other mfgr. for these concrete products is Oldcastle (formerly Utility Vault).  That contract # is 1193.  



	Contract Change History
	Original Contract Award:  07/01/2005
CO #1: 06/09/2009 through 06/30/2010 to delete B9-T & add J11 Type I
CO #2: 07/01/2010 through 06/30/2015 to extend
 

	Comprehensive Contract


[image: image1.emf]U:\ Vendor_Contract_Attachments\0000001462v2.doc



	Current Pricing

[image: image2.emf]U:\ Vendor_Contract_Attachments\0000001462v2a1.doc


	SCL Standards & Stock Cat.

[image: image3.emf]C:\Documents and  Settings\atwoodc.1\Desktop\720308.pdf



 EMBED AcroExch.Document.7  [image: image4.emf]C:\Documents and  Settings\atwoodc.1\Desktop\720310.pdf
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	Vendor Emergency Contact Information

	Emergency Contact Name
	Lisa Mitchell

	Emergency Phone Number
	

	Back-Up Emergency Phone Number 
	935-8000

	Contact information for company locations areas outside Seattle that can be called upon in an emergency

Alternative Address
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VENDOR CONTRACT


		The City of Seattle


PURCHASING SERVICES


700 – 5th AVE #4112


PO BOX 94687


Seattle, WA  98124-4687

		

		Vendor Contract #


0000001462

		Date


06/22/2010

		Change Order #2



		

		

		Payment Terms


Net 30 days

		Freight Terms


Destination, Freight Prepaid & Allowed



		

		

		Buyer:   


Cheryl Atwood




		FAX:  


206-386-1729




		Phone:  


206-684-0542








		Vendor #: 0000001410


FOG-TITE METER SEAL INC


4819 W Marginal WAY SW


Seattle, WA   98106

		

		Ship To:

CITY OF SEATTLE



		Contact:   Donald L. Glidden


Phone #:   206-935-8000



Fax #:
    206-935-8333


Email:       fogtite@fogtiteinc.com  

		

		Bill To:

SEE BELOW







FOG TITE METER SEAL INC. is awarded a contract as a sole source negotiation for providing the City of Seattle with FOG-TITE HANDHOLES & MISC. PRODUCTS for a five (5) year period with option to renew, per Pricing Sheet, Attachment #1, Seattle City Light Material Standards 7203.8 eff. 01/25/08, 7203.10, eff. 05/10/06, and Stock Catalog 70-25, eff. 09/09/09, Attachment #2, and City of Seattle Terms & Conditions, Attachment #3, in receipt.


Contract Term:                07/01/2005 through 06/30/2010


Change Order #1 Term:  06/09/2009 through 06/30/2010 issued to delete #B9-T, and add #J11 Type I

Change Order #2 Term:  07/01/2010 through 06/30/2015 issued to extend contract


Invoices shall be mailed in duplicate to the City Department, Accounts Payable, per the attached list.  Each invoice shall indicate Contract #0000001462.  The City does not guarantee utilization of this contract.  This contract is subject to cancellation by either party upon thirty (30) days advanced written notice.  


This contract may be expanded to cover any similar product normally stocked by the vendor, provided that the vendor agrees to provide the product using the same pricing structure as the items specifically listed.


Per email dated 06/07/10, C. Atwood/fogtite.

In all other respects, this contract remains unchanged.

�











		

		Authorized Signature/Date
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VENDOR CONTRACT #0000001462 Change Order #2


CO #2 Term:  07/01/2010 through 06/30/2015


FOG TITE METER SEAL INC.


4819 W Marginal WAY SW


Seattle, WA  98106


PH:  206-935-8000


FX:  206-935-8333


fogtite@fogtiteinc.com 




FOG-TITE HANDHOLES & MISC. PRODUCTS


		Item #

		SCL Stock #

		Description

		Fog-Tite#

		Price Per Each



		1.

		720388

		2’ x 3’ x 3' Handhole

		DG-1SL

		$725.00



		2.

		720391

		Handhole w/cover, 17” x 28”

		J-11 Type 2

		$245.00



		3.

		720402

		Handhole Extension w/o Frame or Cover

		J-11 Type 2 Ext.

		$  32.00



		4.

		720303

		17” x 30” x 24” to 26” Handhole

		

		$195.60



		5.

		720397

		17” x 30” Cover

		

		$  52.80



		6.

		720394

		24” x 36” x 18” Handhole

		

		$208.50



		7.

		720399

		24” x 36” Cover

		

		$136.70



		8.

		720386

		11” x 17” x 12” deep, Handhole w/aluminum cover stamped “STREET LIGHT”

		B9-T

		DELETE



		9.

		012945

		17” x 22” x 12” deep, Handhole w/5/16” non-skid galv. Cover.

		J-11 Type I

		$224.00





Per Seattle City Light Material Standard #’s 7203.8 eff. 01/25/08, 7203.10, eff. 05/10/06, 


and Stock Catalog 70-25 eff. 09/09/09, and:


Vault/Hatch Requirements:


(A) 42”inch” rnd. Solid and vented grates shall have cast “SCL” cast “ELECTRIC or any other identifications as specified by the ordering department.  Vented grate spacing to be 5/8” max.  The 42” rnd. Solid cover shall have 7-1 inch dia. Smooth lift holes (previously 3 were threaded) y around the circumference and 1 in the center.


(B) All square and rectangular frame and grates with surrounding visible concrete collars (or integral to top) shall have SCL/or Seattle City Light, or any other markings as specified by the ordering department, molded into the concrete collar and easily readable, on vaults and handholes.


(C) The vault supplier shall include and provide for delivery or all bid items including the setting of vaults 712 and smaller at no additional charge during normal working hours.  Reach restrictions to be 10 feet.


(D) All sealing gasket material supplied between vault sections and assemblies shall assure that the center line spacing tolerance between adjacent unistrut channel across vault sections shall be spaced maximum of 22-1/2 inch plus/minus 3/8 inch.


(E) Solid plate covers shall be Steel Algrip by Ross Tech Corp., or Steel SlipNOT made by the Molnar Co.  Melbac is no longer approved for covers.  The steel substrate shall meet the minimum requirements of ASTM-A-569 C.Q. and shall have the thickness and strength equal to the standard diamond plate covers.  Uniformly disbursed abrasive grit particles shall be encapsulated in a metal matrix and metal bonded to the substrate by electric arc spray process using carbon steel wire.  The grit surface shall be uniform and free from areas of minimal or no grit to ensure anti-slip performance.  The product shall be hot dip galvanized after fabrication.  On the underside of the cover the year of manufacture and the material used shall be bead welded or otherwise permanently affixed for easy future identification.  The lettering shall be approximately 2 inches high.  Example:  M3 1998.


(F) Pulling Iron Rating:  For all 712 and larger vaults, pulling irons shall have a 40,000# breaking strength rating.  The manufacturer shall provide verification test report results at the request of the utility.


(G) For all 814 vaults and larger utilizing 4 ft. section risers (ring risers) to provide specified height, all knockouts in the 4 ft. section shall be 18 inch w x 36 inch min. in height, 2 on each side of 4 sides.  The manufacturer shall provide acceptance drawings to the utility or ordering department prior to vault delivery.


(H) All vault trench sumps shall be provided with galvanized cover grating flush to the floor.


Guidelines and Consideration for a Evaluation and Testing


Standards:
ASTM

C857






C858     
Plant requirements



AASHTO

H10/H20
Tests for wheel loading



ACI


318-95

Reinforced concrete-building code


      General:
(1)  Civil/Mechanical Design Certification PE Approved


(2) Testing/Certified


(3) Quality control/plant audits


(4) Application/Limitations


(5) Users list approval


(6) Delivery/Installation


(7) Lead time/reliability schedules


(8) Cover loading limitations – 5 feet


(9) Engineering access and field support/field revisions, etc.


(10)   Compatible units


FOB Destination, Freight Prepaid and Allowed.


Escalation: 

A written request for price increases shall only be considered upon the contract anniversary date (at least 45-days prior to the contract anniversary date). 


Such requests shall consider the following:


· Price request shall be no greater than the total of changes to the CPI Index for King County or other pricing index appropriate to the particular product herein;


· Not produce a higher profit margin than that on the original contract; 


· Clearly identify the items impacted by the increase;


· Be accompanied by documentation acceptable to the Buyer sufficient to warrant the increase;


· And remain firm for a minimum of 365 days.


The request shall be considered by the Buyer and may be accepted or rejected.  Failure to submit a price request at least 45-days prior to the contract anniversary date, shall result in a continuation of all existing pricing on the contract until the next contract anniversary date.  The decision to accept any price increase will be at the sole discretion of the Buyer.  


The Buyer may exempt these requirements for extraordinary conditions that could not have been known by either party at the time of bid or for other circumstances beyond the control of both parties, in the opinion of the Buyer.


Payment Terms:  Net 30 days.



_1324290898.pdf
HOME

SEATTLE CITY LIGHT STANDARD NUMBER: 7203.08
PAGE: 1of1

MATERIAL STANDARD SUPERSEDING: June 20, 2005

EFFECTIVE DATE: January 25, 2008

HANDHOLE, 2" X 3" X 3" PRECAST

Slip Resistant 2
Steel Plate

Note: Inside depth
of combined top
and bottom units
shall be 36"
minimum.

17" x 17" Block-Out, Two Sides

1-1/4" Lifting Holes on Four Sides

6" Dia. Hole/Knockout 3/8" Reinforcing Bar All Around

2" x 3" x 3" Precast Handhole shall be of the general configuration and dimensions shown. It shall be sound and free of
cracks. The words “SEATTLE CITY LIGHT” or “CITY LIGHT” shall be cast in the concrete, as shown. The cover shall
have an approved locking device to prevent easy removal by unauthorized persons. Lifting holes shall be cleanly drilled
and free from debris.
Concrete. The handhole shall be cast of concrete meeting a minimum strength of 4000 psi after 28 days.
Cover and Frame. The cover shall be made of slip resistant steel plate:

= Steel SIipNOT®Grade 3-coarse, by W.S. Molnar Co. (sole approved surface)
The cover shall be 5/16” in thickness or other design pre-approved by Seattle City Light.
The cover shall be identified on the underside with the type of surface (“S3” for SIipNOT® 3) and the year of manufacture.

Example: “S3 2005.” The identification shall be bead-welded or clearly stamped into a metal surface on the underside of
each lid, or labeled with an adhesive metallic foil-backed label.

The frame shall be made of steel meeting the requirements of ASTM A 283. The angle-iron frame shall be securely
anchored in the concrete.

Galvanizing. The frame and cover shall be hot-dip galvanized after fabrication in accordance with ASTM A 123.
Reference Specifications: ASTM A 123, A 283, latest revisions.
Stock Unit: EA

Approximate Approved Manufacturer

Stock Number Description Weight, Ibs. Utility Vault (Oldcastle)
720388 2"x 3" x 3 Handhole 2,700 233-LA
STANDARDS COORDINATOR STANDARDS SUPERVISOR UNIT DIRECTOR

Q : ( John Shipek M‘g ; JoHHBarnett / &hardKent
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stock class: 70

Seattle City Light page: 25

superseding: July 11, 2008
STOCK CATALOG effective date: September 9, 2009
HANDHOLES AND ACCESSORIES

CONCRETE HANDHOLE, with Cover, “233” FIBERGLASS OR COMPOSITE HANDHOLE,
Description: Precast Riser and Cover
concrete secondary handhole : Description: SEATTLE CITY LIGHT T
with galvanized slip resistant Handhole and '
cover. cover. Order as
SCL Matl. Std.: 7203.08 separate items. ESSoI Cover
Stock Unit: EA SCL Matl. Std.:

. LA 7203.12
Stock Size, =~ AN Stock Unit: EA

=

No. WxLxD, ft T

-n.< 720393 or

[ 720394 ¢

720388 2x3x3 “m‘;}::s
~ /

I \ andhcle

CONCRETE HANDHOLE, Riser, and Cover St

ackable
Description: Precast Unit
concrete secondary and ELECTRI Cw

streetlight handholes .
are used with Stock Size,

-,

galvanized slip resistant No. Item WxXLxD,in
covers. Extepsion and 720393% handhole 17 x30x 26
cover are available 720397 cover 17 x 30
separately. 720394 handhol 17 x 36 x 18
SCL Matl. Std.: 7203.10 720391 andho'e X ShX
720399 cover 17 x 36

Stock Unit: EA

¥ Some manufacturers may provide two 12-inch-
high stackable units to obtain the required depth.
Depth may vary 24 to 26 inches.

Handhole

\ Extension
720402

Stock Size,

No. [tem WxLxD,in

012978 handhole only 17 x28x12

720402 extension 17 x28 x 12

012660 cover, “Electric” 17 x 28

012979 cover, “SL” 17 x 28

012945 handhole with cover 14 x19x 12
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SEATTLE CITY LIGHT

MATERIAL STANDARD

7203.10

STANDARD NUMBER:

PAGE: 1lofl
SUPERCEDING: June 20, 2005
EFFECTIVE DATE: May 10, 2006

HANDHOLE, 17" X 28" PRECAST, SECONDARY

1. 17" x 28" Precast Secondary Handholes
shall be of the general configuration shown.
Minimum inside dimensions shall be 17" x 28"
They shall be designed to nest, with an easy,
snug fit to increase the depth of the handhole
when necessary. They shall be sound and free
of cracks. The cover shall have an approved
locking device to prevent easy removal by
unauthorized persons.

2. Concrete. The handhole shall be cast of
concrete meeting a minimum strength of 4000
psi after 28 days.

3. Cover and Frame. The cover and frame shall
be made of slip resistant steel plate:

Steel SlipNOT® Grade 3-coarse, by W.S.
Molnar Co. (sole approved surface)

The cover shall be 5/16” in thickness or other
design pre-approved by Seattle City Light.

The cover shall be identified on the underside
with the type of surface (“S3” for SlipNOT® 3)
and the year of manufacture. Example: “S3
2005.” The identification shall be bead-welded
or clearly stamped into a metal surface on the
underside of each lid, or labeled with an
adhesive metallic foil-backed label.

3/8” Steel

5/8”

Slip Resistant
Steel Plate

Complete
Handhole
with Cover

0= | 1-1/4" Min.
Reinforcing Gay, G et Wall
Ring ]El‘o /nsg;d*k/ E\\,\\eﬂs\o | Thickness
©ng;,
| Sion | |
] | |
1-1/4" Min.
3/8" Steel | [
Reinforcing | | Wall
' Ring Thickness
|
?\ Handhole
12 Extension
without
Frame

The word “ELECTRIC” shall be cast or otherwise permanently affixed to the cover and shall be easily
readable. The affixing of lettering shall not be performed in a manner that might create a tripping hazard. The

iron frame shall be securely anchored in the concrete.

4. Galvanizing. The frame and cover shall be hot-dip galvanized after fabrication in accordance with ASTM

A 123.

5. Reference Specifications: ASTM A 123, latest revisions.

6. Stock Unit: EA

Stock Approved Manufacturers

Number Description Fog-Tite Christy (Oldcastle)
720391 Handhole with cover, 17" x 28" J-11 Type 2 WSDOT Type 2
720402 Handhole extension without frame or cover J-11 Type 2 Ext. WSDOT Type 2 Riser
012660 Cover only, 17" x 28" J-11 Type 2 Cover WSDOT Type 2 Cover

STANDARDS COORDINATOR

STANDARDS SUPERVISOR

UNIT DIRECTOR")

Chodey 3. Salfi

Charles L. Shaffer

n G. Skinner

%W

Sowsie 7

Hardev Juj
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