ATTACHMENT #1

CONTRACT #0000002531

CONTRACT TERM:  03/04/2009 to 03/31/2011


SHERWIN-WILLIAMS PAINT CO
2940 6th Ave. So.

Seattle, WA. 98134

Phone:  206-622-0064

Contact:  Emilio Kim, Store Mgr.

(End-Users seeking low VOC or recycled paint products have the option of purchasing these items from this contract.  (See low VOC categories IW-1 through IW-4 below.) 

TECHNICAL SPECIFICATIONS

Paints and Paint Related Products 
	Class
	Code
	Type
	Description
	Gloss 
	MPI Ref#
	Std Ref#

	Exterior
	Water Based
	EW-1
	Latex , Conventional Latex 
	1-Flat
	10
	TT-P-19

	
	
	EW-2
	Latex , Conventional Latex 
	5-Semi-gloss
	11
	TT-P-19

	
	
	EW-3
	Latex , Conventional Latex 
	6-Gloss
	119
	TT-P-19

	
	
	EW-4
	Waterborne Light Industrial 
	5-Semi-gloss
	163
	TT-P-29

	
	
	EW-5
	Waterborne Light Industrial 
	6-Gloss
	164
	TT-P-29

	Exterior
	Solvent Based
	ES-6
	Alkali Resistant Primer
	 
	3
	TT-E-489

	
	
	ES-7
	Alkyd
	1-Flat
	8
	TT-E-489

	
	
	ES-8
	Alkyd
	Semi-gloss
	94
	TT-E-489

	Interior
	Water Based
	IW-1
	Institutional Low Odor/VOC Latex
	1-Flat
	143
	A-A-2246

	
	
	IW-2
	Institutional Low Odor/VOC Latex
	3-Eggshell
	145
	A-A-2246

	
	
	IW-3
	Institutional Low Odor/VOC Latex
	5-Semi-gloss
	147
	A-A-2246

	
	
	IW-4
	Institutional Low Odor/VOC Latex
	6-Gloss
	148
	A-A-2246

	
	
	IW-5
	Architectural Latex
	3-Eggshell
	139
	A-A-2246

	
	
	IW-6
	Architectural Latex
	5-Semi-gloss
	141
	A-A-2246

	
	
	IW-7
	Interior Latex
	2-Velvet-like
	44
	TT-P-29

	
	
	IW-8
	Interior Latex
	3-Eggshell
	52
	TT-P-29

	
	
	IW-9
	Interior Latex
	1-Flat
	53
	TT-P-29

	
	
	IW-10
	Interior Latex
	5-Semi-gloss
	54
	TT-P-29

	Interior
	Solvent Based
	IS-7
	Alkyd
	1-Flat
	49
	A-A-2962

	
	
	IS-8
	Alkyd
	3-Eggshell
	51
	TT-E-2784

	
	
	IS-9
	Alkyd
	5-Semi-gloss
	47
	A-A-2962

	Interior/Exterior
	Solvent Based
	MS-1
	Shellac
	 
	88
	 

	
	
	MS-2
	Danish Oil
	 
	92
	 

	
	
	MS-3
	Lacquer, Clear
	Flat
	87
	 

	
	
	MS-4
	Lacquer, Clear
	Gloss
	86
	 

	
	
	MS-5
	Lacquer, Pigmented
	Gloss
	124
	 

	
	
	MS-6
	Lacquer, Pigmented
	Satin
	122
	 

	
	
	MS-7
	Lacquer, Pigmented
	Semi-gloss
	123
	 

	
	
	MS-8
	Varnish
	Flat
	73
	TT-V-85

	
	
	MS-9
	Varnish
	Gloss
	75
	TT-V-85

	
	
	MS-10
	Varnish
	Semi-gloss
	74
	TT-V-85

	Aerosol
	Aerosol
	AS-1
	Layout, Marking, Survey Paint
	 
	 
	 

	
	
	AS-2
	Striping Paint
	 
	 
	 

	
	
	AS-3
	Field Marking Paint
	 
	 
	 

	Interior
	Water Based
	RW-1
	Reprocessed Paint, Latex
	Semi-gloss
	 
	TT-P-2846

	
	
	RW-2
	Reprocessed Paint, Latex
	Flat
	 
	TT-P-2846

	 
	Supplies
	S-1
	Miscellaneous Supplies
	 
	 
	 


Allowable VOC levels (grams/liter)(grams/gallons): (Apply to Paints and Paint Related Products – IW-1 thru IW-4) ONLY

Type of Paint


VOCs (g/l)

VOCs (g/g)





Interior Architectural

Flat



50


0.42

Non-flat


150


1.25

Exterior Architectural

Flat



100


0.83

Non-flat


200


1.66

Anti-Corrosive

Flat



250


2.1

Semi-gloss


250


2.1

Gloss



250


2.1

Reprocessed Paint

Recycled paint is made from paint collected through public and private collection programs.  Reprocessed paint is mixed with virgin materials such as resins and colorants, and then extensively tested before packaging for resale.  Reprocessed paint is made with a minimum of 20% post consumer recycled material.  Reprocessed latex paint shall meet or exceed standards required for virgin latex paint products.

Paint Supplies to include but not limited to: brushes, rags, paint scrapers, roller attachments, brushes, etc.

