City of Seattle Invitation to Bid #SCL953 - REBID
Addendum 
Updated on 08/12/2009

The following is additional information regarding Invitation to Bid #SCL953-REBID, titled Oil-Water Separator, Cooling Water Discharge for Ross Powerhouse released on 07/24/2009.  The due date and time for responses remains as 11:00AM, 08/18/2009 (Pacific).  This addendum includes both questions from prospective bidders/proposers and the City’s answers, and revisions to the ITB/RFP.  This addendum is hereby made part of the ITB/RFP and therefore, the information contained herein shall be taken into consideration when preparing and submitting a bid/proposal.
	Item #
	Date Received
	Date Answered
	Vendor’s Question
	City’s Answer
	ITB Revisions

	1
	N/A
	07/27/2009
	N/A
	
	Page 3 of ITB, Warranty shall be changed from a minimum of ninety (90) days, to a minimum of one (1) year.


	2
	N/A
	07/29/2009
	N/A
	
	This revised Drawing #D-44116 dated Jul/28/2009 shall supersede the Drawing dated Apr/13/2009 that was in the original bid:
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	3
	08/12/2009
	08/12/2009
	What is the engineer’s estimate or budget allocation?
	The estimate for the original specs was $120,000 each.  City Light did not update their estimate for the rebid, which deleted the service walkway.
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2. THE LIQUID SURFACE LEVEL IN THE DISCHARGE CHAMBER DURING OPERATION WILL BE 9°- 6°: %" ABOVE THE FLOOR.

3. THE FOOTPRINT DIMENSIONS OF THE OWS OR ANY COMPONENT PART SHALL NOT EXCEED 13'- 4" IN LENGTH AND 5'- 0" N

4. THE INLET AND OUTLET PORTS WILL BE 8" 130-LB ANSI FLANGES. THE SLUDGE REMOVAL PORTS WILL HAVE 4" 130-LB ANSI

8. THE OWS WILL BE MOUNTED ON AN ELEVATED SKID BASE TO MEET THE REQUIREMENTS OF (2) ABOVE.

\\LC253EDM\ scigenps\VAULT,D—SCLGEN,P—AMCONTEXT_180\RPH\M\D44116.dwg

GenPS D: 28x40

[HTET = T S T g
g o[ BelealeE CaTT— s ot B COOLING WATER SYSTEM MOD M
S oFFH EIELE L (i et ik e o—e/alata e rm s v Bty \YATER SEPARATOR INSTALLATION,_ D-44116
5H N ‘;Eégggg ox INEORMATON R GUESTONS. Sonact, ot .
= §%|'|V‘ ég SCLCOMPLIANCE@SEATTLE.GOV PLAN & ELEVATIONS AS NOTED







