City of Seattle Invitation to Bid-POL9302014 
Addendum 

Up dated on 11/12/2014

        The following is additional information regarding Invitation to Bid –POL9302014, titled Janitorial Service for Seattle Police Department, South West Precinct released on 9/30/2014.  The due date and time for responses is 11/10/2014, 3:00pm (Pacific).  This addendum includes both questions from prospective proposers and the City’s answers, and revisions to the ITB. This addendum is hereby made part of the ITB and therefore, the information contained herein shall be taken into consideration when preparing and submitting a bid/proposal.
The Bid Due Date will be extended until 11/14/2014, 3:00pm

	Item #
	Date Received
	Date Answered
	Vendor’s Question
	City’s Answer
	ITB Revisions

	1
	9/30/2014
	9/30/2014
	Can cleaning large office buildings, restaurants and other high volume commercial establishments be substituted for the minimum qualification of working in a law enforcement facility for five years?
	There is no substitute for the minimum qualification of cleaning in a law enforcement facility, correctional facility, police precinct, prison facilities, holding cells and jails.  If you don’t meet this minimum qualification your bid will be found non-responsive and your bid will be rejected.
	

	2
	9/30/2014
	9/30/2014
	Is comparable work in a sensitive work environment acceptable for meeting the minimum qualification of working in a law enforcement facility for five years? 
	See above
	

	3
	10/1/2014
	10/1/14
	We are writing this letter to acquire about an exception to the minimum of (5) years’ experience in cleaning services in law enforcement facilities.  As a government and contracting company we have successfully fulfilled many contracts that parallel the given facility to included (Northwest Joint Regional Correctional Facility) located in Fort Lewis, WA(1 yearlong). Several of our current contracts have required our company to attain a secret (federal level) clearance due to the Government element associated with our existing contracts. Would the above exceptions suffice to submit for biding?


	The minimum requirement is 5 years-experience in cleaning services at a law enforcement facilities or correctional facilities…..etc.  The 5 years can include a number of facilities over a 5-year period, but it must be 5 years.  The Northwest Joint Regional Correctional Facility meets the facility requirements.  If the company has provided service at other correctional facilities giving a total of 5 years, then the company meets the minimum requirements.  


	

	4
	10/29/2014
	11/3/2014
	I am about to begin carefully reviewing the bid for this building and I was just wondering if you have made a lot of changes to the current cleaning specifications and schedule or if they remain much as they have been? Your answer will be helpful as we compare the previous specs to the new specs and as we prepare our revised proposal.


	It is the responsibility of the bidder to read the bid and all the addenda’s.
	

	5
	10/29/2014
	11/3/2014
	The bid specs show that you are going to 7X per week service in this precinct. Unless I missed something it also shows that the only holidays are Thanksgiving, Christmas and New Year’s. Just to confirm, does this mean we will be working Labor Day, Memorial Day and 4th of July as part of the contract?


	See Attachment #2, page 6, Holidays
	

	6
	10/29/2014
	
	
	
	We have added vents to the scope of work which means cleaning and vacuuming annually.  There are 87 vents (approx.) vacuum and clean first floor of the Southwest Precinct.

 There are 82 vents (approx.) vacuum and clean second floor of the Southwest Precinct.



	7
	10/29/2014
	11/3/2014
	What time can the vendors start cleaning?


	Vendors can start cleaning the administrative offices at 2:30pm and start cleaning the rest of the precinct after 3:30pm.
	

	8
	10/29/2014
	11/3/2014
	What areas should be cleaned on the holidays the vendor needs to work?


	See Attachment #2, page 6, Holidays
	

	
	10/29/2014
	11/6/2014
	What is the height of ceiling on the first floor?


	The ceiling height in the community room and in the public lobby area is 24’8”.
	

	9
	
	11/3/2014
	Can you show us where all the vents are located?
	
	Add the square vent on the first floor to the scope of work

[image: image1.emf]SW Precinct 1st flr  Vents (2).pdf



 EMBED Acrobat.Document.11  [image: image2.emf]SW Precinct 2nd flr  Vents (2).pdf




	10
	10/29/2014
	11/6/2014
	Do you have the manufacturer’s information on how to clean the rubber floor?


	
	Open the icon for flooring specifications


[image: image3.emf]FloorSpcsSWP.pdf



	11
	10/29/2014
	11/3/2014
	Do we need to clean the holding cell if someone is in it?


	If there is someone in the holding cell, check back periodically to see if it’s clear or if there is still someone in the holding cell leave a note for Bruce.


	

	12
	10/29/2014
	11/3/2014
	Can you provide a ladder?


	Vendors shall provide their own ladders and equipment.
	

	13
	10/30/2014
	11/6/2014
	 I did not see any reference to blowing off and cleaning the Sally Port area outside the back of the building. Currently we are doing this 1X per month and we bill this as a “line item” add.  Should this be added to the scope of work?


	
	See Scope of Work Service Schedule page 4 Item # 26 1st Floor Sally port – Sweep out area remove trash m/w/f 



	
	10/30/2014
	11/3/2014
	 I do not see any reference to picking up and delivering the supplies for the precinct each month in this ITB. Is this to be included in this proposal?

	See Attachment #2, page 6, under Janitorial Supplies
	

	14
	10/30/2014
	11/6/2014
	What is the square footage of the different floor types?
	
	Open icon to see gross square footage of the different floor types

[image: image4.emf]SW Precinct- flr 1sq  ft flr type (2).pdf
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	15
	
	
	
	
	Bid due date has been extended 11/14/2014, 3:00pm

	16
	11/7/2014
	11/12/2014
	What is the height of the entire building of the South West Police Precinct?


	The exterior height of the building ranges from approximately 20’ to 34’ in height. 
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IMPORTANT INFORMATION FOR THE SPECIFIER

Dodge-Regupol recommends
Diversey - Lever Maintenance Products and Procedures
for ECOsurfaces™.

Proper protection and maintenance of ECOsurfaces™ post-installation should
be specified by the architect/designer. ECOsurfaces™ products are not pre-
coated with a factory finish; therefore, they should not be subject to construct-
tion debris and potential damage caused from heavy duty construction activi-
ties.

FLOOR PROTECTION

The specifier should include specification details to protect the floor post-
installation and until job construction is complete, such as covering the entire
floor with paper or other floor covering device (plastic, plywood, etc.) until con-
struction is completed and thorough cleaning and maintenance can be imple-
mented.

ASSIGNMENT OF CLEANING AND MAINTENANCE

The specifier should determine and assign the responsibility for the initial
cleaning and finishing. This responsibility should be specifically assigned to
either the flooring contractor, general contractor, maintenance contractor or
owner.

e

e > Loaders in recycied products technology
www.regupol.com 9 :

1-877-ECOsurfaces™
(1-877-326-7873)
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Steps TASKI Products TASKI Pads & Brushes
Initial Cleaning TASKI profi soft nylon brush
Finishing TASKI vision matte (formerly ombra) - satin gloss | Rayon mop or lamb's wool and
TASKI vision star - high gloss optional soft nylon brush
Neutral Cleaner TASKI contact pad, purple pad or soft
TASKI r50 or TASKI profi nylon brush
Heavy Soil Cleaner TASKI contact pad, purple pad or soft
TASKI profi nylon brush
Stripping TASKI ice it Black pad
Buffing TASKI p-44 TASKI mint pad
4 ] .Z
Broom Wet Mop Wet/Dry Vacuum Auto Scrubber Buffer

 DODGE-REGUPOL
Leaders in recycled products tschnology i

1-877-ECOsurfaces™
(1-877-326-7873)

www.regupol.com
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| MAINTENANCE

TASKI™ CLEANING AND FINISHING PROGRAM
FOR ECOSURFACES™
(ECOnights™, ECOstone™ and ECOearth™ only)

Initial Cleaning

A. Remove all surface soil, debris, sand and grit by
sweeping, dust mopping or vacuuming.

B. Scrub floor with a neutral pH (7-8.5) detergent,
such as TASKI r50™ or TASKI profi™ cleaner (6-8
oz/gal of water), using buffer or auto scrubber with
TASKI™ contact pad or soft nylon brush.

C. Remove soiled solution with a wet vacuum, rinse
with clean water and allow to dry thoroughly (6-8 hours).

Initial Floor Finish Application
A. Two finish options:

1. TASKI vision matte™ (formerly ombra™)
for a low satin finish
Apply 4 thin coats of finish allowing a min-
imum of 30 minutes dry time or until thor-
oughly dry between coats.

2. TASKI vision star™ - for a high gloss

shine with extra durability. Apply 4 thin
coats of finish allowing a minimum of 30
minutes dry time or until thoroughly dry
between coats.

NOTE: In the initial floor finish application, it is

beneficial to apply a heavy coat of finish

and use a buffer (150-300rpm) with a soft

nylon brush to buff the finish into the floor

while the finish is still wet.

B. Provide sufficient cure time of final coat
before allowing foot traffic (at least 2
hours).

Daily/Regular Cleaning

A. Sweep, dust mop or vacuum floor to
remove surface soil, debris, sand and grit.

www.regupol.com

B. Damp mop or auto-scrub using TASKI™ purple
pad with either TASKI r50™ or TASKI profi™
(2 oz/gal of water) or equivalent pH neutral cleaner.

C. If gloss needs to be restored, or for severe scuff
marks, buff floor with TASKI p-44™ and mint pad.

Interim Maintenance
A. Sweep and dry vacuum floor thoroughly.

B. Vigorously scrub floor with TASKI profi™ (4 oz/
gal of water). This cleaning may be performed with an
auto-scrubber or rotary scrubber (TASKI™ purple pad).

C. Remove soiled solution with a wet/dry vacuum.
D. Allow floor to dry thoroughly.

E. Apply 2 coats of either finish as indicated under
Initial Finish.

Restorative Maintenance

Stripping the finish is not needed until there is
noticeable accumulation of dirt and contaminants
embedded in the finish. Normally this accumulation
occurs in hard to reach and high traffic areas.
Following a good maintenance program, applying thin
coats of finish when the look calls for it and only
where it is needed will result in little finish build-up,
increasing the time between stripping.

A. Sweep or vacuum to remove loose soil.

B. Vigorously scrub using a rotary scrubber or auto-
matic scrubber with a black pad and stripper solution
TASKI ice it™).

C. Remove soiled solution with wet vac.

D. Rinse with clean water, allow floor to thoroughly
dry.

E. Apply floor finish following initial finish applica-
tion instructions.

ODGE-REGUPOL

' ! N £ O R P O R AT
Leeders in recycied products technology

1-877-ECOsurfaces™
(1-877-326-7873)

.
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Flooring Solurions to Integrate Design & Life Safety W@n

RUBBER FLOOR TILE

P R O D U C T s p E Cc I F I C A T I O N S

O

1. PROPRIETARY PRODUCT/MANUFACTURER

1.1 Proprietary Product: Resilient Rubber Floor Tiles - ADA Compliant

1.1.1 Styles:

Roundel Round Raised Disk Pattern Rubber Tile (RT-Rd)
.125” (3.17 mm) and .155” (4.00 mm) thicknesses

Roundel Square Raised Disk Pattern Rubber Tile (RT-Sq)
.125” (3.17 mm) and .155” (4.00 mm) thicknesses

Roundel Smooth Accent Rubber Tile (RET)
.100” (2.54 mm) and .130” (3.30 mm) thicknesses

Smooth Surface Rubber Landing Tile (C-Smooth)
.125” (3.17 mm) thick

Diamond Surface Rubber Landing Tile (C-Diamond)
.187” (4.76 mm) thick

1.2 Manufacturer:

Johnsonite E
16910 Munn Road
Chagrin Falls, Ohio 44023
Phone: (800) 899-8916
(440) 543-8916
Fax: (440) 543-8920.

1.3 Proprietary Product Description:

1.3.1 Construction: Johnsonite Rubber Floor Tiles are manufactured from a homogeneous
composition of 100% synthetic rubber, high quality additives, and colorants to meet the
performance requirements of ASTM F 1344, Class 1-A and 1-B Standard Specification for
Rubber Floor Tile and Federal Specification #SS-T-312b, Type II. Johnsonite Rubber
Floor Tiles are designed for interior installations only and not recommended for commercial
kitchen environments.

1.3.2 Physical Characteristics:
Tile Size and Packaging:
24" x 24” (61 cm x 61 cm)
125" and .100™ thick = 8 tilee per carton (22 sc. ft.
L350 ARG L1500 Wik = C LaSt Pl CaICH \24 o4 iw,
12” x 12” (30.5 cm x 30.5 cm) - 40 tiles per carton (40 sq. ft.)
[Note: 12” x 12” only available in 1/8” Smooth Landing Tile]
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L & Stringers

o ihe one-piece unit so that the show surface of the riser is
stace of the stair tread. Next, position the stair tread into its
W he stalr, beginning at the nose and pushing back firmly and
. a8 possible. When installing, lift the back of the tread slightly at
nose s in position then firmly press the tread portion into place.

#w fiser portion of the unit and install from the bottom up. Apply=-
pressure at the transition to ensure uniform contact at the base of the
then proceed with the riser installation.

installation is complete, firmly roll with a hand roller. Make certain that the
~ moaing portion of the stair tread is fitted tightly against the step nosing.

I Remove excess adhesive with a clean cloth dampened with mineral spirits.

Caution: #930 Epoxy Caulking Compound cannot be removed when dried
without resulting in damage to the stair tread/nosing material.

J- Avoid all traffic for a period of 12 to 24 hours depending on temperature and
humidity. '

MAINTENANCE

1. Do not perform any maintenance on the products for 72 hours after installation
is
completed.

2. Thoroughly sweep or vacuum the entire surface area to remove all loose dirt and
grit.

3. Prepare a cleaning solution by mixing 1 oz. to 4 oz. of a neutral detergent
(pH of 7-8) per gallon of warm water. The dilution depends on light to heavy soil
conditions.

4. Apply the solution with a clean nylon or rayon mop, and let stand for
5-15 minutes.
Important: Do not let the solution dry.

5. Agitate the solution with the mop, then wet vacuum or mop up the cleaning
solution.

6. Rinse with clean cold water and then remove all water by vacuum or mop.
7. Allow the product to thoroughly dry.

8. If desired, one or two coats of a liquid, acrylic floor finish may be applied to
improve gloss level and ease cleaning. Follow manufacturer's directions for
application and drying times.

If.questions arise that have not been addressed in the brochure, contact your local
Johisonite distributor for assistance or Johnsonite Customer Service at 1-800-899-
8C1E.

Revision § - Reledsed January, 2001
v

http://johnsonite.com/techdata/Section5/treadsii.htm
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