City of Seattle Invitation to Bid #SCL-1004
Addendum 
Updated on 06/28/2010

The following is additional information regarding Invitation to Bid #SCL-1004, titled Modular Bailey Bridge or Equal released on 06/18/2010.  The due date and time for responses remains 06/30/2010; 2:00PM (Pacific).  This addendum includes both questions from prospective bidders/proposers and the City’s answers, and revisions to the ITB.  This addendum is hereby made part of the ITB and therefore, the information contained herein shall be taken into consideration when preparing and submitting a bid/proposal.
	Item #
	Date Received
	Date Answered
	Vendor’s Question
	City’s Answer
	ITB Revisions

	1
	06/25/2010
	
	Please clarify the curb to curb roadway width required.  We offer a 12’ and a 13’7” single lane bridge width.
	Submit a price based on 12' requirement and award will be based on that minimum requirement.  You may submit alternate pricing on the 13'7" width for consideration.
	

	2
	06/25/2010
	06/25/2010
	As an alternate to checkered plate decking, we request the acceptance of an anti-skid aggregate epoxy deck that has greater anti skid properties than checkered decking and was found by the Florida DOT to be superior to asphalt. Diamond or checkered deck is a very slippery surface when wet and is not recommended as a surface to be used without further overlay.
	An alternative to checkered plate decking to anti-skid aggregate epoxy deck is acceptable.
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