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Window Survey

March 7, 2023

117 S. Main St., Suite 400

SMR Architects

Seattle, WA 98104

Summary of Typical Conditions: 

Rot on lower exterior frame and bottom of sash

Sashes loose/crooked in frames, not weather tight

Windows rattle as buses pass by

Windows difficult to open or do not stay open



2

EX200

1

EX201

1

EX200

E111-2 E111-1

E107-1

E108-1

E110-1 E109-1

1

W-007

1

W-006

1

W-005

ISSUED SETS

TITLE

PERMIT #

DRAWN

CHECKED

ISSUE DATE

JOB NO.

SHEET NO.:

117 S. Main St., Suite 400

SMR Architects

Seattle, WA 98104

PH: 206.623.1104

FX: 206.623.5285

SDCI STAMP

REVISIONS / NOTES

DATE DESCRIPTIONNO

SDOT #

MUP #

1      09/28/22     WDW COST EST.

2      01/18/23     PERMIT 

3      03/06/23     WINDOW SURVEY

3
/6

/2
0

2
3
 5

:1
1

:5
0

 P
M

W-001

LEVEL MZ

03/06/23

21015

Checker

HJ

6917769-CN

204 3RD AVE S

SEATTLE WA 98104

UNION

HOTEL

SCALE:  1/8" = 1'-0"
1

MEZZANINE EXISTING PLAN 0 4' 8' 16'

NO DATE DESCRIPTION



2

EX200

1

EX201

1

EX200

2

EX201

3

EX201

E201-3 E201-2 E201-1 E216-1 E215-1 E214-1 E211-4 E211-3 E211-2E212-1E213-1

E203-1

E203-2

E204-1

E205-1

E202-1

E201-4
E211-1

E209-1

E208-1

E207-1

E210-1

E206-1

E200-1

1

W-007

1

W-008

1

W-006

2

W-008

1

W-005

ISSUED SETS

TITLE

PERMIT #

DRAWN

CHECKED

ISSUE DATE

JOB NO.

SHEET NO.:

117 S. Main St., Suite 400

SMR Architects

Seattle, WA 98104

PH: 206.623.1104

FX: 206.623.5285

SDCI STAMP

REVISIONS / NOTES

DATE DESCRIPTIONNO

SDOT #

MUP #

1      09/28/22     WDW COST EST.

2      01/18/23     PERMIT 

3      03/06/23     WINDOW SURVEY

3
/6

/2
0

2
3
 5

:1
1

:5
0

 P
M

W-002

LEVEL 2

03/06/23

21015

Checker

HJ

6917769-CN

204 3RD AVE S

SEATTLE WA 98104

UNION

HOTEL

SCALE:  1/8" = 1'-0"
1

LEVEL 2 EXISTING PLAN WS 0 4' 8' 16'

NO DATE DESCRIPTION



2

EX200

1

EX201

1

EX200

2

EX201

3

EX201

E301-4 E301-2 E301-1 E315-1 E314-1 E313-1 E311-4 E311-3 E311-2E312-1E301-3

E303-1

E303-2

E304-1

E305-1

E302-1

E301-5
E311-1

E309-1

E308-1

E307-1

E310-1

E306-1

E300-1

1

W-007

1

W-008

1

W-006

2

W-008

1

W-005

ISSUED SETS

TITLE

PERMIT #

DRAWN

CHECKED

ISSUE DATE

JOB NO.

SHEET NO.:

117 S. Main St., Suite 400

SMR Architects

Seattle, WA 98104

PH: 206.623.1104

FX: 206.623.5285

SDCI STAMP

REVISIONS / NOTES

DATE DESCRIPTIONNO

SDOT #

MUP #

1      09/28/22     WDW COST EST.

2      01/18/23     PERMIT 

3      03/06/23     WINDOW SURVEY

3
/6

/2
0

2
3
 5

:1
1

:5
1

 P
M

W-003

LEVEL 3

03/0623

21015

Checker

HJ

6917769-CN

204 3RD AVE S

SEATTLE WA 98104

UNION

HOTEL

SCALE:  1/8" = 1'-0"
1

LEVEL 3 EXISTING PLAN WS 0 4' 8' 16'

NO DATE DESCRIPTION



2

EX200

1

EX201

1

EX200

2

EX201

3

EX201

E401-3 E401-1 E416-1 E415-1 E414-1 E413-1 E411-4 E411-3 E411-2E412-1E401-2

E403-1

E403-2

E404-1

E405-1

E402-1

E401-4
E411-1

E409-1

E408-1

E407-1

E410-1

E406-1

E400-1

1

W-007

1

W-008

1

W-006

2

W-008

1

W-005

ISSUED SETS

TITLE

PERMIT #

DRAWN

CHECKED

ISSUE DATE

JOB NO.

SHEET NO.:

117 S. Main St., Suite 400

SMR Architects

Seattle, WA 98104

PH: 206.623.1104

FX: 206.623.5285

SDCI STAMP

REVISIONS / NOTES

DATE DESCRIPTIONNO

SDOT #

MUP #

1      09/28/22     WDW COST EST.

2      01/18/23     PERMIT 

3      03/06/23     WINDOW SURVEY

3
/6

/2
0

2
3
 5

:1
1

:5
1

 P
M

W-004

LEVEL 4

03/06/23

21015

Checker

HJ

6917769-CN

204 3RD AVE S

SEATTLE WA 98104

UNION

HOTEL

SCALE:  1/8" = 1'-0"
1

LEVEL 4 EXISTING PLAN WS

NO DATE DESCRIPTION



WEST FACADE

E203-1 E203-2 E204-1 E205-1E202-1E201-5
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LOOSE/TOO STIFF
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CLEANING AND     
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ID RM LOCATION
R.O. SIZE (WxH) 

C = CENTERLINE TYPE REMARKS
APPROX. SIZE

INT FRAME EXT FRAME

INT WOOD 

SILL EXT SILL SASH CORDS GLAZING OPENS

CONDITION

Level 2

E201-1 BATH NORTH 48" x 70" SH F F

WATER 

DAMAGE M LOOSE & ROCKS Y G Y

E201-2 KIT NORTH 48" x 70" SH UNK UNK UNK M CROOKED Y G UNK UNABLE TO ACCESS BEHIND KITCHEN COUNTER

E201-3 LIV NORTH 48" x 70" SH F R F M F Y G Y STIFF TO OPEN

E201-4 LIV WEST 48" x 70" SH

WATER 

DAMAGE R P M LOOSE & ROCKS Y G Y

STIFF TO OPEN, LIP ADDED AT SILL TO HELP CREATE 

BETTER SEAL.

E202-1 WEST 48" x 70" SH F R F M LJ Y G Y LOOSE IN FRAME

E203-1 WEST 48" x 70" SH F R F M LOOSE & ROCKS Y G Y STIFF TO OPEN, HARD TO CLOSE

E203-2 WEST 48" x 70" SH F R F M STIFF, MOISTURE UNDER PAINT Y G Y STIFF TO OPEN, CROOKED SASH THAT IS PULLING APART

E204-1 WEST 48" x 70" SH F R F M LJ 1 CORD G Y RAISED GRAIN AT SASH, 1 CORD THAT IS DETACHED.

E205-1 WEST 48" x 70" SH F R F M STIFF, ROCKS Y G Y

STIFF TO OPEN, ROCKS, LIP ADDED AT SILL TO HELP 

CREATE BETTER SEAL.

E207-1 EAST 48" x 70" SH P P R B SRB CHAINS G Y OPENS BUT DOESN'T STAY UP

E208-1 EAST 48" x 70" SH F R R B P Y G Y DOESN'T CLOSE WELL, VERY STIFF TO OPEN

E209-1 EAST 48" x 70" SH P R R B TOO DIRTY TO ASSESS Y G Y MISSING LOCKS

E210-1 EAST 40" x 74" SH WOOD, INFILL NA G UNK

NOT ABLE TO ACCESS TO OPEN.  NEWER WINDOW AT 

OLD FIRE ESCAPE DOOR OPENING, HAS METAL TRACKS

E211-1 LIV EAST 48" x 70" SH F F R B CROOKED Y G Y STIFF TO OPEN

E211-2 LIV NORTH 48" x 70" SH P UNK R PAINTED P Y G UNK APPEARS SIMILAR TO ADJACENT WINDOWS

E211-3 KIT NORTH 48" x 70" SH F UNK UNK PAINTED CRACKED Y G UNK UNABLE TO ACCESS BEHIND KITCHEN COUNTER

E211-4 BATH NORTH 48" x 70" SH P F F PAINTED MOISTURE UNDER PAINT Y G Y RAISED GRAIN AT SASH

E212-1 NORTH 48" x 70" SH P R F PAINTED SRB, CROOKED Y G Y GAP AT SASH WHEN CLOSED

EXISTING WINDOW KEY TYPE WINDOW CONDITIONS

ORIGINAL WINDOW C CASEMENT C CHECKED OR CRACKED

SH SINGLE HUNG SS SASH STOPS BROKEN OR MISSING

1993-1994 WINDOW SH-MULL MULLED SINGLE HUNG R ROT

C-MULL MULLED CASEMENT SR AREAS OF ROT

CASEMENT WINDOW IN MODIFIED DOOR, TO REMAIN M MASONRY SRB ROT AT BOTTOM EDGE OF SASH

B BRICK Y/N YES/NO

P POOR CONDITION

F FAIR CONDITION

G GOOD CONDITION

LJ LOOSE JOINTS AT SASH FRAME

UNK UNABLE TO FULLY ASSESS DUE TO LACK OF ACCESS OR 

DIRTY CONDITION

N/A NOT APPLICABLE

E213-1 NORTH 48" x 70" SH F SR F M CRACKED Y G Y STIFF TO OPEN, RESIDENT CANNOT OPEN

E214-1 NORTH 48" x 70" SH F SR F M P N G Y LOOSE IN FRAME

E215-1 NORTH 48" x 70" SH F SR F M LJ CHAINS G Y LOOSE IN FRAME

E216-1 NORTH 48" x 70" SH F FF F M F N G Y DOESN'T CLOSE WELL  



201-1

201-2

BATH

KITCHEN

ROT

KITCHEN
COUNTER
BLOCKS ACCESS
TO SILL

WATER DAMAGE



201-3

201-4

LIVING NORTH

ROT

FOAM INSERTED
TO HELP SEAL
LEAKY WINDOW

LIVING WEST



202-1

203-1

ROT LIP AT SILL
TO PROVIDE
A BETTER
SEAL



203-2

ROT DAMAGED SASH PUTTY REPAIR

204-1



205-1

207-1

LIP AT SILL
TO PROVIDE
A BETTER
SEAL



208-1

DAMAGED BRICK
SILL

209-1

DAMAGED INTERIOR SILL

ROT AT EXTERIOR SILL

ROT AT EXTERIOR SILL



210-1



211-1

211-3

DAMAGED
BRICK

211-2

211-4

CRACKED SASH

CRACKED SASH

CRACKED SASH

RAISED GRAIN

KITCHEN
COUNTER
BLOCKS ACCESS
TO SILL



212-1

213-1

GAP AT SASH
WHEN CLOSED

ROT

LOOSE JOINTS AT
SASH

DAMAGED SASH

LOOSE TRIM



214-1

215-1

CRACKED SASH CRACKED FRAME

CORDS ARE
MISSING



216-1

CORDS ARE
MISSING



ID RM LOCATION
R.O. SIZE (WxH) 

C = CENTERLINE TYPE REMARKS
APPROX. SIZE

INT FRAME EXT FRAME

INT WOOD 

SILL EXT SILL SASH CORDS GLAZING OPENS

CONDITION

Level 3

E301-1 BED NORTH 48" x 70" SH F UNK G M P Y G N

MOISTURE ISSUES, RAISED GRAIN UNDER PAINT, WDO IN 

UNIT 301

E301-2 BATH NORTH 48" x 70" SH P R G M G Y G N MOISTURE ISSUES, RAISED GRAIN UNDER PAINT

E301-3 KIT NORTH 48" x 70" SH F UNK G M G Y G UNK

KITCHEN COUNTER IN FRONT OF WINDOW, DIFFICULT TO 

ACCESS

E301-4 LIV1 NORTH 48" x 70" SH F R G M G Y G N ROT VISIBLE THROUGH WINDOW

E301-5 LIV2 WEST 48" x 70" SH P R G M P Y G Y SASH WOBBLES, ROT AT CORNERS, RAISED GRAIN

E302-1 WEST 48" x 70" SH F R G M CRACKING, R Y G Y RAISED GRAIN

E303-1 WEST 48" x 70" SH F R G M CRACKING, R Y G Y LOOSE, RAISED GRAIN

E303-2 WEST 48" x 70" SH P R P M P Y G Y WOBBLES, RAISED GRAIN

E304-1 WEST 48" x 70" SH R R G M P Y G UNK

E305-1 WEST 48" x 70" SH F R P M LJ, LOOSE Y(1) G Y 1 CORD

E307-1 EAST 48" x 70" SH F R P B R, GAPS, LOOSE Y G Y STAYS UP WHEN OPEN

E308-1 EAST 48" x 70" SH P R F B R, GAPS, LOOSE Y G Y STAYS UP WHEN OPEN

E309-1 EAST 48" x 70" SH F R P B R, GAPS, LOOSE Y G Y STIFF TO OPEN

E310-1 EAST 40" x 74" SH G G G WOOD, INFILL G N/A G Y

NEWER WINDOW AT OLD FIRE ESCAPE DOOR OPENING, 

HAS METAL TRACKS

E311-1 EAST 48" x 70" SH P R F B LJ, LOOSE Y G Y STIFF TO OPEN, HAS CENTER MULLION

E311-2 NORTH 48" x 70" SH R R F M LJ, LOOSE Y G Y

E311-3 NORTH 48" x 70" SH P UNK F M UNK Y G UNK BEHIND KITCHEN COUNTER & CABS

E311-4 NORTH 48" x 70" SH P P F M P Y G N

E312-1 NORTH 48" x 70" SH F R G M LJ, LOOSE Y G Y STIFF TO OPEN

E313-1 NORTH 48" x 70" SH F SR G M CROOKED, LJ SRB CHAINS G Y STIFF TO OPEN, WOBBLES ON CHAINS

E314-1 NORTH 48" x 70" SH F SR P M CROOKED, LJ SRB Y G Y STIFF TO OPEN

E315-1 NORTH 48" x 70" SH F R G M CROOKED, LJ SRB Y G Y ROT AT CORNERS OF FRAME

EXISTING WINDOW KEY TYPE WINDOW CONDITIONS

ORIGINAL WINDOW C CASEMENT C CHECKED OR CRACKED

SH SINGLE HUNG SS SASH STOPS BROKEN OR MISSING

1993-1994 WINDOW SH-MULL MULLED SINGLE HUNG R ROT

C-MULL MULLED CASEMENT SR AREAS OF ROT

CASEMENT WINDOW IN MODIFIED DOOR, TO REMAIN M MASONRY SRB ROT AT BOTTOM EDGE OF SASH

B BRICK Y/N YES/NO

P POOR CONDITION

F FAIR CONDITION

G GOOD CONDITION

LJ LOOSE JOINTS AT SASH FRAME

UNK UNABLE TO FULLY ASSESS DUE TO LACK OF ACCESS OR 

DIRTY CONDITION

N/A NOT APPLICABLE



301-1

301-3

301-2BED

KITCHEN 301-4 LIVING
NORTH

316-1

BATH



301-5 LIVING
WEST

ROT DAMAGE TO
BOTTOM OF SASH

SASH IN POOR CONDITION



302-1

303-1

DAMAGE TO
BOTTOM OF SASH

ROT

WEATHERED SASH

SASH IN POOR CONDITION WATER DAMAGE AT SILL EDGE



304-1

305-1

WATER DAMAGE
AT SILL



307-1

308-1

MOISTURE UNDER PAINT

ROT AT WINDOW FRAME

LOOSE JOINTS AT
WINDOW SASH



309-1

310-1

ROT LIP AT SILL LOOSE TRIM AT SASH

NEWER WINDOW WITH
METAL TRACKS



311-1

311-2

LOOSE JOINTS AT
SASH



311-3

311-4

KITCHEN

BATH



312-1

313-1

LOOSE JOINTS AT SASH

MISSING HARDWARE

ROT
ROT AT BOTTOM
OF SASH



314-1

315-1

LOOSE JOINTS
ROT



ID RM LOCATION
R.O. SIZE (WxH) 

C = CENTERLINE TYPE REMARKS
APPROX. SIZE

INT FRAME EXT FRAME

INT WOOD 

SILL EXT SILL SASH CORDS GLAZING OPENS

CONDITION

Level 4

E401-1 NORTH 48" x 70" SH F SR G M SRB, LJ Y G Y

E401-2 NORTH 48" x 70" SH F UNK G M UNK Y G UNK BEHIND KITCHEN COUNTER

E401-3 NORTH 48" x 70" SH F UNK UNK M LJ Y G UNK SILL COVERED WITH TENANT'S BELONGINGS

E401-4 WEST 48" x 70" SH F UNK G M ROUGH, LJ
Y

G UNK COULDN'T ACCESS WINDOW, PUTTY REPAIR AT GLASS

E402-1 WEST 48" x 70" SH R R P M ROUGH, LJ Y G Y TRIM COMING OFF, PUTTY REPAIR AT GLASS

E403-1 WEST 48" x 70" SH F R P M LOOSE Y G Y STIFF TO OPEN 

E403-2 WEST 48" x 70" SH F R P M ROT INSIDE, LOOSE, CROOKED Y(1) G Y STIFF TO OPEN, 1 CORD IS MISSING

E404-1 WEST 48" x 70" SH R R P M SRB Y G Y LOOSE IN FRAME

EXISTING WINDOW KEY TYPE WINDOW CONDITIONS

ORIGINAL WINDOW C CASEMENT C CHECKED OR CRACKED

SH SINGLE HUNG SS SASH STOPS BROKEN OR MISSING

1993-1994 WINDOW SH-MULL MULLED SINGLE HUNG R ROT

C-MULL MULLED CASEMENT SR AREAS OF ROT

CASEMENT WINDOW IN MODIFIED DOOR, TO REMAIN M MASONRY SRB ROT AT BOTTOM EDGE OF SASH

B BRICK Y/N YES/NO

P POOR CONDITION

F FAIR CONDITION

G GOOD CONDITION

LJ LOOSE JOINTS AT SASH FRAME

UNK UNABLE TO FULLY ASSESS DUE TO LACK OF ACCESS OR 

DIRTY CONDITION

N/A NOT APPLICABLE

E405-1 WEST 48" x 70" SH P R G M SRB, LOOSE, SS Y G Y IMPROVISED STOPS, DOESN'T OPEN TOO FAR, STIFF

E407-1 EAST 48" x 70" SH P,LJ R R B LJ, SR UNK C N GLASS WITH PLEXIGLASS PATCH

E408-1 EAST 48" x 70" SH R R P B P Y G Y STIFF TO OPEN, WOBBLES, CHAIN BROKEN

E409-1 EAST 48" x 70" SH P,R R P B LJ, PIECES SEPARATING BROKEN G Y

E410-1 EAST 40" x 74" SH G R G WOOD, INFILL G N/A G Y

NEWER WINDOW AT OLD FIRE ESCAPE DOOR OPENING, 

HAS METAL TRACKS, WINDOW IS STIFF TO OPEN, 

WEATHERSTRIPPING IS IN BAD CONDITION

E411-1 EAST 48" x 70" SH P R G B LJ Y G Y

E411-2 NORTH 48" x 70" SH P P G M LJ, FALLING APART N C Y DOESN'T STAY OPEN, CRACKED GLASS

E411-3 NORTH 48" x 70" SH P P, R G M LJ, FALLING APART N G Y

E411-4 NORTH 48" x 70" SH P P, SR G M LJ, FALLING APART Y TIED UP G Y DOESN'T STAY OPEN

E412-1 NORTH 48" x 70" SH P SR G M LOOSE, GAPS Y G Y

E413-1 NORTH 48" x 70" SH P P G M SRB Y G Y OPENS NICELY, RATTLES WHEN TRUCKS DRIVE BY

E414-1 NORTH 48" x 70" SH P P UNK M SRB Y G Y OPENS STIFFLY

E415-1 NORTH 48" x 70" SH P SR SR M SRB Y G Y WINDOW BLOCKED FOR PHOTO

E416-1 NORTH 48" x 70" SH P SR G M SRB, LOOSE, SS Y G Y STOPS ARE GONE, SASH IS VERY LOOSE



401-1

401-3

PUTTY AT GLASS

401-2

KITCHEN
COUNTER
BLOCKS WINDOW

401-4

LOOSE JOINTS
AT SASH MOISTURE UNDER

PAINT, ROT

PUTTY AT GLASS



402-1

403-1 403-2

ROT

PUTTY ADDED
AT WINDOW

ROT AT BOTTOM
OF SASH

ROT AT BOTTOM
OF SASH

ROT

ROT

LOOSE
TRIM AT
SASH



404-1

405-1

LOOSE JOINT
AT SASH

MOISTURE UNDER
PAINT ON SASH

ROT

SILL DAMAGE



CHAIN AS CORD
REPLACEMENT

407-1

408-1

PLEXIGLASS
PATCH AT
UPPER PANE

WINDOW FRAME
WEATHERING
AND ROT

POOR SASH
CONDITION



409-1

410-1

WINDOW
PULLEY CORDS
ARE BROKEN

EXTENSIVE
EXTERIOR SILL
ROT



411-1

411-2

WINDOW FRAME
WEATHERING AND ROT

WATER DAMAGE AT SILL

CRACKED GLASS



411-3

411-4

CONDITION DIFFICULT TO
ASSESS DUE TO KITCHEN
COUNTER BLOCKING SILL

SASH IS IN POOR CONDITION,
LOOSE JOINTS



412-1

413-1

ROT AT CORNER

ROT AT BOTTOM OF SASH



414-1

415-1

ROT AT BOTTOM OF SASH



416-1

SASH LOOSE
AT JOINTS

ROT AT BOTTOM OF SASH

ROT AT CORNERS


