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DEMOLITION PLAN

SCALE: 1/8"=1'-0"

KEY NOTES

NO WORK IN THIS AREA UNLESS OTHERWISE INDICATED.  REFER TO FLOOR AND

FINISH PLAN FOR ADDITIONAL INFORMATION.

DEMOLISH EXISTING PARTITION WALLS (PARTIAL, GRID HEIGHT & FULL HEIGHT)

PROTECT EXISTING ADJACENT SURFACES, INCLUDING BUT NOT LIMITED TO CEILING,

ADJACENT WALLS AND FLOORING. REFER TO FLOOR PLAN FOR ADDITIONAL

INFORMATION.

DEMOLISH EXISTING DOORS /FRAMES & GLAZING. U.N.O. REFER TO FLOOR PLAN

FOR ADDITIONAL INFORMATION.

CAREFULLY REMOVE AND SALVAGE EXISTING HISTORIC WOOD DOORS. CONFIRM

WITH BUILDING MANAGEMENT ON STORAGE LOCATION. REFER TO ELEVATIONS FOR

ADDITIONAL INFORMATION.

CAREFULLY REMOVE AND SALVAGE EXISTING HISTORIC WOOD DOOR AND

ASSOCIATED HARDWARE FOR REINSTALL. SIDE AND ABOVE TRANSOMS AND

ASSOCIATED WOOD CLEAR STORY ABOVE TO REMAIN, PROTECT DURING SCOPE OF

WORK. NEW LOCATION OF DOOR SHALL SWING THE OTHER DIRECTION AND BE

FITTED NEW LEVER HARDWARE. REFER TO FLOOR PLAN FOR ADDITIONAL

INFORMATION.

WALLS TO REMAIN AS IS. REFER TO LEGEND FOR ADDITIONAL INFORMATION.

DEMOLISH EXISTING FLOORING. PATCH & REPAIR AFFECTED SUBSTRATE AS

REQUIRED FOR INSTALLATION OF NEW FINISH FLOORING. REFER TO FINISH PLAN

FOR ADDITIONAL INFORMATION.

DEMOLISH ELECTRICAL, LOW VOLTAGE AND LIFE SAFETY EQUIPMENT/DEVICES

(INCLUDING LOW VOLTAGE CABLING) AS REQUIRED FOR NEW CONSTRUCTION.

ALT ADD 1 (CONFERENCE ROOM CATEGORY):  DEMOLISH EXISTING FLOORING, WALL

COVERING AND BASE IN EXISTING CONFERENCE ROOMS. PATCH & REPAIR

AFFECTED SUBSTRATE AS REQUIRED FOR INSTALLATION OF NEW FINISH FLOORING.

REFER TO FINISH PLAN FOR ADDITIONAL INFORMATION.

REMOVE AND DEMOLISH EXISTING GLAZING. REFER TO ELEVATIONS FOR

ADDITIONAL INFORMATION.
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PARTITION LEGEND:

EXISTING PARTITION/CONSTRUCTION TO REMAIN

EXISTING PARTITION TO BE REMOVED

EXISTING SHELL & CORE WALLS TO REMAIN
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Demolition Plan

I-1.3

1. OBTAIN DEMOLITION PERMITS AND INCLUDE ALL COSTS OF SAME IN CONTRACT

PRICE.

2. FURNISH ALL LABOR AND MATERIALS/EQUIPMENT TO COMPLETE DEMOLITION

AND REMOVAL OF ALL ITEMS AS INDICATED.

3. CONTRACTOR SHALL KEEP CONSTRUCTION AREA FREE OF DUST AND DEBRIS

FOR THE DURATION OF CONSTRUCTION.

4. IF ANY QUESTIONS ARISE AS TO THE REMOVAL OF ANY MATERIAL, CLARIFY THE

POINT IN QUESTION WITH THE ARCHITECT BEFORE PROCEEDING.

5. AT COMPLETION OF DEMOLITION WORK, THE CONSTRUCTION AREA(S) SHALL BE

LEFT IN "BROOM CLEAN" CONDITION.  ALL DEBRIS AND MISCELLANEOUS

MATERIAL SHALL BE REMOVED.

6. ALL DEBRIS REMOVAL SHALL BE PERFORMED IN ACCORDANCE WITH BUILDING

MANAGEMENT REQUIREMENTS AND PROCEDURES.

7. AS DIRECTED BY BUILDING MANAGEMENT, ALL DOORS, FRAMES, HARDWARE,

MECHANICAL ITEMS, PLUMBING FIXTURES, LIGHT FIXTURES (INCLUDING

DOWNLIGHTS AND FLUORESCENTS), AND SPECIAL EQUIPMENT SHOWN TO BE

REMOVED, SHALL BE CLEAN AND FREE OF DEFECTS, PROTECTED, SAVED AND

REUSED AS DIRECTED HEREIN, OR RETURNED TO BUILDING STOCK.

8. IN PARTITIONS TO BE REMOVED, REMOVE AND CAP ALL OUTLETS, SWITCHES,

WIRES, THERMOSTATS, ETC., TO THEIR SOURCE.

9. CONTRACTOR SHALL BE RESPONSIBLE FOR PATCHING AND/OR REPAIRING ANY

DAMAGE CAUSED BY HIM OR HIS SUBCONTRACTORS TO EXISTING

CONSTRUCTION IN ELEVATOR LOBBY, PUBLIC CORRIDORS, RESTROOMS OR

TENANT SPACES. REFINISH TO MATCH EXISTING ADJACENT FINISH, OR AS

NOTED HEREIN.

10. NO EXISTING SMOKE DETECTOR, PUBLIC ADDRESS SPEAKER, FIRE ALARM BOX

OR SIMILAR DEVICE, INCLUDING THE ASSOCIATED WIRING SHALL BE DAMAGED

DURING DEMOLITION AND SUBSEQUENT CONSTRUCTION.  RELOCATION OF

SMOKE DETECTORS, PUBLIC ADDRESS SPEAKERS AND FIRE ALARM

EQUIPMENT, NECESSITATED BY NEW CONSTRUCTION, SHALL BE

ACCOMPLISHED AS A FIRST PRIORITY, AND PER THE PLANS.  NO ACTIVE SMOKE

DETECTOR SHALL BE COVERED OR OTHERWISE REMOVED OR USED FOR

OTHER THAN IT'S INTENDED PURPOSE.

11. REMOVAL OF ANY EQUIPMENT, CABLING SWITCHES, AND CONDUIT PERTAINING

TO DATA/COMMUNICATIONS AND TELEPHONE SHALL BE VERIFIED WITH

TELEPHONE COMPANIES AND TENANT.

12. REMOVE ALL EXISTING MATERIALS WHICH WOULD CAUSE RISES OR

DEPRESSIONS IN NEW FLOORING SURFACE, SUCH AS FASTENERS, OUTLET

CORES, COVER PLATES, RESILIENT FLOOR COVERINGS, CARPET, CARPET PAD,

FLASH PATCH, CONCRETE FILL, PLYWOOD, ETC.

13. DEMOLITION IS NOT NECESSARILY LIMITED TO WHAT IS SHOWN ON DRAWINGS.

THE INTENT IS TO INDICATE THE GENERAL SCOPE OF DEMOLITION REQUIRED

TO COMPLETE THE WORK IN ACCORDANCE WITH THE CONTRACT DRAWINGS.

14. RATED WALLS SHALL NOT BE PENETRATED UNLESS THE RATING IS MAINTAINED.

15. DISPOSAL: ALL DEBRIS REMOVED FROM THE SITE SHALL BE RECYCLED AS

MUCH AS PRACTICAL AND ALLOWED BY LAW.

DEMOLITION NOTES:

1

1
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FLOOR PLAN

SCALE: 1/8"=1'-0"

KEY NOTES:

NO WORK THIS AREA, UNLESS OTHERWISE INDICATED.  REFER TO REFLECTED

CEILING AND/OR FINISH PLAN FOR ADDITIONAL INFORMATION.

POWER/COMMUNICATIONS PACKAGE (WALL) AS FOLLOWS:

· (1) 110V DOUBLE DUPLEX; REFER TO PLAN FOR MOUNTING HEIGHT

· (1) SINGLE GANG MUD RING(S) (WITH PULL STRING); REFER TO PLAN FOR

MOUNTING HEIGHT

TFTI TV. PROVIDE FIRE-TREATED 

3

4

" PLYWOOD BACKING.

ANCILLARY FURNITURE, FIXTURES AND EQUIPMENT, TENANT FURNISHED AND

INSTALLED.  INCLUDING, BUT NOT LIMITED TO FILE CABINETS, TABLES, CHAIRS

AND NON-IDENTIFIED MILLWORK.

REINSTALL SALVAGED DOOR AS SHOWN. MODIFY EXISTING HARDWARE FOR FREE

EGRESS; NEW LEVER ON EGRESS SIDE. OTHER SIDE MAKE EXISTING HANDLE

DUMMY HANDLE. COORDINATE WITH ARCHITECT AS NEEDED.

NEW 34" AFF. LOWER CASEWORK AND ASSOCIATED UPPER CASEWORK. REFER

TO ELEVATIONS FOR ADDITIONAL INFORMATION.

ALT ADD 1 (CONFERENCE ROOM CATEGORY) : NEW BISTRO COUNTER. REFER TO

ELEVATIONS FOR ADDITIONAL INFORMATION.

PROVIDE AND INSTALL EMERGENCY "PUSH TO EXIT" BUTTON.  ELECTRICAL

CONTRACTOR TO COORDINATE WITH TENANT'S SECURITY VENDOR AS

NECESSARY TO PROVIDE A FULLY FUNCTIONAL AND OPERATING SYSTEM. REFER

TO I-10.1 FOR ADDITIONAL INFORMATION.

PROVIDE AND INSTALL CARD READER SYSTEM .  ELECTRICAL CONTRACTOR TO

COORDINATE WITH TENANT'S SECURITY VENDOR AS NECESSARY TO PROVIDE A

FULLY FUNCTIONAL AND OPERATING SYSTEM. REFER TO I-10.1 FOR ADDITIONAL

INFORMATION.

PROVIDE FIRE-TREATED 4'X'4'

3

4

" PLYWOOD PHONEBOARD. FINAL LOCATION TBD.

DOOR BELL BY TENANT'S VENDOR. COORDINATE FINAL LOCATION OF BELL AND

SPEAKER LOCATION WITH BUILDING MANAGEMENT. REFER TO 10.1 FOR

ADDITIONAL INFORMATION.

NEW DISPLAY CASE ACCESS DOOR. MATCH EXISTING. DOOR TO  MATCH

ADJACENT WALL.

ALT ADD 1 (CONFERENCE ROOM CATEGORY): NEW DOOR, DOOR FRAME AND

ASSOCIATED HARDWARE. MATCH NEW ALUM. FRAME AND DOORS.

ALT ADD 1 (CONFERENCE ROOM CATEGORY): WHITE BOARD AS INDICATED IN

EXISTING CONFERENCE ROOMS. REFER TO EQUIPMENT SCHEDULE FOR

ADDITIONAL INFORMATION.

ALT ADD 2 (MANAGEMENT OFFICE CATEGORY): NEW DOOR, DOOR FRAME AND

ASSOCIATED HARDWARE. MATCH NEW ALUM. FRAME AND DOORS.

ALT ADD 1 (CONFERENCE ROOM CATEGORY): DOOR 300B, ASSOCIATED

HARDWARE AND ADJACENT NEW WALLS AS NOTED.

ALT ADD 2 (MANAGEMENT OFFICE CATEGORY): MDF WAINSCOUT @ BACK WALL

AND SIDES OF LOUNGES. REFER TO ELEVATIONS FOR ADDITIONAL INFORMATION.

PROVIDE NEW 

1

2

" PARTIAL GLAZING IN EXISTING FRAMING. REFER TO ELEVATIONS

AND LOUNGE DETAILS FOR ADDITIONAL INFORMATION.
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SYMBOLS LEGEND:

F.E.C.

BUILDING STANDARD FIRE EXTINGUISHER CABINET (OR SPEC)

DUPLEX RECEPTACLE

DEDICATED DUPLEX RECEPTACLE

GFI DUPLEX RECEPTACLE

FOURPLEX RECEPTACLE

DEDICATED FOURPLEX RECEPTACLE

VOICE/DATA RECEPTACLE. CONTRACTOR TO PROVIDE MUD RING AND PULL

STRING

PROXIMITY CARD READERCR

X
WALL TAG

  NO DESIGNATION= EXISTING

N = NEW &/OR RELOCATED (COORDINATE RELOCATED

ITEMS W/ARCHITECT)

D = DEMOLISH

PARTITION LEGEND:

EXISTING PARTITION/CONSTRUCTION TO REMAIN

EXISTING SHELL & CORE WALLS

GRID HEIGHT PARTITION.  REFER TO DETAIL 3/I-9.1.

FULL HEIGHT  PARTITION TO STRUCTURE. REFER TO DETAIL

4/I-9.1

FULL HEIGHT  PARTITION TO STRUCTURE. REFER TO DETAIL

5/I-9.1
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Floor Plan

I-3.3

C

EMERGENCY "PUSH TO EXIT" BUTTONEB

Appliance + Equipment Schedule:

ITEM DESCRIPTION

UNDERCOUNTER REFRIGERATOR; TENANT PROVIDED

 DISHWASHER        (PROVIDE WATER LINE)

MFR:       GE              ADA COMPLIANT

MODEL:     GDT225SSLSS

SIZE:       32  1/4"(MIN.)H X 23 1/2"D X 22 3/4"W

PROVIDED AND INSTALLED BY GC

SINGLE STAINLESS STEEL DEEP SINK KHOLER #VAULT K-3838-1

UNDERMOUNT

(1) FAUCET KHOLER PURIST;  K-24982-CP SINGLE HOLE PRE-RINSE

FAUCET WITH SWEEP SPRAY

(1) DISPOSAL: IN-SINKERATOR BADGER 5, 

1

2

 HP

PRODUCT: FLOAT GLASS WHITEBOARD - QUICK SHIP

COLOR: WHITE         SIZE: LENGTHS PER PLAN     GCGI
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1



U.S. MAIL

SALVAGE EXISTING DOORS AND

ASSOCIATED FRAMES

SALVAGE EXISTING DOORS AND

ASSOCIATED FRAMES

DEMOLISH AND DISPOSE

AREA AS DASHED, UNO

NO SCOPE OF

WORK, TO REMAIN

NO SCOPE OF

WORK, TO REMAIN

EXISTING TO REMAIN AS

GREYED, TYP

U.S. MAIL

U.S. MAIL

U.S. MAIL

NO SCOPE OF

WORK, TO REMAIN

NO SCOPE OF

WORK, TO REMAIN

NO SCOPE OF

WORK, TO REMAIN

13

I-8.1

13

I-8.1

13

I-8.1

13

I-8.1

EXISTING DOOR TO BE

LOCKED INTO PLACE.

DOOR TO BE FLIPPED AND FITTED

WITH EGRESS HARDWARE. REFER

TO FLOOR PLAN

DOOR TO BE FLIPPED AND FITTED

WITH EGRESS HARDWARE. REFER

TO FLOOR PLAN

REMOVE AND DEMOLISH EXISTING

GLAZING AS SHOWN BY HATCH

SALVAGE EXISTING DOORS AND

ASSOCIATED FRAMES

REMOVE AND DEMOLISH EXISTING

GLAZING AS SHOWN BY HATCH

REMOVE AND DEMOLISH EXISTING

GLAZING AS SHOWN BY HATCH

NEW 

1

2

" GLAZING, TYP AT EXISTING

RELITE OPENINGS

3
'
-
6

"

INSIDE WALL INSIDE WALL INSIDE WALL

NO SCOPE OF

WORK, TO REMAIN

13

I-9.1.2

ALT ADD 2 (MANAGEMENT OFFICE CATEGORY): MDF

WAINSCOUT @ BACK WALL AND SIDES

REFER TO SECTION/DETAILS

3'-0"
EQ EQ

NEW ENTRY DOOR, RELITES AND

ASSOCIATED CLEAR STORY TO MATCH

EXISTING HISTORIC ENTRIES. REFER TO

I-10.1 FOR ADDITIONAL INFORMATION.

PAINT GWB

WALL (P-4)
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Interior Elevations

I-8.1

SCALE: 1/4" = 1'-0"

DEMO SCOPE ELEVATION 

1

SCALE: 1/4" = 1'-0"

NEW WORK ELEVATION

5

SCALE: 1/2" = 1'-0"

ENLARGED LOUNGE ELEVATION

13

SCALE: 1/2" = 1'-0"

NEW ENTRY DOOR
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JPC ARCHITECTSElevator Lobby Lounges

Decorative Pendant

Carpet Tile Inset Proposed Furniture Grouping

Inspiration

Lounge 1

Lounge 2 (2 sets)

Lounge 3
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I-9.1.2

WALL AS SCHEDULED.

REFER TO FLOOR PLAN

AND I-9.1.

EXISTING CONSTRUCTION TO REMAIN

(SHOWN GREY), PROTECT DURING

CONSTRUCTION.

 

5

8

" GWB OVER GRID SYSTEM

EQEQ
3'-0"

15

I-9.1.2

SIM

EXISTING STOREFRONT AND ASSOCIATED UPPER WINDOW

TRANSOMS TO REMAIN, REFER TO ELEVATIONS FOR MORE

INFORMATION.

EQ
3'-0"

DRYWALL GRID SYSTEM INSTALLED PER MANUFACTURE.  REFER

TO RCP FOR ADDITIONAL INFORMATION.

NEW 

1

2

" GLAZING (POLISHED EDGE). PROVIDE GLAZING WOOD

STOPS AS NEEDED IF UNABLE TO SECURE WITH EXISTING

STOPS. COORDINATE WITH ARCHITECT AS NEEDED.

PROVIDE WOOD INSERTS FLUSH WITH ADJACENT WOOD FRAME

WHERE ORIGINAL GLASS WAS. PAINT TO MATCH FRAME.

I-8.1

13

I-8.1

5

12 GA HANG WIRE PER MANUFACTURE. REFER

TO RCP AND I-9.2 FOR ADDITIONAL INFORMATION.
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" ARCHITECTURAL GRADE PLYWOOD,

PAINTED (TBD COLOR)

AM1

AM1

AM1

AM1

AM1

B-2

1

4

" MDF FLAT MOLDING INFILL TO MATCH/ALIGN WITH  OTHER

MOLDING AS SHOWN.

@ SIDES; MITTER CORNERS

WALL AS SCHEDULED. REFER TO FLOOR PLAN AND I-9.1.

BASE; REFER TO FINISH PLAN

MDF MOLDING;

REFER TO FINISH SCHEDULE

SCALE: 3/4" = 1'-0"

ENLARGED WAINSCOTING DETAIL (ALT. ADD)
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Lounge Construction

Details

I-9.1.2

SCALE: 3/4" = 1'-0"

TYP OVERALL LOUNGE SECTION 
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